Reviewed for Code Compliance

COMcheck Software Version 3.9.1 ST

~ 02/05/18

Date:

Envelope Compliance Certificate

2009 IECC

Section 1: Project Information

Froject Type: New Construction
Praject Title : Office Building

Construction Site: CwnerfAgent: Designer/Contracion:

547 Riverside Sirest Rabern LaBlanc B
Portiand, ME 04103

Section 2: General Information

Building Lecation (for weather data): Partland, Maine

Ckmate Zone: Ga

Euilging Type for Envelope Requiremants: Non-Rasidantial

Vertical Glazing ¢ 'Wall Araz Fot.: 12%

Activity Type(s) Eloor Area
Office 830

Section 3: Requirements Checklist

‘Envelope PASSES: Design 0% betlar than cade.

Climate-Specific Requirements:

Component Name/Description Gross Cavity Cont. Proposed  Budget
Areaor R-Value R-Value U-Factor U-Factors
o Parimater b e, S
Rocf 1: Attle Rool with Waad Joists 830 48.0 0.0 g.021 0.027
Exterior Wall 1: Waod-Framed, 18" o.c. T80 21.0 .0 t.082 0051
Window 1: Vinyl Frame:Doubla Para with Low-E, Clear, SHGEC a8 . — 0220 0.350
0.35, PF 1.00
Door 1: Wood, Swinging 21 - s 0320 0.700
Door 2;: Wood, Swnging 21 e - 0.320 0.700
Flaor 1: Siab-Cn-Grade:Unheatad, Harizantal with vertical »= 4 ft, B30 - 10.0 - e

Iz) Bucget U-factors are used for software baseling caleulations DMLY, and ere not code requiremaents.

ir Leakage, Component Certification, and Vapor Retarder Requirements:
DZI All joints and penetrations are caulkes, gaskeled or covered with & molsture vapor-parmeabls wrapping maternal installed in accordansg
with 1he manulacturers inglallation instructions.
L Windows, dears, and skylights cerlified as mealng leakage reguirements.
. Componant B-values & U-factors labeled as certifiad.
- Ne ool insulation is installed on & suspended ceiling with remavable celing parels.
‘Oher” companants heve supporting decumentation for proposed U-Fastors,
. Insulation installed acconding to manufaciurar's mslruclions, in substantial contect with the surface being insulated, and in a manner that
achisves the rated A-value without compressng the nsulation.
- Btair, glavator shall vents, and other cutdoor air intake and exhaust spanings in the building envelope are squipped with motonzed
dampers.
Cargo doors and loading dock doors are weather ssaled,
Recessad lighting fictures installed in the budlding ervelops are Type |G rated 83 meeting ASTM E285, are saalad with gaskst or caulk.
10. Building enfrance doors have 8 vesiibule equippad with self-clesing devices.
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Exceptions:

[ Builging entrancos with revoleng doors.

] Dpors notintandad 1o e used as a bulding entrance. R o CodeComplnce
Eﬁiﬂrﬁ that apeén diractly from 4 space less than 3000 g, 1L 10 area, pate: 02/05/18
[ Doors used primarily to facilitate vehicular movemant o materiale handling and adjacent personnel dogrs.
[ Doors cooning directlly from a skeeping/dwelling unit,
Section 4: Compliance Statement
Compliancs Statement: Tha proposed envalape dasign represented i 1his dosument is consistent with the auikding plans, specifications
and ather caleulations submitted with this permit application. The oroposed anvalaos syelam nas baan designed to meet the 2005 |ECC
roquiramintsi?h&ahsak Version 3.9.1 and to comply with tha meqts in the Requirements Chackhist,
i | Ziv) '.%'}nfﬁé' re. Archtet oz gﬁéﬁ/j?
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