CATCH BASIN GRATE SHALL BE
EITHER ITEM # 2440M AS

AT CURB, CATCH BASIN FRAME SHALL BE ITEM #
7375Z AS MANUFACTURED BY EAST JORDAN CO.,
OR ITEM # 32480001 AS MANUFACTURED BY
NEENAH FOUNDRY. OTHERWISE, CATCH BASIN
FRAME SHALL MEET FRAME STANDARDS FOR
MANHOLE DETAIL. SUBMITTAL REQUIRED.

ADJUST TO GRADE WITH BRICK WITH A MIN.
OF 3 COURSES AND A MAX. OF 8
COURSES (ASTM SPEC. DESIGNATE ON
C—-32-63, GRADE MA AND SA).

1. ALL CONCRETE TO HAVE A MIN. OF 4,000 PSI
COMPRESSIVE STRENGTH AT 28 DAYS.

DESIGN LOAD FOR H-20 WHEEL LOAD.

CATCH BASIN TO CONFORM TO ASTM-C478

4. REINFORCE TO 0.15 IN SQ./LF. JOINTS SEALED
WITH RAM—NEK GASKET OR EQUAL.
POLYPROPYLENE STEPS 12" 0O.C.

EXTERIOR WATERPROOFING.

CASCO TRAPS SHALL BE PROVIDED ON ALL PIPES

8. ALL CATCH BASINS AND MANHOLES SHALL MEET
THE APPLICABLE CITY OF PORTLAND — SECTION 2
SANITARY AND STORM DRAIN DESIGN STANDARDS.

9. STEPS SHALL BE OFFSET AT NO MORE THAN 12”
ON CENTER, STARTING FROM THE TOP OF THE
MANHOLE FRAME AND SHALL BE FORGED
ALUMINUM OR COPOLYMER POLYPROPYLENE STEPS

ALL PIPES TO HAVE A WATERTIGHT SEAL

12" THICK 3/4” CRUSHED STONE BASE

COMPACTED SUBGRADE

MANUFACTURED BY EAST JORDAN -
CO., OR ITEM # 32480002 AS 3=
MANUFACTURED BY NEENAH | 2'—0" |
FOUNDRY. SUBMITTAL REQUIRED.
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NOTES:

1. INSTALL CATCH BASIN HOODS IN ALL
CATCH BASINS UNLESS OTHER WISE
NOTED
2. PREFERRED STYLE DESIGNED TO
ELIMINATE CEMENTING OF THE TRAP.
3. REFER TO MANUFACTURER'’S
RECOMMENDATIONS FOR INSTALLATION
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1. ALL CONCRETE TO HAVE A MIN. OF
4,000 PSI COMPRESSIVE STRENGTH AT
28 DAYS.

CULVERT OUTLET

FINISH GRADE 3/4" STONE

DRIP EDGE (TYP.)

BUILDING FOUNDATION /
BACKFILL —/ i

FOUNDATION DRAIN

NOTE:

REFER TO PLANS AND DETAILS FOR

ADDITIONAL BUILDING FOUNDATION, BACKFILL,
DRAIN AND OTHER DETAILS.

DRIP_EDGE DETAIL
NOT TO SCALE
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STRUCTURAL FILL /.
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NOTES:

1. REFER TO THE BUILDING ARCHITECTS PLANS FOR ,
THE BUILDING FOUNDATION, BACKFILL, ROOF DRAIN, 2
SIDEWALK AND OTHER DETAILS.

2. PERFORATIONS IN UNDERDRAIN PIPE SHALL BE
ORIENTED DOWN.
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2. DESIGN LOAD FOR H—20 WHEEL LOAD. . - "

3.  CATCH BASIN TO CONFORM TO TYPE "B” FAME AND TYPE "M~ GRATE 24" SQ. IN.
ASTM—C478 SPECIFICATIONS. BY ETHERIDGE FOUNDARY OR APPROVED EQUAL.

4, REINFORCE TO 0.12 IN SQ./LF. ADJUST TO GRADE WITH BRICK WITH A MIN. OF

5. JOINTS SEALED WITH BUTYL RUBBER. 2 COURSE AND A MAX. OF 4 COURSES

6. POLYPROPYLENE STEPS 12" O.C.
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1. MINIMUM UNDERDRAIN SLOPE 0.0025 (0.25%)
2. PERFORATIONS IN UNDERDRAIN PIPE SHALL BE

UNDERDRAIN DETAIL

NOT TO SCALE

DESIGN NOTES:

1. ALL CONCRETE TO HAVE A MIN. OF
4,000 PSI COMPRESSIVE STRENGTH AT
28 DAYS.

DESIGN LOAD FOR H—20 WHEEL LOAD.
CATCH BASIN TO CONFORM TO
ASTM—C478 SPECIFICATIONS.
REINFORCE TO 0.12 IN SQ./LF.
JOINTS SEALED WITH BUTYL RUBBER.

ORIENTED DOWN.

TYPE "B” FAME AND TYPE "M” GRATE 24" SQ. IN.
BY ETHERIDGE FOUNDARY OR APPROVED EQUAL.

ADJUST TO GRADE WITH BRICK WITH A MIN. OF
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