
1"

ARCHITECTURAL

SHINGLES

ICE AND WATER SHIELD

ROOF SHEATHING

PRE-ENGINEERED TRUSS 

1" VENT GAP 

PRE-FINISHED DRIP EDGE; COLOR MATCH TRIM

1x4 PVC TRIM

7
1 1/2" = 1' -0"

EXTERIOR WALL CORNER PLAN DETAIL 

1
1 1/2" = 1' -0"

FOUNDATION SECTION DETAIL AT WINDOW SILL LOCATION (6'-0" WINDOW)
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CONTINUOUS 8" x 20" STEEL REINFORCED

FOOTING; SEE STRUCTURAL DRAWINGS

4" PERFORATED DRAINAGE PIPE - CONTINUOUS

5/8" GWB HOLD UP FROM CONCRETE MINIMUM 1/2"

WOOD TRIM BASE AND CAP

2" XPS RIGID INSULATION

1" XPS RIGID INSULATION

VAPOR BARRIER

CONCRETE SLAB; SEE STRUCTURAL DRAWINGS

FINISHED FLOOR; INSTALL PER

MANUFACTURERS INSTRUCTION

BACKFILL

LAYER OF COMPACTED

CRUSHED STONE

1" x 8" ANCHOR BOLT; SEE

STRUCTURAL DRAWINGS

SILL SEAL - CONTINUOUS

2x6 PT SILL PLATE

BLOWN-IN CELLULOSE INSULATION
2x6 EXTERIOR WALL

CONTINUOUS 4" PERFORATED RADON

PIPE TIED TO VENT TO RUN ABOVE ROOF

(OPTIONAL - AS REQUIRED)

SLOPE GRADE AWAY

FROM BUILDING - TYPICAL

REINFORCED CONCRETE FOUNDATION WALL

AND FOOTING; SEE STRUCTURAL DRAWINGS

FOUNDATION WATERPROOFING

8" CRUSHED STONE MINIMUM

FILTER FABRIC WRAP

2" RIGID XPS INSULATION FULL HEIGHT OF WALL 

HEADER; SEE STRUCTURAL DRAWINGS

RIGID XPS FOAM SPACER

BETWEEN HEADER STRUCTURE

1"

OVERHANG PAST APRON TRIM

1x4 APRON TRIM

2X6 SILL FRAMING

5 
8" G.W.B.

1x WOOD SILL WITH 14" THUMBNAIL

1" INSULATED ZIP SYSTEM

VINYL SIDING

ADHERED FLASHING

SILL PAN FLASHING WITH

END AND BACK DAMS LAP 

OVER WALL ASSEMBLY

ADHERED FLASHING

1x4 PVC TRIM

1x4 WOOD TRIM

1x WOOD JAMB TRIM
FLANGED WINDOW UNIT

ADHERED FLASHING

1x4 PVC TRIM

VINYL J-CHANNEL

VINYL SIDING

1" INSULATED ZIP SYSTEM

PREFINISHED METAL

FLASHING WITH HEMMED

DRIP EDGE - SEAL TOP EDGE

TO WEATHER PLANE WITH

FLEXIBLE FLASHING TAPE

VINYL J-CHANNEL

1x4 PAINTED WOOD TRIM

1 4
"

TYVEK WEATHER BARRIER

TYVEK WEATHER BARRIER

VINYL SIDING

FILL VOID WITH RIGID XPS FOAM

2X6 WALL FRAMING

5-1/2" BLOWN-IN

CELLULOSE INSULATION

VINYL SIDING

VINYL CORNER TRIM

1" INSULATED ZIP SYSTEM

5
8" G.W.B.

TYVEK WEATHER BARRIER

1
1 2
"

1"
1

2" RADIUS ON END OF SILL 

5 
8" GWB

1x WOOD JAMB

1x4 WOOD TRIM

1 4
"

VINYL SIDING

VINYL J-TRIM

1" INSULATED ZIP SYSTEM

1x4 PVC TRIM

FLANGED WINDOW UNIT1x WOOD SILL

ADHERED FLASHING

TYVEK WEATHER BARRIER

3
1 1/2" = 1' -0"

TYPICAL WINDOW AND WALL SECTION DETAIL 

4
1 1/2" = 1' -0"

TYPICAL WINDOW AND WALL PLAN DETAIL

10
1 1/2" = 1' -0"

RIDGE VENT DETAIL

2
1 1/2" = 1' -0"

FOUNDATION SECTION DETAIL AT WINDOW SILL LOCATION (6'-0" WINDOW)

VINYL SIDING WITH 4" EXPOSURE

VINYL J-CHANNEL WITH WEEP HOLES

5"

3"

CONTINUOUS SOFFIT VENT

1'-6"

3
1 2
"

1
"

CELLULOSE INSULATION

1x4 STRAPPING AT 16" O.C.

5/8" GWB

PRE-ENGINEERED TRUSS; SEE STRUCTURAL DRAWINGS

5/8" ROOF SHEATHING

ROOFING UNDERLAYMENT - LAP OVER ICE AND WATER SHIELD MINIMUM 12"

ARCHITECTURAL ASPHALT ROOF SHINGLE

ICE AND WATER SHIELD UP FROM EAVE 3' -0" MINIMUM

2x BLOCKING BETWEEN TRUSSES

PROPER VENT BAFFLES FOR CLEAR ATTIC VENTILATION

1x6 PVC TRIM

1x6  PVC TRIM

1x3  BLOCKING AS REQUIRED

VINYL SIDING

1" ZIP SYSTEM EXTERIOR SHEATHING

2x6 EXTERIOR STUD WALL

BLOWN-IN CELLULOSE INSULATION

BLOCKING

1" ZIP SYSTEM EXTERIOR SHEATHING

1x4 PAINTED TRIM

AIR SEAL GASKET

(BOTH SIDES OF TRIM)

EXISTING FLOOR

FRAMING 

BLOWN-IN CELLULOSE

INSULATION

INSULATION DAM 

AIR SEAL GASKET 

BATTIC DOOR ATTIC ACCESS HATCH

DOUBLE UP FLOOR

JOIST FRAMING

AROUND PERIMETER OF

ACCESS HATCH

11
1 1/2" = 1' -0"

ATTIC ACCESS HATCH DETAIL 

1x4 PVC TRIM

ADHERED FLASHING LAP OVER METAL

FLASHING AND SEAL TO DRAINAGE PLANE

PRE-FINISHED MTL DRIP EDGE;

COLOR MATCH TRIM

FILL VOID WITH

RIGID XPS FOAM

VINYL SIDING WITH 4" EXPOSURE

INSULATED ZIP SYSTEM

HEADER; SEE

STRUCTURAL DRAWINGS

3/8" SHIM WITH BACKER ROD AND SEALANT

1x PVC TRIM

5/8" TYPE "X" GWB

WOOD DOOR TRIM;

TBD BY OWNER

"MUD" TYPE J CHANNEL

COMPOSITE DOOR JAMB

5/8" TYPE "X" GWB

1x6 PVC TRIM

3/8" SHIM w/ SEALANT

AND BACKER ROD

1" INSULATED ZIP SYSTEM

1/4" SEALANT JOINT TYPICAL

1x PVC TRIM

WOOD DOOR TRIM TBD BY OWNER

"MUD" TYPE J CHANNEL
COMPOSITE DOOR JAMB

1 2
"

BITUMINOUS FLASHING LAP UNDER

DOOR SILL AND DOWN FACE OF XPS

2 CONTINUOUS BEADS OF SEALANT

PITCH ENTRY SLAB AWAY

FROM DOOR 18" PER FOOT

1/2" XPS INSULATION AT SLAB EDGE
SEALANT JOINT

FLOORING

BITUMINOUS DAMPROOFING FROM

GRADE TO FOOTING OR BOTTOM

OF GRADE BEAM; TYPICAL

INSULATED FIBERGLASS ENTRY DOOR

1 1/2" = 1' -0"

TYPICAL ENTRY DOOR JAMB PLAN DETAIL 

ADA COMPLIANT

DOOR THRESHOLD

SET IN SEALANT

5
1 1/2" = 1' -0"

TYPICAL ENTRY DOOR HEAD / SILL SECTION DETAIL 

6

*$)  0$67(5 )/2:�  $/80,180 5,'*( 9(17

INSTALL PER MANUFACTURERS INSTRUCTIONS

8
1 1/2" = 1' -0"

ATTIC ACCESS HATCH DETAIL

2
'-

6
"

CUSTOM WOOD FRAME

18" WIDE CLOSET DOOR

RHEEM 6 GAL. POINT OF USE

ELECTRIC WATER HEATER

MOUNTED AT 6' -0" A.F.F.

PAINTED WOOD TRIM WITH

EASED EDGES; TBD BY OWNER

2x6 STUD WALL 

2x4 STUD WALL 

1' -9"

1
'-

6
" 

6
5 8
"

"MUD" TYPE CORNER BEAD

2x3 WOOD STUD WALL

5/8" GWB

8
"

5-1/2" BLOWN-IN

CELLULOSE INSULATION 

5-1/2" BLOWN-IN

CELLULOSE INSULATION

5-1/2" BLOWN-IN

CELLULOSE INSULATION

1-1/2" POLYISOCYANURATE

 RIGID INSULATION R 6.7 PER INCH = R 10.05
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