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N
/ : GLAZING SCHEDULE
/ : KEY | GLAZING TYPE
GL-1 | INSULATED CLEAR TEMPERED GLAZING
b N GL-2 | FIRE RATED INSULATED GLAZING
\ GL-3 | CLEAR TEMPERED GLASS
N N GL-4 | CLEAR INSULATED TEMPERED GLASS
- s - - GL-5 | FIRE RATED GLAZING
1 2
A EXTERIOR - ENTRY WOOD CASED STEEL
1 DOOR TYPES
1/4" = 10"
DOOR SCHEDULE DOOR NOTES:
DOOR FRAME GENERAL 1) ALL EXTERIOR GLAZING TO BE LOW-E ARGON FILLED INSULATED GLAZING UNITS
SIZE DETAILS HARDWARE KEY MATERIALS KEY FINISH KEY
&2 | MLS-MORTISE LOCK SET AL - ALUMINUM PTD - PAINTED 2.) FRAME ALL OPENINGS WITH ELEVATIONS
. 7 . 2 » g 2 &> &5 | LS -LOCK SET STL - STEEL ANO - ANODIZED ALUMINUM
2 e[ 22| | E = | 2 e |Zi| 2 | PR-PRIVACY SET MTL - METAL STN - STAINED 3) SEAL EXTERIOR DOORS TO ROUGH OPENING WITH LOW EXPANDING FOAM
Slg|BE|a|c|E|lz|z|g|E|&]2 |2 5| & |u2| = |PS-PASAGSH WD - WOOD INSULATION - SEE DETAILS
BI|F || 2| F|2|E|B|F|2|F|2 |35 |3|EE| | memeu FG- FIBERGLASS
) 4)  ALL DOOR HARDWARE TO BE 'LEVER' TYPE
REMARKS
100.1 30" | 7-0" |134"| FG |PTD | Y [ 1 | FG | AL Y ENTRY DOOR 5)  ALL EXTERIOR DOORS TO BE WEATHER-STRIPPED
1002 30" | 7-0" 134" | wD | PTD WD -
6.) ALL DOORS TO BE SOLID CORE DOORS
1021] B | 390" | 740" [134"| WD | PTD wo | - | - | - | -
1031| B | 320" | 70" [1-34"| WD | PTD wo | - | - | - | -
1041] B | 390" | 790" [134"| WD | PTD wo | - | - | - | -
1051| C [390" | 720" [134"| FG | PTD FG | AL ENTRY DOOR
WINDOW SCHEDULE LEGEND
3'_0“ 3!_0|| L 6"0“ L
r # r r W 1 T = TEMPERED GLASS
Aﬁ Aﬁ Aﬁ
) /1N FG = FIBERGLASS
~— O VAR =
o ~— SIMULATED  &| ||, \|[~— SIMULATED % =~ <|MULATED AL = ALUMINUM
< DIVIDED LIGHT | DIVIDED LIGHT = DIVIDED LIGHT OH = DOUBLE HUNG
- -
AW = AWNING
~— s >~
g LV =LOUVER
% N %
N N F =FIXED
SUB-FLOOR
ELEVATION =
(A) DOUBLE HUNG (B) AWNING (C) DOUBLE HUNG 6L = GLIDER
3 WINDOW TYPES
1/4" = 10"
WINDOW SCHEDULE | 1x4 PAINTED TRIM WITH EASED
EDGES, PRIMED AND PAINTED,
ROUGH % | 3|  DETALS FOR TEMPERED GLASS LOCATIONS SEE WINDOW ELEVATION TYPES EDGES, PRIMED AND P
=z PENIN 2 &3 2 FOR MASONRY OPENING DIMENSIONS COORDINATE COURSING WITH EXTERIOR ELEVATION SHEETS AND
_ | 2| OPENNG el o o | | B | Z | PLANANDSECTIONDETAL SHEETS
Q12| WHVF 2ozl 2| S| 7| = | £ |REMARKS
A | DH [3-1"X 46172 7o | - -l w NAILING FLANGE
B | AW [3-1"X30-12" o | -] -] - v NAILING FLANGE 4 nPoWuNT
C | DH |6-1"X46-1/2" 7o -] - - v NAILING FLANGE

WINDOW NOTES:

1.) COORDINATE AND ADJUST ROUGH OPENING DIMENSIONS TO ACCOMMODATE SILL PAN FLASHING SYSTEM
2.) FULL SCREENS ALL OPENINGS

3.) ALL GLAZING LOCATED WITHIN 18" OF FINISHED FLOOR TO BE TEMPERED GLASS

4.) ALL EXTERIOR GLAZING TO BE INSULATED

5.) FRAME ALL OPENINGS WITH ELEVATIONS

6.) SEAL WINDOW TO ROUGH OPENING WITH LOW EXPANDING FOAMINSULATION - SEE DETAILS

NECESSARY IN CORNERS
THROUGH GRACE
VYCOR™ PLUS

T MECHANICALLY FASTEN AS

GRACE ®
VYCOR
PLUS

DO NOT FLASH OVER —/

BOTTOM NAILING FLANGE

d]

|

5/4 WOOD SILL EXTENSION WITH
EASED EDGES, PRIMED AND
PAINTED, COLOR BY ARCHITECT.

| —1X4WOOD APRON TRIM, WITH

EASED EDGES, PRIMED AND
PAINTED, COLOR BY ARCHITECT.

4 TYPICAL WINDOW TRIM
NOT TO SCALE

Lt EXTERIOR
‘\z%\ / SHEATHING
N

SILL PLATE
(SEE VCRDET-106
FOR OPTIONS)

\ oRaGE

vycor® pLUS

Notes:

1. For the most current details, installation
video and product information, see our web
site at www.graceconstruction.com

2. RIPCORD® (Split Release on Demand) can be
removed from Grace Vycorg' Plus for ease of
installation

3. Install Grace Viycor Plus in order shown by
numbers

4. If applicable, leave release paper on lower
half of sill flashing until future tie-in

b. Install Grace Vycor Plus and weather-resis-
tive barrier to form water-shedding laps

6. Detail also relevant for Grace Vycor V40
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