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/ﬁggg:g?ggg& General Notes:
1. For Waveguides, Door Canopy, and Exterior Vent Hood
installations, use 1/4” x 1 5/8” Hilti HPS Impact anchors,
pos-o00s, fss-108, #854-22496.
- E 2. HVAC mounting, use 5/16" x 1 1/2” sleeve anchors, #854—11135.
A0 s o004 5. All interior boxes, panels, straps, etc. shall use #8535—-10848
screws. Large boxes and lights need to have washer #855-11513
Exterior with screw.
4. For exterior boxes, use #854—11528, #855—-11529, and #853—-11533
for anchors.
Bracket o 5. On furred walls using hat channel, sheetrock and FRP shall be
T so-22007 fastened at perimeter at 12”7 o.c. using screws. On furred
[ 3/8" Insulator walls using THERMASHEATH insulation attach 3/8" Nupoly to wall over
THERMASHEATH insulation with 3/16"x3 1/4” PNF tapcons #854—12917.
485313212 & Use Chemrex #850—11235 glue on 3/8" Nupoly.
a peesTIens 6. On Concrete walls, mount sheetrock 16" o.c. using 3/16"x1 1/2"
HPS anchors, #854—15111. Mount FRP over sheetrock using 1 1/2"
#853-13212, #555—11515./ coil ﬂOHS, #854*”84” '\2” o.c. for Ught \Ne\'ght B\ng. For C2 B\dgs.,
one gessmhies ] use 1/4"x2 1/16” HPS anchors, #854—11501.
#854—11528, #855-11529,
and #853-11533
Interior
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