LENGTH DETERMINED BY OTHERS

DEPENDING ON HEIGHT
OF BUILDING  —

FOR TEMPORARY STORAGE

OF SHELTERS, USE MIN.

4x4 TIMBERS DOWN LENGTH

OF SHELTER ONLY:

TYPAL OF ALL SHELTER DESIGNS

ALL BUILDINGS MUST BE
LIFTED FROM ALL LIFTING POINTS

TO CRANE

CAN PICK UP FROM
CABLE OR CENTER

LENGTH DETERMINED OF SPREADER BAR
BY OTHEI

PREADER BAR ———,
(DESIGNED BY
OTHERS)

ALL BUILDINGS MUST BE
LIFTED FROM ALL LIFTING POINTS

SINGLE BUILDING SET UP PROCEDURE:

1. INSPECT BUILDING UPON DELIVERY FOR
DAMAGE DURING TRANSPORTATION.

2. REMOVE LIFTING BRACKETS FROM SHELTER.

3. CAULK AND GROUT BUILDING.

4. ATTACH TIE DOWN BRACKETS TO SHELTER
AND FOUNDATION USING ANCHOR BOLTS.

5. INSTALL AND CAULK ALL ACCESSORIES
(EXTERIOR LIGHT, CANOPY, ICE SHEILD,
VENT HOODS, GROUND BARS, ETC.)

6. INSPECT ROOF AND ROOF EDGE FOR DAMAGE
CAUSED BY OFFLOAD AND REPAIR IF NEEDED.

7. CLEAN INTERIOR AND COMPLETE ANY TQUCH UP
PAINTING AS NEEDED.

8. CHECK DOOR ALARM FOR PROPER OPERATION.

9. CHECK LIGHTING AND AIR CONDITIONING
FOR PROPER OPERATION.

10.  INSPECT COMPLETE BUILDING FOR COSMETICS.

ALL BUILDINGS MUST BE
LIFTED FROM ALL LIFTING POINTS
(DOUBLE WIDE)

PICK UP_ BUILDING

WITH THE CENTER
OF SPREADER BAR

UFTING BRACKET TYP.
BOTH SIDES OF BUILDING.

DEPENDING ON HEIGHT
OF BUILDING

ALL BUILDINGS MUST BE

LIFTED FROM ALL LIFTING POINTS
(ROOF LIFT)

MULTI-WIDE BUILDING SET UP PROCEDURE:

1. INSPECT BUILDING UPON DELIVERY FOR
DAMAGE DURING TRANSPQRTATION.
2. REMOVE LIFTING BRACKETS FROM SHELTER.
3. ATTACH TIE DOWN BRACKETS TO SHELTER
AND FOUNDATION USING ANCHOR BOLTS.
4. INSTALL AND CAULK ALL ACCESSORIES
(EXTERIOR LIGHT, CANOPY, ICE SHEILD,
VENT HOODS, GROUND BARS, ETC.).
5. INSPECT ROOF AND ROOF EDGE FOR DAMAGE
CAUSED BY OFFLOAD AND REPAIR IF NEEDED.
6. INSTALL BACKER ROD AND CAULK
EXTERIOR WALLS AND ROQOF.
INSTALL FLASHING ON ALL INTERIOR MOD. LINES.
MAKE ALL CONDUIT AND CABLE TRAY CROSSOVERS.
CLEAN INTERIOR AND COMPLETE ANY TOUCH UP
PAINTING AS NEEDED.

©0 oo~

0. CHECK DOOR ALARM FOR PROPER OPERATION.
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2" THICK FOAM TO BE PLACED UNDER
ENTIRE LENGTH OF BUILDING;
LONG SIDES ONLY.
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SPREADER BAR

(DESIGNED BY
OTHERS)

FOR TEMPORARY STORAGE

OF SHELTER ON

OFFLOAD NOTES:

1.

BUILDING SHALL BE OFFLOADED LEVEL.

LY;
TYPICAL OF ALL SHELTER DESIGNS
END VIEW

END

ALL BUILDINGS MUST BE
LIFTED FROM ALL LIFTING POINTS

WALL

1 CHECK LIGHTING AND AIR CONDITIONING 2. ALL CABLES, SHACKLING, SPREADER BARS,
FOR PROPER OPERATION. ETC. SHALL BE DESIGNED AND SUPPLIED
12.  INSPECT COMPLETE BUILDING FOR COSMETICS. BY OTHERS.
3. ALL LIFTING POINTS SHALL BE USED.
4. 1 1/8" MAXIMUM DIAMETER FOR SHACKLES.
5. REMOVE BRACKET AFTER PLACEMENT OF
SHELTER AND INSTALL ANCHOR TIE—-DOWN
PLATES (SH\PPED LOOSE INSIDE SHELTER)
AT EACH LOCATION.
6. OFFLOAD BUILDING WITH CABLES IN VERTICAL
POSITION.  ANGLED POSITION CABLES ARE
NOT ACCEPTIBLE.
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