WAVEGUIDE ENTRY

ORIENTATION OF CELL REFERENCE

GROUND BAR TO WAVEGUIDE ENTRY FOR EACH
LOCATION (WAVEGUIDE ENTRY FOR OPTIONS B
& C-1)

69" AF.F.

GREEN INSULATED COPPER
STRANDED WIRE (MAIN)

WIRE RETAINER
/WP\CAL @ 24" c/C

FASTENERS AS REQUIRED

1/8" MINIMUM
1/4” MAXIMUM

DOUBLE CRIMP C—TAP
TYPICAL AS REQUIRED

#6 GREEN
INSULATED COPPER
STRANDED WIRE (TAP)

1/8” MINIMUM
1/4” MAXIMUM

NUT(S), BOLT(S) AND
LOCKWASHER(S) AS REQUIRED

COMPRESSION LUG
COPPER BAR OR
METAL ENCLOSURE

TYPICAL HALO GROUND
DROP DETAIL 1
SCALE: N.T.S.

GROUND
LONG—-BARREL LUG

CLEAR SHRINK
WRAP (TYP.)

S.S. NUT

S.S. LOCK WASHER

LEAD W/ 2-

1/8” MINIMUM
1/47 MAXIMUM

WAVEGUIDE ENTRY

ORIENTATION OF CELL REFERENCE

LOCATION (WAVEGUIDE ENTRY FOR OPTIONS A
& C-2)

STRANDED WIRE (MAIN)

(2) DOUBLE CRIMP
C-TAP TYPICAL
AS REQUIRED

HOLE

S.S. FLAT WASHER \

\

1 1

NOTE:

1. GROUND BARS, INSTALL BOLT
HEAD TOWARD WALL

2. ENCLOSURES, INSTALL BOLT
HEAD ON OUTSIDE OF
ENCLOSURE

S.S. FLAT WASHER

T~ S.S. BOLT

GROUND LUG INSTALLATION DETAIL
SCALE : NTS

NOTE:
SEE HALO GROUND CEILING VIEW FOR NOTES

(2) H-TAP
CONNECTORS FB#13305

TYPICAL HALO GROUND
GROUND CORNER DETAIL 2

N\ LABEL ORIGN &
DESTINATION EACH END

\\8 OF GROUND BAR LEADS
BASE MATERIAL

ANTIOXIDANT COMPOUND
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GROUND BAR TO WAVEGUIDE ENTRY FOR EACH - \ CADWELD \ CADWELD
B FGUIDE & A < 10 EXTE LOCATIONS LOCATIONS
0 EXTERIOR CLEAN SIDE EXPOSED TO EXTERIOR
GROUND RING { ) CROUND RN (CLEAN SIDE EXPOSED)
#2 BARE SOLID TINNED #2 BARE SOLID TINNED
COIL AND TIE COIL AND TIE
ADDITIONAL WIRE ADDITIONAL WIRE
#2 GREEN INSULATED COPPER CELL REFERENCE GROUND BAR
2 CONNECTIONS
WIRE RETAINER (WAVEGUIDE _ENTRY FOR OPTIONS B & C1)
TYPICAL @ 24" C/C
FASTENERS AS REQUIRED
#2 SOLID BARE
TINNED COPPER 2 HOLE
1 SET SCREW
LUG TO
WAVEGUIDE
P
POWER CABLE
COIL AND TIE fres} fres)
%’ ADDITIONAL WIRE oo o BRACKET DETAL #5 FOWER CABLE
NT.S. BRACKET DETAIL #4
Qo o o °oQ NTS
Yo o o P T.S.
o o~ COIL 10'-0" & TIE "VF” CABLE SUPPORT BRACKET
ADDITIONAL WIRE MOUNT EVERY 3RD RUNG, "VF” CABLE SUPPORT BRACKET
CADWELD MOUNT EVERY 3RD RUNG,
P
#2 soup T\NNED
EXTERIOR_GROUND
BAR_INSTALLED UNDER
INSTALLED WAVEGUIDE
H-TAP & H-TAP COVER SELECTION CHART
H-TAP H-TAP COVER
CONDUCTOR SIZES
CODE WIRE
FIBREBOND |MANUFACTURER| FIBREBOND |MANUFACTURER (FLEX CABLE)
GROUNDING LUG CHART Part No. Part No, Part No, Part No.
FB # |WIRE SIZE HOLES HOLE SPACING MAIN TAP 1 TAP 2 TAP 3
83012673 2 (2) 5/16"» 5/8" 2-6 STRISOL | 2-6 STR/SOL 8-14 8-14
830-21380 7 (2) 5776 578" 830-13305 HTCT2-2-1 830-13306 CLRCVR2-1 2a8) (25 o 14) o 14)
830-21023 6 [(2) 5/1679 5/8 830-13304 HTCT250-2-1 830-13303 CLRCVR3-1 | o oot -
830-21024 2 (2) 7/16"2 1” 250-2 250-2 STRISOL
B30-11703 7y ) 7/767% T 830-13310 HTCT250-250-1 830-13310 CLRCVR4-1 0.2 P -- --
830-22172 6 (2) 7/16°9 1 T
830-20626] 2/0 [(2) 7/16°% 1"
ggﬁ;&&kf“ﬁoﬁge% TA%E 1300 DAVENPORT DRIVE MINDEN, LA. 71055
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8" MINIMUM
4" MAXIMUM
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#2 GREEN INSULATED COPPER
STRANDED WIRE (MAIN)
WIRE RETAINER
TYPICAL @ 24" C/C
FASTENERS AS REQUIRED

(2) DOUBLE CRIMP
C-TAP TYPICAL
AS REQUIRED

TO WAVEGUIDE
PLATE

TO DISCONECT
PANEL(D
VIA CABLE BRACKETS

#2 SOLID BARE
TINNED COPPER

#2 BARE SOLID
TINNED WIRE
TO HALO RING

CADWELD
LOCATIONS

(CLEAN SIDE EXPOSED)

TO TELCQ
GROUND BAR —
VIA CABLE BRACKETS

#2 GREEN INSULATED COPPER
STRANDED WIRE (MAIN)
1/8" MINIMUM
1/47 MAXIMUM

WIRE RETAINER
TYF\CAL @ 24" c/C
FASTENERS AS REQUIRED

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

03/23/17

(2) DOUBLE CRIMP Date:_ ~~"&7 717
C—TAP TYPICAL
AS REQUIRED
#2 SOLID BARE
TINNED COPPER
T0 WAVEGUIDE

#2 BARE SOLID
TINNED WIRE
TO HALO RING

PLATE

CADWELD
LOCATIONS

(CLEAN SIDE EXPOSED)

PANEL 1

TO TELCO

TO DISCONECT

VIA CABLE BRACKETS

GROUND BAR 309
VIA CABLE BRACKETS




