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2'-0"

4'-41/4"

ROOF SYSTEM:
FULLY ADHERED EPDM MEMBRANE
1/2" PROTECTION BOARD
5" RIGID INSULATION
5/8" ROOF SHEATHING
OPEN WEB TRUSS RAFTERS

WALL SYSTEM:
PTD. METAL SIDING
11/2" RIGID INSULATION W/ TAPED SEAMS
"Z" CHANNEL
1/2" EXTERIOR SHEATHING
2X6 WOOD STUD WALL W/ FACED BATTS
1/2" PLYOOD FINISH SHOP SIDE

NOTE- BATT INSUL. & INT. WALL FIN. AT WAREHOUSE
TO BE INSTALLED AT LATER DATE

FOUNDATION SYSTEM:
REINFORCED CONCRETE FROST WALL
3' X 1' REINFORCED CONCRETE FOOTING
FOUNDATION DRAINAGE T.B.D.

REINFORCED CONCRETE SLAB ON 2"
RIGID INSULATION CONTINUOUS-
INSTALL THICKENED SLAB EDGE

4 X 4 SOLID WD.  BRACKET TO
SUPPORT ROOF OVERHANG

FACIA TO BE 1X8 STACKED ON
1X8 CEMENT BOARD TRIM W/ (2)
2 X 10 HEADER

SPRAY FOAM INSULATION

P.T. SILL TYPICAL @ CONCRETE -
SEE STRUCTURAL FOR ANCHOR
SPECIFICATION

SEE STRUCTURAL FOR TRUSS
DETAILS

SLAB ELEVATION
100'-0"

TOP OF ROOF FRAMING
119'-0"

T.B.D.
TOP OF WALL

T.B.D.
TOP OF WALL

PLANT STRIP

95'-6"
FOOTING BASE

2'-0"

ROOF SYSTEM:
FULLY ADHERED EPDM MEMBRANE
1/2" PROTECTION BOARD
5" RIGID INSULATION
5/8" ROOF SHEATHING
OPEN WEB TRUSS RAFTERS

WALL SYSTEM:
2X6 INSULATED BEARING WALL
5/8" DRYWALL @ OFFICE SIDE
1/2" PLYWOOD SHOP SIDE

SLAB SYSTEM:
REINFORCED CONCRETE SLAB ON 2"
RIGID INSULATION CONTINUOUS-
INSTALL THICKENED SLAB @ FOOTING

FACIA TO BE 1X8 STACKED ON
1X8 CEMENT BOARD TRIM

SPRAY FOAM INSULATION

P.T. SILL TYPICAL @ CONCRETE -
SEE STRUCTURAL FOR ANCHOR
SPECIFICATION

CEILING SYSTEM:
FULLY ADHERED EPDM MEMBRANE
1/2" PROTECTION BOARD
5/8" ROOF SHEATHING
2X10 RAFTERS W/ DENS PACK INSUL.(3.8 PER IN.)
1X3 STRAPPING
5/8" PTD. DRYWALL FINISH

R-40 ASSEMBLY

WALL SYSTEM:
PTD. METAL SIDING
11/2" RIGID INSULATION W/ TAPED SEAMS
"Z" CHANNEL
1/2" EXTERIOR SHEATHING
2X6 WOOD STUD WALL W/ FACED BATTS
5/8" PTD. DRYWALL FINISH

PROVIDE C.M.U. BLOCK UNDER
BEARING WALL FOR DELAYED
SLAB POUR

FOUNDATION SYSTEM:
REINFORCED CONCRETE FROST WALL
3' X 1' REINFORCED CONCRETE FOOTING
FOUNDATION DRAINAGE T.B.D.

SEE STRUCTURAL FOR TRUSS
DETAILS

SHEETROCK FINISH

SLAB ELEVATION
100'-0"

TOP OF ROOF FRAMING
119'-0"

T.B.D.
TOP OF WALL

CRUSHED STONE

95'-6"
FOOTING BASE

OFFICE

SCALE: 3/4"   =    1'-0"
1 WALL SECTION A

A3.2SCALE: 3/4"   =    1'-0"
2 WALL SECTION B
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