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¢ PIFE AND TRENCH
L ALL WORK SHALL CONFORM TO THE APPLICABLE CODES AND ORDINANCES.
" HOT BITUMINOUS PAVING (GRADE *C") -
E ® PAVED AREAS UNPAVED AREAS - 2. CONTRACTOR BHALL VISIT THE SITE AND FAMILIARIZE WM OR HERSELF WITH ALL CONDITIONS AFFECTING THE
2% HOT BITUMINOUS PAVING (GRADE "B") 50" | FINISH GRADE PROPOSED WORK AND SHALL MAKE PROVISIONS AS TO THE COST THERECF, CONTRACTOR SHALL BE RESPONSIBLE
\ LOAM AND SEED FOR FAMILIARIZING HIM OR HERSELF WITH ALL CONTRACT DOCUMENTS, FIELD CONDITIONS AND DIMENSIONS AND
3" AGGREGATE BASE COURSE- CRUSHED ya CONFIRMING THAT THE WORK MAY BE ACCOMPLISHED A% SHOWN PRIOR TO PROCEEDING WITH CONSTRUCTION. ANY
(MD.OT. spec. 10306 (a), TYPE A) FINiSH o BasE SAVEMENT BULDUS T — siDE OF TRENCH DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER PRIOR TO THE COMMENCEMENT OF WORK.
FLOOR AS REQUIRED rr] / MAY BE SLOPED ,
— BY AGGREGATE SUBBASE COURSE- GRAVEL : g:ég TO MEET im'roe SMALL NOTIFY ENGINEER OF ALL PRODUCTS OR ITEMS NOTED A4S 'EXISTING* WHICH ARE NOT FOUND IN
(MD.OX. spec. 10326 (o), TYPE D) s EIOLTS § 7 .
: =] ‘ e
. 15 D e AT ] e Eocrm 4. INSTALL ALL EQUIFMENT AND MATERIALS IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS AND OUNER'S
= o DT 18 REQUIREMENTS UNLESS SPECIFICALLY OTHERWISE INDICATED OR WHWERE LOCAL CODES OR REGULATIONS TAKE
. OR SELECT BACKFILL [ N il
4 g AS DIRECTED BY THE | Y POSSIBLE FRE .
L ENGINEER el VARIABLE B. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS IN THE FIELD PRIOR TO FABRICATION AND ERECTION
o {2 | DEPTH IN CF ANY MATERIAL. ANY UNUSUAL CONDITIONS SHALL BE REFPORTED TO THE ATTENTION OF THE ENGINEER.
.. ; ACCORDANCE
BUILDING o 5'-o" SELECT BACKFILL—frih ; Q‘= TO PIFE DEFTH 6. CONTRACTOR SHALL CLEAN AND REMOVE DEBRIS AND SEDIMENT DEPOSITED ON PUBLIC STREETS, SIDEWALKS,
POOTING (SEE, | -~ - i O e ADJACENT AREAS, OR OTHER PUBLIC WATS DUE TO CONSTRUCTION.
ARGHITECTURAL - .. © MAINTAIN TRENCH
LT PIPE SIZE A% ; WIDTH TO TOP OF 1. CONTRACTOR SHALL INCORPORATE PROVISIONS AS NECESSARY IN CONSTRUCTION TO PROTECT EXISTING
4 NOTED ON PLANS SELECT BACKFILL STRUCTURES, PHYSICAL FEATURES, AND MAINTAIN SITE STABILITY DURING CONSTRUCTION. CONTRACTOR SHALL
PPN LT CormauD erRicTuRAL RESTORE ALL AREAS TO ORIGINAL CONDITION AND AS DIRECTED BY DESIGN DRAWINGS,
— Qi
BRING TO SUBGRADE A% REQUIRED W/ COMMON - 4'-"‘, ,‘ . ." - : 3/4" CRUSHED ——— g \? 8. SiTE CONTRACTOR $HALL OBTAIN ALL REQUIRED FERMITS PRIOR TO CONSTRUCTION,
BORROU COMPACTED TC 0% OF MAXIMUM DENSITY. ‘ . "- R = ; STONE PIPE BEDDING 8. ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH "MAINE EROSION AND
NOTES: == ‘l E] IMI | ]_ml =" m ﬁ Y SEDIMENTATION CONTROL HANDBOOK FOR CONSTRUCTION: BEST MANAGEMENT PRACTICES" PUBLISHED BY THE
L COMPACT GRAVEL SUBBASE, BASE COURSE TO 22% OF MAXIMUM .LL[:J_L, . .J_!,—[—,_,,x 51 == EIEIES i : CUMBERLAND COUNTY SOIL AND WATER CONSERVATION DISTRICT AND MAINE DEPARTMENT OF ENVIRONMENTAL

PENSITY USING HEAVY ROLLER COMPACTION.

2. CONTRACTOR SHALL SET GRADE $TAKES MARKING SUBBASE AND
FiNISH GRADE ELEVATIONS FOR CONSTRUCTION REFERENCE.
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PROTECTION, MARCH 1991 OR LATEST EDITION. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO FOSSESS A
COPY OF THE EROSION CONTROL FPLAN AT ALL TIMES,

12, THE CONTRACTOR I3 HEREBY CAUTIONED THAT ALL SITE FEATURES SHOUN HEREON ARE BASED ON FIELD
CBEERVATIONS BY THME SURVETOR AND BY INFORMATION PROVIDED BY UTILITY COMPANIES. THE INFORMATION 18 NOT
TO BE RELIED ON AS BEING EXACT OR COMPLETE., THE CONTRACTOR SMALL CONTACT DIG SAFE (1-888-DIGEBAFE? AT
LEAST THREE (3) BUT NOT MORE THAN THIRTY (3@) DAYS PRIOR TC COMMENCEMENT OF EXCAVATICON OR DEMOLITION
TO VERIFY HORIZONTAL AND YERTICAL LOCATION CF ALL UTILITIES. CONTRACTORS SHALL BE RESPONSIBLE FOR
COMPLIANCE WITH THE REQUIREMENTS OF 22 MRSA 33&62-A4A, T SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO
COORDINATE WiTH THE APPROPRIATE UTILITIES TO OBTAIN AUTHORIZATION PRIOR TO RELOCATION CF ANY EXISTING
UTILITIES WHICH CONFLICT WITH THE PROFOSED IMPROVEMENTS SHOUN ON THESE FPLANS. I A UTILITY CONFLICT ARISES,
THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE CUNER, THE MUNICIPALITY AND AFPPROPRIATE UTILITY COMPANTY
PRIOR TO PROCEEDING WITH ANY RELOCATION,

Il ALL PAVEMENT MARKINGS AND DIRECTIONAL SIGNAGE SHOUN ON THE PLAN SHALL CONFORM TO THE MANUAL OF
UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) $TANDARDS,

12. ALL PAVEMENT JOINTS &HALL BE SAUCUT PRIOR TO PAVING TO PROVIDE A DURABLE AND UNIFORM JOINT.

12. NO HOLES, TRENCHES OR $TRUCTURES SHALL BE LEFT OPEN OVERNIGHT IN ANY EXCAYATION ACCESSIBLE TO THE
PUBLIC OR IN PUBLIC RIGHTS-OF-WAY,

14, THE FROFPOSED LiMITS OF CLEARING SHOUN HMERECHN ARE AFPFROXIMATE BASED UFON THE FPROPOSED LIMITS OF
SITE GRADING. THE APPLICANT RESERVES THE RIGHT TO FERFORM NORMAL FOREST MANAGEMENT ACTIVITIES CUTSIDE
OF THE CLEARING LIMIT 4% SHOUWN TREE REMOVvAL QUTSIDE OF THE LiMITS OF CLEARING MAY BE NECESSARY TO
REMOVE DEAD OR DYING TREES OR TREE LIMBS. THIS REMOVAL 15 DUE TO POTENTIAL SABETY HAZARDS AND TO
PROMOTE PROFPER FOREST GROWTH.

15, IMMEDIATELY UPCON COMPLETION OF CUTS/FILLS, THE CONTRACTOR SHALL STABILIZE DISTURBED AREAS IN
ACCORDANCE WITH EROSION CONTROL NOTES AND AS SPECIFIED ON FLANS.

6. THE CONTRACTOR SHALL BE RILLY AND SOLELY RESPONSIBLE FOR THE REMOVAL, REFPLACEMENT AND
RECTIFICATION OF ALL DAMAGED AND DEFECTIVE MATERIAL AND WORKIMANSHIP IN CONNECTION UITH THE CONTRACT
WORK. THE CONTRACTOR SHALL REFPLACE OR REPAIR AS DIRECTED BY THE QUNER AlLL SUCH DAMAGED OR
DEFECTIVE MATERIALS WHICH AFFEAR WITHIN 4 PERIOD OF ONE YEAR FROM THE DATE OF SUBSTANTIAL COMPLETION.

7. ALL WORK FERFORMED BY THE GENERAL CONTRACTOR AND/OR TRADE SUBCONTRACTOR SHALL CONFORM TO THE
REQUIREMENTS OF LOCAL, STATE OR FEDERAL LAWS, AS WELL AS ANT OTHER GOVERNING REQUIREMENTS, WHETHER OR
NOT SPECIFIED ON THE DRAWINGS.

8. WHERE THE TERMS "APPROVED EQUAL", "OTHER AFPPROVED", "EQUAL TO", "ACCEFTABLE" OR OTHER GENERAL
GUALIFYING TERMS ARE USED IN THESE NOTES, IT &HALL BE UNDERSTOOD THAT REFERENCE 18 MADE TO THE RULING
AND JUDGEMENT OF SEBAGO TECHNICS, INC.

R, THE CONTRACTOR $HALL TAKE FRILL RESPONSIBILITY FOR ANT CHANGES AND DEVIATION OF AFPROVED PLANS NOT
AUTHORIZED BY THE ARCHITECT/ENGINEER AND/OR CLIENT/OUNER

22. DETAILS ARE INTENDED TCO SHOW END RESULT OF DESIGN. ANY MODIFICATION TO SUIT FIELD DIMENSION AND
CONDITION SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW AND APFROVAL PRIOR TO ANY WORK

2l BEFORE THE FINAL ACCEPTANCE OF THE PROJECT, THE CONTRACTOR SHALL REMOVE ALL EGQUIPMENT AND
MATERIALS, REFPAIR OR REFPLACE FRIVATE OR FUBLIC PROPERTY WHICH MAY HAVE BEEN DAMAGED OR DESTROTED
DURING CONSTRUCTION, CLEAN THE AREAS WITHIN AND ADJACENT TO THE PROJECT WHICH HAVE BEEN OBSTRUCTED BY
HISAHER OPERATIONS, AND LEAVE THE PROJECT AREA NEAT AND PRESENTABLE.

A SGD 1—25-02 ISSUED FOR CITY REVIEW

REV: BY: DATE: STATUS:

THIS PLAN SHALL NOT BE MODIFIED WITHOUT WRITTEN PERMISSION FROM SEBAGO TECHNICS, INC. ANY ALTERATIONS,
AUTHORIZED OR OTHERWISE, SHALL BE AT THE USER'S SOLE RISK AND WITHOUT LIABILTY TO SEBAGO TECHNICS, INC.
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