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ROOF SYSTEM:

FULLY ADHERED EPDM MEMBRANE

1 /2" PROTECTION BOARD

5" RIGID INSULATION

5/8" ROOF SHEATHING

OPEN WEB TRUSS RAFTERS


WALL SYSTEM:

5/8" DRYWALL @ OFFICE SIDE

2X6 INSULATED BEARING WALL

1 /2" PLYWOOD SHOP SIDE


SLAB SYSTEM:

 REINFORCED CONCRETE SLAB ON 2"

RIGID INSULATION CONTINUOUS-
INSTALL THICKENED SLAB @ FOOTING


SPRAY FOAM INSULATION


P.T. SILL TYPICAL @ CONCRETE -
SEE STRUCTURAL FOR ANCHOR

SPECIFICATION


CEILING SYSTEM:

3/4" T&G FLOOR SHEATHING

2X1 0 JOIST W/ DENS PACK INSULATION (R

3.8 PER. IN.)

1 X3 STRAPPING

5/8" PTD. DRYWALL FINISH


WALL SYSTEM:

PTD. METAL SIDING

1 1 /2" RIGID INSULATION W/ TAPED SEAMS

"Z" CHANNEL

1 /2" EXTERIOR SHEATHING

2X6 WOOD STUD WALL W/ FACED BATTS

5/8" PTD. DRYWALL FINISH


PROVIDE C.M.U. BLOCK UNDER

BEARING WALL FOR DELAYED

SLAB POUR


FOUNDATION SYSTEM:

REINFORCED CONCRETE FROST WALL

3' X 1 ' REINFORCED CONCRETE FOOTING

FOUNDATION DRAINAGE T.B.D.


SEE STRUCTURAL FOR BEAM &

TRUSS DETAILS


GUARD WALL- FRAME 2 X 4 @ 1 6" INTO

FLOOR SYSTEM FOR RIGIDITY


APPLIED EAVE DETAIL


CONTIN. DRIP EDGE-
FABRICATED 3 1 /2" MIN. FACE

W/ HOOK STRIP


SLAB ELEVATION

1 00'-0"


TOP OF ROOF FRAMING

1 1 9'-0"


T.B.D.

TOP OF WALL


8'-1 0" +/- 
MEZZANINE


CRUSHED STONE


95'-6"

FOOTING BASE


OFFICE


MEZZANINE


PRE-MOLDED PIPE FLASHING


MIN. 3" INSULATION BASE LAYER 

STRUCTURAL WEB RAFTER


MINIMUM 1  1 /2" BAND HOT AIR

WELD AROUND FLASHING BASE 

STAINLESS STEEL CLAMP &

SEALANT


VENT PIPE 

EPDM MEMBRANE ROOFING
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PAPER TOWEL

DISPENSER


MIRROR


TOILET PAPER

DISPENSER


PAPER TOWEL DISPENSER


H.C. SINK


MIRROR


H.C. TOILET


GRAB RAILS


TOILET PAPER DISPENSER


FIXTURE CLEAR SPACE & TURNING
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 WALL SECTION C
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2
 ROOF PIPE PENITRATION 
A3.3
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1
 LAV. INTERIOR ELEVATION
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3
 ROOF DRAIN 
A3.3 

PERMIT SET 1 0/27/1 4


WALL SECTIONS


12/31/14

http://www.whipplecallender.com

	A3.3 Wall Sections

