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ROSION AND SEDIMENTATION CONTROL PLAN

PRE-CONSTRUCTION PHASE

PRIOR TO THE BEGINNING OF ANY CONSTRUCTION, FILTER FABRIC
FENCING WILL BE STAKED ACROSE THE SLOFE(S), ON THE CONTOUR,
AT OR JST BELOW THE LIMITS OF CLEARING OR GRUBBING, AND/OR
JET ABOVE ANY ADJACENT PROPERTY LINE OR WATERCOURSE TO
PROTECT AGAINGT CONSTRUCTION RELATED EROSION. THE PLACEMENT
CF SILT FENCES &HALL BE COMPLETED IN ACCORDANCE WITH
GUIDELINES ESTABLISHED IN BEST MANAGEMENT PRACTICES AND N
ACCORDANCE WUTH THE EROSION CONTROL FLAN & DETAILS IN THE
PLAN SET. THIS NETWORK & TO BE MAINTAINED BY THE
CONTRACTOR UNTIL ALL EXPOSED &LOFES HAVE AT LEAST £5%-90%
YIGOROUS PERENNIAL VEGETATIVE COVER TO PREVENT EROSION.

FRIOR TO ANY CLEARING OR GRUEBBING, A CONSTRUCTION ENTRANCE
SHALL BE CONSTRUCTED TC AvOID TRACKING OF MUID, DUST AND
DEBRIS FROM THE SITE.

THE CONTRACTOR SHALL SCHEDULE 4 PRE-CONSTRUCTION MEETING
WiTH THE MUNICIPAL STAFF.

THE FOLLOWING EROSION CONTROL MEASURES $HALL BE FOLLOUED BY
TWE CONTRACTOR THROUGHOUT CONSTRUCTION OF THIS PROJECT.

CONSTRUCTION AND POST-CONSTRUCTION FPHASE
L A) AREAS UNDERGOING ACTUAL CONSTRUCTICN SHALL ONLY

&.

EXFOSE THAT AMOUNT OF MINERAL 80iL NECESSARY FOR
PROGRESSIVE AND EFFICIENT CONSTRIUCTION AND SHALL NOT
EXCEED M DAYS AREAS THAT WILL NOT BE COMPLETED
(COVERED AND/OR FiNISH GRADED) WITHIN FOURTEEN (I14)
DAYS OF DISTURBANCE SHALL BE ANCHORED WITH TEMPORARY
ERCSION CONTROL MEASURES WITHIN FOURTEEN (4) DAYS COF
DISTURBANCE. TEMPORARY ERCSION CONTROL SHALL INCLUDE
EROCSION CONTROL MESH, NETTING OR MILCH AS DIRECTED BY
THE INSFECTING ENGINEER AND AS SHOUN ON THE DESIGN
FLANS., IF MULCH 1S USED, HAY OR STRAW MULCH SHALL BE
APFLIED AT THE RATE OF 2 BALES FER |202 SQUARE FEET.
AFPLICATION AREA SHALL BE SUFFICIENTLY COVERED WITH
MULCH TO AvOID ANY VISIELE S0l EXPOSURE. MULCH SHALL
BE KEFPT MQIST TO AvOID LOSS DUE TO WIND. MULCH AND
NETTING SHALL BE APPLIED IN THE BASE OF ALL GRASSED
WATERWAYS (LE., ROADUWAY DITCHES) AND IN SLOPES WHICH
EXCEED 1B% AND ANY DISTURBED AREAS WITHIN 120" OF
WETLANDS OR STREAMS.

B) F DISTURBED AREAS DO NOT RECEIVE FINAL SEEDING BY

SEFTEMBER [BTH COF THE YEAR OF CONSTRUCTION, THEN ALL
DISTURBED AREAS SHALL BE SEEDED WITH A UWINTER COVER
CROF OF RYE AT THE RATE OF 3 LBS/I0OQ &F. TC FROVIDE
UINTER PROTECTION, WINTER SEEDINGS SHALL BE COVERED
WTH EROSION CONTROL MESH (MULCH AND NETTING.). HEAVY
GRADE MATS SHALL BE USED IN THE BASE OF ALL GRASSED
WATERWAYS, ON SLOFPES EQUAL TO OR GREATER THAN B%, AND
ANY DISTURBED AREAS WITHIN 122" OF WETLANDS OR £TREAMS,
MULCH AND NETTING SHALL ALSO BE AFFLIED FOR ADDITIONAL
WINTER PROTECTION ALONG SIDE SLOPES OF GRASSED WATERWATS
AND N ALL AREAS EGilAL. TO OR GREATER THAN 8% SLOPE,

C) DURING WINTER CONDITIONS, AREAS THAT UILL NOT BE

COMPLETED (COVERED AND/OR FiNISH GRADED) WITHIN SEVEN (1)
DAYS OF DISTURBANCE SHALL BE ANCHORED WITH TEMPORARY
EROSION CONTRCOL MEASURES WITHIN SEVEN () DAYS COF
DISTURBANCE. TEMPORARY EROSION CONTROL &HALL INCLUDE
EROSION CONTROL MESH, NETTING OR MULCH AS DIRECTED BY
THE INSPECTING ENGINEER AND AS SHOUN ON THE DESIGN
PLANS. F MULCH IS USED, HAY OR STRAWU MULCH SHALL BE
AFPLIED TO PROVIDE A MINIMUM UNIFORM MULCH DEPTH OF 4%
THE APPLICATION AREA SHALL BE SUFFICIENTLY COVERED WITH
MILCH TO AYOID ANY ViISIELE SOl EXPOSURE.

L ALL TOPSOIL SHALL BE COLLECTED, STOCKPILED, SEEDED WiTH
RYE AT 3 LBS/222 oF AND MULCHED, AND RE-USED AS
REQUIRED. SILTATION FENCING SMHALL BE PLACED DOUN
GRADIENT FROM STOCKFILED LOAM. LOAM SHALL BE

STOCKPILED AT LOCATIONS DESIGNATED BY THE CUNER AND
INSFECTING ENGINEER

. ALL SILT FENCES AND EROSION CONTROL MEASURES &HALL BE

INSTALLED ACCORDING TO THI® PLAN. THESE SHALL BE

MAINTAINED DURING DEVELOPMENT TO REMOVE SEDIMENT FROM
RUNCFF WATER. ALL THE SILT FENCES AND EROSION CONTROL
MEASURES SHALL BE INSFECTED BEFORE AND AFTER ANY RAINFALL

OR RUINCFF EVENT, MAINTAINED AND CLEANED UNTIL ALL AREAS
HAVE AT LEAST 8B%-%0% VIGOROUS PERENNIAL VEGETATIVE
COVER OF GRASSES,

A CONSTRUCTION ENTRANCE SHALL BE BUILT AT THE INTERSECTION

CF THE EXISTING ROAD AND THE ACCESS DRIVE. ROADUWAY
AREAS SHALL BE PERIODICALLY SUEPT OR WASHED TO AVOID

TRACKING OF MUD, DUST OR DEBRIS FROM THE CONSTRUCTION

AREA. DUST CONTROL DURING CONSTRUCTION SMALL BE ACHIEVED

BY THE USE OF A WATERING TRUCK TO FERICDICALLY SPRINKLE THE
EXPCSED ROADUAY AREAS AS NECESSARYT TO REDUCE DUST DURING
THE DRY MONTHS,

AlLL AREAS SHALL BE SEEDED AND STABILIZED IN ACCORDANCE
WITH THE FOLLQUWING VEGETATION PLAN.

YEGETATION PLAN

REVEGETATION MEASURES SHALL COMMENCE IMMEDIATELY UPON
COMPLETION OF CONSTRUCTION OF THE ROADUAY IMPROVEMENTS.
DISTURBED AREAS SHALL ALSC BE MULCHED AND ANCHORED FPRIOR TO
ANY STORM EVENT, SEE MULCHING REQUIREMENTS IN SECTION B(IA)
ABQVE, IF FINAL SEEDING CANNOT BE ACCOMFLISHED BY SEFPTEMBER
1B8TH, THEN ALL DISTURBED AREAS SiALL BE SEEDED WITH A WINTER
COVER CROFP OF RTE AT THE RATE OF 3 LBSN22O &Q. FT. TO
PROVIDE UWINTER FPROTECTION. SEEDED AREAS SHALL BE COVERED
WTH EROSION CONTROL MESH. SEE WINTER PROTECTION
REQUIREMENTS IN SECTION B (IB) ABOVE.

REVEGETATION MEASURES SHALL CONSIST OF THE FOLLOWING:

L FOUR INCHES OF LOAM UWILL BE SPREAD OVER DISTURBED AREAS
AND SMOOTHED TO A UNIFORM SURFACE. LOAM SHALL BE FREE
OF SUBSOIL, CLAY LUMPS, STONES AND OTHER OBJECTS OVER
"IN DIAMETER, AND WITHOUT UEEDS, ROOTS OR OTHER
OBJECTIONABLE MATERIAL.

2. 5CILSe TESTS SHALL BE TAKEN AT THE TIME OF SOOI
STRIPPING TO DETERMINE FERTILIZATION REGUIREMENTS.
SCILS TEST SHALL BE TAKEN PROMPTLY AS TO NOT INTERFERE
WITH THE 4 DAY LIMIT ON SOIL EXPOSURE. BASED UPON
TEST RESULTS, SOIL AMENDMENTS SHALL BE INCORFORATED
INTO THE SOIL PRIOR TO FINAL SEEDING. IN LIEU OF SOIL
TESTS, SCIL AMENDMENTS MAY BE APPLIED A% FOLLOWS:

ITEM APPLICATION RATE

12-20-22 FERTILIZER 184 LBASDOS &F
(NeP225-K20 OR EQUAL

GROUND LIMESTONE (52%
CALCIIM + MAGNESIUM OXIDE)

3. FOLLOWING SEED BED PREPARATION, SWALE AREAS, FILL AREAS
AND BACK SLOPES SHALL BE SEEDED AT ARATE OF 3
Les/ 1200 SF. WITH A MIXTURE OF 2B% CREEFING RED
FESCUE, &% RED TOP, 24% KENTUCKY BLUEGRASS, 0%
PERENNIAL RYEGRASS, 20% ANNUAL RYEGRASS AND 5% WHITE
DUTCH CLOYVER

4, EROSION CONTROL MESH SHALL BE APFLIED IN ACCORDANCE
WTH THE PLANS OVER ALL FiNISH SEEDED AREAS A5
SPECIFIED ON THE DESIGN PLANS.

5. ALL HAY BALE AND/OR FILTER FABRIC BARRIERS WILL REMAIN
IN PLACE UNTIL SEEDINGS HAVE BECOME 25%-90%
ESTABLISHED AND THEN REMOVED WITHIN 1© DAYS,

. THE INSPECTING ENGINEER AT HIS/HER DISCRETION, MAY
REQUIRE ADDITIONAL EROSION CONTROL MEASURES AND/OR
SUPFLEMENTAL VEGETATIVE FPROVISIONS TO  MAINTAIN
STABILITY OF EARTHUORKS AND FINISH GRADED AREAS. THE
CONTRACTOR Si4aLl BE RESPONSIBLE FOR PROVIDING AND
INSTALLING ANY SUPPLEMENTAL MEASURES AS DIRECTED BY
THE INSPECTING ENGINEER FAILURE TO COMPLY WITH THE
ENGINEER'S DIRECTIONS WILL RESULT IN DISCONTINUATION OF
CONSTRUCTION ACTIVITIES.

CONSTRUCTION SCHEDULE

SITE IMPROVEMENTS WILL MOST LIKELY BEGIN IN 8FPRING COF 2022
DEFENDING UPON FINAL PROJECT APPROVAL. THE FOLLOUWING
SCHEDULE 1S ANTICIFATED FOR THE CONSTRUCTION OF THE

SITE MPFROVEMENTS.

128 LBAD2D SF

SCHEDULE

L ESTIMATED CONSTRUCTION TIME: 3 MONTHS

2, EROSION CONTROL MEASURES PLACED. WEEK |

2. SITE CLEARING AND GRUBBING. WEEK |

4. CONSTRUCTICON OF DRIVE SUBBASE WEEK 2
FOR ACCESS.

5. STORMUATER MANAGEMENT AREA WEEK 2
CONSTRUCTION.

&. UTILITY MPROVEMENTS
AND ROADWAY CONSTRUCTION,

LEEK 2 - UEEK 4

. MULCH SPREAD FOR WINTER OCT. 1B OF
EROSION CONTROL. CONSTRUCTION YEAR
8. START FINAL SEEDINGS ON UWEEK 2
PREPARED AREAS. (DURING
GROUWING SEASON.)
2. BILEEKLY MONITORING OF UWEEK 4
YEGETATIVE GROWTH,
#lp, RE-SEEDING OF AREAS, IF NEEDED, WEEK 4
#f, REMOVAL OF EROSION CONTROL UFCN FINAL PROJECT
DEVICES. COMPLETION

» DATES ARE SUBJECT TO CHANGE AT THE DISCRETION OF THE
ENGINEER, DEPENDING ON CONSTRUCTION PROGRESS,

INSPECTIONSMMONITORING

MAINTENANCE MEASURES SHALL BE APPLIED AS NEEDED DURING
THE ENTIRE CONSTRUCTION CYCLE. AFTER EACH RAINFALL, THE
CONTRACTOR SHALL FERFORM A VvigUAL INSFECTION OF ALL
INSTALLED EROSION CONTROL MEASURES. THE CONTRACTOR $HALL
PERFORM REFAIRS AS NEEDED TO ALLCW CONTINUED PROFPER
FUNCTIONING OF THE EROSION CONTROL MEASURE. THE
CONTRACTOR SHALL PROVIDE THE MUNICIPALITY WITH WRITTEN
DOCUMENTATION DESCRIBING DATES OF INSFECTIONS AND
NECESSARY FOLLOW-UP WORK TO MAINTAIN EROSION CONTROL.
MEASURES MEETING THE REQUIREMENTS OF THIS FLAN.

FOLLOUWING THE TEMPORARY AND/OR FINAL SEEDINGS, THE
CONTRACTOR SHALL INSFECT THE WORK AREA SEMIMONTHLY UNTIL
THE SEEDINGS HAVE BEEN ESTABLISHED. ESTABLISHED MEANS A
MINMUM OF 85%-92% OF AREAS VEGETATED WITH VIGOROUS
GROUTH, RESEEDING SHALL BE CARRIED OUT BY THE CONTRACTOR
WiTH FOLLOW=-UP INSFECTIONS IN THE EVENT OF ANY FAILURES

UNTIL VEGETATION 1S ADEGUATELY ESTABLISHED.
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INSTALLATION:

. EXCAVATE 4 &'x &" TRENCH ALONG THE LINE OF PLACEMENT FOR THE FILTER BARRIER

2. UNROLL A SECTION AT A TIME AND POSITION THE FPOSTS AGAINST THE BACK (DOUNSTREAM)
WALL OF THE TRENCH.

3. DRIVE POSTS INTO THE GROUND UNTIL APPROXIMATELY 2" OF FABRIC 18 LYING ON THE
TRENCH BOTTOM.

4, LAY THE TOE-IN FLAP OF FABRIC ONTO THE UNDISTURBED BOTTOM OF THE TRENCH,
BACKFILL THE TRENCH AND TAMP THE SCIL. TOE-IN CAN ALSC BE ACCOMPLISHED BY
LAYING THE FABRIC FLAFP ON UNDISTURBED GRCOUND AND FILING AND TAMPING FILL AT
THE BASE, BUT MUST BE ACCOMPANIED BY AN INTERCEFTION DITCH.

5. JOIN SECTION AS SHOUN ABOVE.
&. BARRIER SHALL BE MIRAF| SILT FENCE OR EQUAL.
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NOTE: INSTALL BARRIER AT EACH CATCH BASIN
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LANDSCAPE NOTES

L PLANT QUANTITIES SHOWN ON PLANT LISTS ARE FOR CONVENIENCE TO THE
CONTRACTOR ONLY. THE CONTRACTOR 16 RESPONSIBLE FOR ALL PLANT
HATERIAL INSTALLATION AS SHOUN ON FLANS.

2. SITE AND GRADING STANDARDS OF PLANT MATERIALS SHALL CONFORM TO
THE LATEST EDITION OF "US.A. STANDARD FOR NURSERY &TOCK," BY THE
AMERICAN ASSOCIATION OF NURSERYMEN, INC.

3. ALL FPLANT MATERIAL SHALL BE FREE FROM INSECTS AND DISEASE,

4. ALL FLANTING SHALL BE DONE IN ACCORDANCE WITH ACCEPTABLE
HORTICULTURAL PRACTICES. THIS 1§ TO INCLUDE PROFPER PLANTING MiX,
FLANT BED AND TREE PIT PREPARATION, PRUNING, STAKING OR GUYING,
WRAFPING, SPRAYTING, FERTILIZATION, PLANTING AND ADEGUATE
MAINTENANCE UNTIL ACCERTANCE BY THE OUNER

S. FLANT MATERIAL SHALL BE GUARANTEED FOR A FPERIOD CF ONE YEAR
BY THE CONTRACTOR AND A FPERIOD OF TWO YEARS THEREAFTER BY THE
OUNER FROM DATE OF INSTALLATION, DURING THE ONE TEAR GUARANTEE
FPERIOD, DEAD PLANT MATERIAL SHALL BE REFPLACED AT NO COST TC THE
CUNER. AT THE END OF THE ONE YEAR FPERIOD, THE CONTRACTOR SHALL
CETANN FINAL ACCEPTANCE FROM THE CUNER

&, ALL GRASS, OTHER YEGETATION AND DEBRIS SHALL BE REMOVED FROM
ALL PLANTING AREAS PRIOR TO PLANTING,

7. EXISTING TREES TO BE PRESERVED UWILL BE PROTECTED DURING
CONSTRUCTION AND SHALL BE THE RESPONSIBILITY OF THE GENERAL
CONTRACTOR

&. THE LANDSCAPE CONTRACTOR 15 ADVISED OF THE PRESENCE OF THE
UNDERGROUND UTILITIES AND 8HALL VERIFY THE EXISTENCE AND
LOCATION OF 9AME BEFORE COMMENCING AND DIGGING OFERATIONS,
THE LANDBCAPE CONTRACTOR S$HALL REPLACE OR REPAIR UTILITIES,
PAVING, WALKS, CURBING, ETC. DAMAGED IN PERFORMANCE OF THIS
JOB AT NO ADDITIONAL COST TQ THE CUNER

3 ALL SHRUB BEDS SHALL BE MULCHED WITH 3" CLEAN SHREDDED BARK
MULCH.

2. THE CONTRACTOR SHALL FROVIDE 4" LOAM FOR ALL AREAS TO BE SCODDED
OR SEEDED. PLANTING AREAS SHALL RECEIVE 12" ROLLED THICKNESS OF
LOAM. THE LANDSCAPE CONTRACTOR S8HALL COORDINATE SUBGRADE
PREFARATION UITH THE GENERAL CONTRACTOR PRIOR TO PLACING LOAM,

L ANY DEVIATION FROM THE LANDSCAPE PLAN, INCLUDING PLANT LOCATION,
SELECTION, SIZE, QUANTITY OR CONDITION $HALL BE REVIEWED AND APPROVED
BY THE OUNER AND LANDSCAFE ARCHITECT (AND MUNICIPAL AUTHORITT, IF
APFLICABLE) PRICR TO INSTALLATION ON SITE.

2. WHERE INDICATED ON FLAN, PLANTING SOIL MIXTURE FOR PERENNIAL AND
ANNUAL FLOWER BED AREAS SHALL CONSIST OF FOUR PARTS TOPSOIL, TWO
PARTS SPHAGNUM FEAT MOSS, AND ONE PART HORTICULTURAL PERLITE BY
YOLUME, FEAT MOSS MAY BE SUBSTITUTED WITH WELL-ROTTED OR
DEHYDRATED MANURE OR COMPOST. ROTOTILL BEDS TO A DEFTH OF 8 INCHES.
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