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ROOF SYSTEM:

FULLY ADHERED EPDM MEMBRANE
1/2"PROTECTION BOARD

5" RIGID INSULATION

5/8" ROOF SHEATHING

OPEN NEB TRUSS RAFTERS

SEE STRUCTURAL FOR BEAM ¢
TRUSS DETAILS

SPRAY FOAM INSULATION

GUARD WALL-FRAME 2 X4 @ 16"INTO

FLOOR SYSTEM FOR RIGIDITY
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CEILING SYSTEM:
3/4"T¢6 FLOOR SHEATHING

2X10 JOIST W/ DENS PACK INSULATION (R

3.8 PER.IN.)
1X3 STRAPPING
5/8" PTD. DRYWALL FINISH

WALL SYSTEM:
PTD. METAL SIDING

1172 RIGID INSULATION W/ TAPED SEAMS

"Z" CHANNEL
1/2"EXTERIOR SHEATHING

2X6 WOOD STUD WALL W/ FACED BATTS

5/8"PTD. DRYWALL FINISH

WALL SYSTEM:

5/8" DRYWALL @ OFFICE SIDE
2X6 INSULATED BEARING WNALL
1/2"PLYWOOD SHOP SIDE

P.T.SILL TYPICAL @ CONCRETE -
SEE STRUCTURAL FOR ANCHOR
SPECIFICATION
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SLAB SYSTEM:

REINFORCED CONCRETE SLAB ON 2"

RIGID INSULATION CONTINUOUS-

INSTALL THICKENED SLAB @ FOOTING

PROVIDE CM.U. BLOCK UNDER
BEARING NWALL FOR DELAYED
SLAB POUR

FOUNDATION SYSTEM:

REINFORCED CONCRETE FROST WALL
3'X 1'"REINFORCED CONCRETE FOOTING

FOUNDATION DRAINAGE T.B.D.
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PERMIT SET 10/27/14

THIS DRANING IS AN INSTRUMENT OF SERVICE AND SHALL REMAIN THE PROPERTY OF WHIPPLE CALLENDER ARCHITECTS.

IT SHALL NOT BE USED FOR ANY OTHER PURPOSE THAT FOR WHICH IT IS SPECIFICALLY FURNISHED
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WHIPPLE —
CALLENDER
ARCHITECTS

P.O.BOX 1726
PORTLAND,ME 04101
P 207.775.26496
F207.775.3631
www.whipplecallender.com
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