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INSULATED SLAB SYSTEM
TYP.

SEE STRUCTURAL FOR
TRUSS DETAILS

1" UNDERCUT NOSING

ROOF CONSTRUCTION:
FULLY ADHERED EPDM ROOF MEMBRANE
5/8" PLYWOOD DECK
4" RIGID INSULATION
PROTECTION BOARD
R-VALUE = 28 MIN.

WALL CONSTRUCTION:
PLYWOOD INTERIOR FACE
2X6 WOOD STUDS
6" FACED BATT INSULATION
1/2" EXTERIOR CDX SHEATHING
1 1/2" RIGID INSULATION @ EXTERIOR
METAL SIDING
R-VALUE = 26

NOTE- BATT INSUL. AND INT. WALL
SHEATHING TO BE DONE AT LATER DATE

PLYWOOD STAIR WALL

SLAB ELEVATION
100'-0"

TOP OF LOW
ROOF FRAMING

14'-6"

TOP OF ROOF FRAMING
19'-0"

OFFICE

MEZZANINE

STORAGE

AVERAGE HEIGHT
16'-9"

PITCH 6" OVERALL TO DRAIN

11" FIN. TREAD

7" FIN RISER

INSULATED SLAB SYSTEM
TYP.

SEE STRUCTURAL
FOR TRUSS DETAIL

REFER TO STRUCTURAL DRAWINGS
FOR FOUNDATION INFO

SLAB ELEVATION
100'-0"

114'-6"

TOP OF ROOF FRAMING
120'-0"

OFFICE

STORAGE

AVERAGE HEIGHT
116'-9"

PITCH 6" OVERALL TO DRAIN

DUST
COLLECTION
SYSTEM T.B.D.

TOP OF LOW ROOF FRAMING

SCALE: 1/4"   =    1'-0"
2 BUILDING SECTION B
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SCALE: 1/4"   =    1'-0"
1 BUILDING SECTION A
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