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OCCUPANCY CLASSIFICATION 1S BASED ON INFORMATION FROM BUILDING OWNER. IT IS
THE BUILDING OWNERS RESPONSIBILITY TO MAINTAIN THE OCCUPANCY CLASSIFICATION
OF THE BUILDING, ANY CHANGE TO THE TYPE OF OCCUPANCY WILL REQUIRE A REVIEW OF
THE SPRINKLER SYSTEM AND POSSIBLE UPGRADES

[T IS THE BUILDING OWNERS RESPONSIBILITY TO MAINTAIN HEAT IN THE BUILDING AT ALL
TIMES TO PREVENT FREEZING OF THE PIPES. THIS INCLUDED THE ATTIC SPACE.

IT IS THE BUILDING OWNERS RESPONSIBILITY TO MAINTAIN THE SPRINKLER SYSTEM IN
ACCORDANCE WITH NFPA 25.

2) THE SPACE CONTAINS NO EQUIPMENT SUCH AS CONVEYORS OR FUEL FIRE
EQUIPMENT

3) THE FLOOR OVER THE SPACE IS OF TIGHT CONSTRUCTION

4) NO COMBUSTIBLE OR FLAMMABLE LIQUIDS OR MATERIALS THAT UNDER FIRE
CONDITIONS WOUND COVERT INTOQ COMBUSTIBLE OR FLAMMABLE LIQUIDS ARE
PROCESSED, HANDLED, OR STORED ON THE FLOOR ABOVE THE SPACE.

T IS THE BUILDING OWNERS RESPONSIBILITY TO PREVENT THE ACCUMULATION OR
STORAGE OF FLAMMABLE MATERIALS UNDER THE STAIRS LEADING INTO THE BUILDING.

NO SPRINKLER PROTECTION IS PROVIDED UNDER THE FRONT STAIRS.

SPRINKLER SYSTEM DESIGN: FULL SPRINKLER COVERAGE IN ALL
AREAS.

SPRINKLER CALCULATIONS: PER NFPA |3

WATER SUPPLY: EXISTING &".
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