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Site Number: 10047


Site Name: 

Code: ANSI/TIA-222-G


PORTLAND ME, ME


Customer: T-MOBILE


Engineering Number: OAA706994_C3_01 

Serviceability - 60 mph Wind 120 deg
 0.123 0.0516 272.17 -0.0066 0.0518


Serviceability - 60 mph Wind 180 deg
 0.026
 0.0390
37.00
 0.0027
 0.0390


Serviceability - 60 mph Wind 180 deg
 0.070
 0.0261
99.33
 0.0026
 0.0261


Serviceability - 60 mph Wind 180 deg
 0.092
 0.0490
123.00
 0.0027
 0.0491


Serviceability - 60 mph Wind 180 deg
 0.094
 0.0683
125.33
 0.0027
 0.0683


Serviceability - 60 mph Wind 180 deg
 0.111
 0.0442
143.00
 0.0027
 0.0442


Serviceability - 60 mph Wind 180 deg
 0.117
 0.0389
152.33
 0.0027
 0.0389


Serviceability - 60 mph Wind 180 deg
 0.125
 0.0463
167.67
 0.0026
 0.0463


Serviceability - 60 mph Wind 180 deg
 0.127
 0.0406
170.00
 0.0026
 0.0407


Serviceability - 60 mph Wind 180 deg
 0.139
 0.0268
187.67
 0.0027
 0.0269


Serviceability - 60 mph Wind 180 deg
 0.140
 0.0297
190.00
 0.0027
 0.0297


Serviceability - 60 mph Wind 180 deg
 0.144
 0.0149
206.50
 0.0026
 0.0149


Serviceability - 60 mph Wind 180 deg
 0.145
 0.0252
215.00
 0.0026
 0.0252


Serviceability - 60 mph Wind 180 deg
 0.163
 0.0502
230.08
 0.0028
 0.0502


Serviceability - 60 mph Wind 180 deg
 0.170
 0.0427
239.58
 0.0028
 0.0428


Serviceability - 60 mph Wind 180 deg
 0.180
 0.0013
259.67
 0.0028
 0.0031


Serviceability - 60 mph Wind 180 deg
 0.178
 0.0034
270.00
 0.0028
 0.0044


Serviceability - 60 mph Wind 180 deg
 0.177
 0.0274
272.17
 0.0028
 0.0276


Serviceability - 60 mph Wind 210 deg
 0.026
 0.0390
37.00
 0.0256
 0.0467


Serviceability - 60 mph Wind 210 deg
 0.071
 0.0247
99.33
 0.0275
 0.0370


Serviceability - 60 mph Wind 210 deg
 0.091
 0.0454
123.00
 0.0283
 0.0530


Serviceability - 60 mph Wind 210 deg
 0.093
 0.0611
125.33
 0.0283
 0.0673


Serviceability - 60 mph Wind 210 deg
 0.108
 0.0385
143.00
 0.0286
 0.0477


Serviceability - 60 mph Wind 210 deg
 0.114
 0.0323
152.33
 0.0287
 0.0432


Serviceability - 60 mph Wind 210 deg
 0.120
 0.0371
167.67
 0.0289
 0.0468


Serviceability - 60 mph Wind 210 deg
 0.121
 0.0324
170.00
 0.0289
 0.0429


Serviceability - 60 mph Wind 210 deg
 0.130
 0.0192
187.67
 0.0289
 0.0343


Serviceability - 60 mph Wind 210 deg
 0.131
 0.0219
190.00
 0.0289
 0.0362


Serviceability - 60 mph Wind 210 deg
 0.132
 0.0117
206.50
 0.0288
 0.0310


Serviceability - 60 mph Wind 210 deg
 0.132
 0.0195
215.00
 0.0288
 0.0348


Serviceability - 60 mph Wind 210 deg
 0.147
 0.0406
230.08
 0.0288
 0.0498


Serviceability - 60 mph Wind 210 deg
 0.153
 0.0339
239.58
 0.0288
 0.0441


Serviceability - 60 mph Wind 210 deg
 0.160
 0.0144
259.67
 0.0288
 0.0322


Serviceability - 60 mph Wind 210 deg
 0.155
 0.0172
270.00
 0.0287
 0.0330


Serviceability - 60 mph Wind 210 deg
 0.154
 0.0441
272.17
 0.0287
 0.0523


Serviceability - 60 mph Wind 240 deg
 0.027
 0.0389
37.00
 0.0039
 0.0391


Serviceability - 60 mph Wind 240 deg
 0.071
 0.0215
99.33
 0.0054
 0.0221


Serviceability - 60 mph Wind 240 deg
 0.090
 0.0401
123.00
 0.0061
 0.0403


Serviceability - 60 mph Wind 240 deg
 0.091
 0.0469
125.33
 0.0061
 0.0473


Serviceability - 60 mph Wind 240 deg
 0.104
 0.0298
143.00
 0.0063
 0.0300


Serviceability - 60 mph Wind 240 deg
 0.108
 0.0211
152.33
 0.0064
 0.0221


Serviceability - 60 mph Wind 240 deg
 0.111
 0.0187
167.67
 0.0065
 0.0191


Serviceability - 60 mph Wind 240 deg
 0.112
 0.0178
170.00
 0.0065
 0.0187


Serviceability - 60 mph Wind 240 deg
 0.117
 0.0062
187.67
 0.0065
 0.0087


Serviceability - 60 mph Wind 240 deg
 0.117
 0.0053
190.00
 0.0065
 0.0083


Serviceability - 60 mph Wind 240 deg
 0.115
 0.0097
206.50
 0.0064
 0.0110


Serviceability - 60 mph Wind 240 deg
 0.113
 0.0115
215.00
 0.0064
 0.0131


Serviceability - 60 mph Wind 240 deg
 0.125
 0.0264
230.08
 0.0065
 0.0271


Serviceability - 60 mph Wind 240 deg
 0.128
 0.0218
239.58
 0.0065
 0.0222


Serviceability - 60 mph Wind 240 deg
 0.131
 0.0204
259.67
 0.0065
 0.0214


Serviceability - 60 mph Wind 240 deg
 0.125
 0.0231
270.00
 0.0065
 0.0234


Serviceability - 60 mph Wind 240 deg
 0.123
 0.0516
272.17
 0.0065
 0.0518


Serviceability - 60 mph Wind 300 deg
 0.026
 0.0392
37.00
 0.0009
 0.0392


Serviceability - 60 mph Wind 300 deg
 0.070
 0.0262
99.33
 -0.0019
 0.0266


Serviceability - 60 mph Wind 300 deg
 0.092
 0.0508
123.00
 -0.0029
 0.0513


Serviceability - 60 mph Wind 300 deg
 0.094
 0.0598
125.33
 -0.0030
 0.0601


Serviceability - 60 mph Wind 300 deg
 0.111
 0.0438
143.00
 -0.0034
 0.0445


Serviceability - 60 mph Wind 300 deg
 0.117
 0.0385
152.33
 -0.0037
 0.0391


Serviceability - 60 mph Wind 300 deg
 0.125
 0.0365
167.67
 -0.0041
 0.0371


Serviceability - 60 mph Wind 300 deg
 0.127
 0.0379
170.00
 -0.0041
 0.0388


Serviceability - 60 mph Wind 300 deg
 0.138
 0.0285
187.67
 -0.0042
 0.0296


Serviceability - 60 mph Wind 300 deg 0.139 0.0224 190.00
 -0.0042 0.0235
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