Site Number: 10047 Code: ANSI/TIA-222-G ©2007 -2017 by ATC IP

Site Name: PORTLAND ME, ME Engineering Number: OAA706994 C3 01 7/ Reviewed for Code Compince
Tnspecions Dian

Customer: T-MOBILE Approved with Conditions

(1.2 +0.2Sds) * DL + E 120 deg
(1.2 +0.2Sds) * DL + E 180 deg
(1.2 +0.2Sds) * DL + E 210 deg
(1.2 +0.2Sds) * DL + E 240 deg
(1.2 +0.2Sds) * DL + E 300 deg
(1.2 +0.2Sds) * DL + E 330 deg
(0.9 - 0.2Sds) * DL + E Normal

(0.9 -0.2Sds) * DL + E 60 deg

(0.9 - 0.2Sds) * DL + E 90 deg

(0.9 -0.2Sds) * DL + E 120 deg
(0.9 - 0.2Sds) * DL + E 180 deg
(0.9 - 0.2Sds) * DL + E 210 deg
(0.9 - 0.2Sds) * DL + E 240 deg
(0.9 - 0.2Sds) * DL + E 300 deg
(0.9 - 0.2Sds) * DL + E 330 deg

Analysis Parameters

Seismic 120 deg

Seismic 180 deg

Seismic 210 deg

Seismic 240 deg

Seismic 300 deg

Seismic 330 deg

Seismic (Reduced DL) Normal
Seismic (Reduced DL) 60 deg

Seismic (Reduced DL) 90 deg

Seismic (Reduced DL) 120 deg
Seismic (Reduced DL) 180 deg
Seismic (Reduced DL) 210 deg
Seismic (Reduced DL) 240 deg
Seismic (Reduced DL) 300 deg
Seismic (Reduced DL) 330 deg

. 112117

Date: _

1.0D + 1.0W Service Normal
1.0D + 1.0W Service 60 deg

1.0D + 1.0W Service 90 deg

.0D + 1.0W Service 120 deg
.0D + 1.0W Service 180 deg
1.0D + 1.0W Service 210 deg
1.0D + 1.0W Service 240 deg
.0D + 1.0W Service 300 deg
.0D + 1.0W Service 330 deg

Serviceability - 60 mph Wind Normal
Serviceability - 60 mph Wind 60 deg

Serviceability - 60 mph Wind 90 deg

Serviceability - 60 mph Wind 120 deg
Serviceability - 60 mph Wind 180 deg
Serviceability - 60 mph Wind 210 deg
Serviceability - 60 mph Wind 240 deg
Serviceability - 60 mph Wind 300 deg
Serviceability - 60 mph Wind 330 deg
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