96"

i][:l-_umm

20

EAR

o

24"

ToP

APXVAA24_43-U—-A20

RADOME MATERIAL:
RADOME COLOR:
DIMENSIONS, HxWsD:
WEIGHT, W/

PRE—MOUNTED BRACKETS:

CONNECTOR:

FIBERGLASS,
LIGHT GRAY
96"x24"x8.5"

46.0 LBS

7-16 DIN FEMALE

UV RESISTANT
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7.6

STl OTES:

1.

SPECIFICATIONS / CODES:

—~CONCRETE WORK SHALL BE PERFORMED IN
ACCORDANCE WITH LATEST EDITION OF THE ACI CODE.
—STEEL WORK SHALL BE PERFORMED IN ACCORDANCE
WITH AISC STEEL CONSTRUCTION MANUAL,

FRONT VIEW BOTTOM VIEW
RFS MODEL NO.: ATMS4P4DBP—-1A20
COLOR: GRAY
DIMENSIONS, HxWxD: 11.2"x8"x4.9"
WEIGHT: 15.85 LBS
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StH EDITION,

—WELDING SHALL BE PERFORMED IN ACCORDANCE
WITH AMERICAN WELDING SOCIETY (AWS) D1.1-92

"STRUCTURAL WELDING" CODE-STEEL.

—REINFORCING STEEL SHALL BE PLACED IN

ACCORDANCE WITH THE CONCRETE REINFORCING
STEEL INSTITUTE (CRSI), "MANUAL OF STANDARD

PRACTICE."
. MATERIALS:

N

—CONCRETE: fc' — 3000psi. (MIN. U.N.0.)
—REINFORCING STEEL: ASTM A615, GRADE 60.

—WIRE MESH: ASTM A185.
—STRUCTURAL STEEL: ASTM A36.
—ELECTRODES FOR WELDING: E 70xx.

—GALVANIZING: ASTM A153 (BOLTS) OR ASTM A123

(SHAPES, PLATES).

—EXPANSION BOLTS: HILTI KWIK BOLT II, STAINLESS
STEEL, 3/4"9x43/4" EMBEDMENT OR AN APPROVED

EQUAL.
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PROPOSED 8' X 2 §'

PIPE MOUNT\

PROPOSED RADIO
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| ™~ PROPOSED MOUNTING
%, BRACKET (TYP.)

PROPOSED
/ ANTENNA (TYP.)

PROPOSED MOUNTING
/ BRACKET (TYP.)
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ERICSSON RADIO
P/N: RADIO 4478 B71

WEIGHT: 60.0 LBS

DIMENSIONS: 15"X13.2"X7.4"(HXWXD)

15"
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METALLIC TAG NOTES;

1. TWO METALLIC TAGS SHALL BE ATTACHED AT EACH END

OF EVERY CABLE LONGER THAN (3) THREE FEET.
2. CABLES LESS THAN (3) THREE FEET WILL HAVE TWO

METALLIC TAGS ATTACHED AT THE CENTER OF THE CABLE.
3. TAGS WILL BE FASTENED WITH STAINLESS STEEL ZIP TIES

APPROPRIATE FOR CABLE DIAMETER.

4. STANDARDIZED METALLIC TAG KITS WILL BE ASSEMBLED

WITH TAGS ALREADY ENGRAVED TO ACCOMODATE ALL
CONFIGURATIONS.
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THIS DOCUMENT IS THE CREATION,
DESIGN, PROPERTY AND COPYRIGHTED
WORK OF T-MOBILE. ANY DUPLICATION
OR USE WITHOUT EXPRESS WRITTEN
CONSENT IS STRICTLY PROHIBITED.

NOTE: IF DRAWINGS ARE 22"x34", USE
GRAPHICAL SCALE AND/OR 1/2 TIMES
OF THE NOTED SCALE.
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