ADDITIONAL 4'-0' LONG REBAR AT
EA STEP TO MATCH HORIZONTAL
WALL REINFORCEMENT TYP.

WALL REINFORCEMENT

SEE SECTION
A
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4 SEE FOUNDATION PLAN FOR
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WALL FOOTING —

REINFORCEMENT

1.

SEE SECTIONS

BENT REBAR TO MATCH
FOOTING REINFORCEMENT

STEP FOOTING AS REQUIRED TO MAINTAIN PROPER FROST COVERAGE. REFER TO SITE

DRAWINGS FOR GRADE INFORMATION

TYPICAL WALL FOOTING STEP DETAIL

1/2" = 1'-0"

CUT EVERY OTHER —
HORIZONTAL BAR,
EACH FACE, AT
CONTROL JOINT

SEE SECTION FOR J
WALL THICKNESS

1" MAX AT FACE
1/2" MAX AT BACK

S < o N A

AND REINFORCING

L BEVELED NOTCH
EACH SIDE, TYPICAL

PLAN VIEW

NOTES:

1. CONTRACTION JOINTS TO BE SPACED AT A MAXIMUM OF 30 FT ALONG A CONTINUOUS
STRAIGHT WALL AND 20 FT FROM CORNERS.

TYPICAL VERTICAL WALL CONTRACTION JOINT

DEPTH OF NOTCH NOT —
TO EXCEED EDGE OF
FOUNDATION WALL
ABOVE, TYPICAL

4" MIN
(TYP)

/

PROVIDE ADDITIONAL #5 REBAR
ADJACENT TO FOOTING NOTCH.
PROVIDE STD HOOK AND EXTEND
STRAIGHT BAR 18" BEYOND EDGE
OF NOTCH ON EACH SIDE

T o CENTERLINE OF
o EE L o ,/ I FOUNDATION
R IR e WALL ABOVE
PLAN: NOTCHED FOOTING FOR VERTICAL CROSSING
COORDINATE SIZE AND SEE SECTIONS FOR

LOCATION OF UTILITY
WITH MEP CONTRACTOR,
TYPICAL

WALL FOOTING SIZE
AND REINFORCMENT
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MAX MIN

BENT BAR TO MATCH
WALL FOOTING
REINFORCEMENT

SECTION: STEPPED FOOTING FOR HORIZONTAL CROSSING

TYPICAL FOOTING DETAIL AT PENETRATION

1 " = 1l_0ll

CONTINUOUS SAWCUT
CONTRACTION JOINT

(SEE

1/4" MAXIMUM

NOTES 1 & 2)

L 1/4 x THICKNESS
(1-1/4" MINIMUM)

CONCRETE SLAB-ON-GROUND:
REFER TO THE "GENERAL
NOTES" SHEET FOR CONCRETE
MIX REQUIREMENTS
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SEE
PLAN

NOTES:

COMPACTED FREE DRAINING

VAPOR BARRIER, IF APPLICABLE, PLACED ON 4" MINIMUM

GRANULAR MATERIAL PROVIDE

MINIMUM 95% MODIFIED PROCTOR COMPACTION
REQUIREMENTS, UNLESS NOTED OTHERWISE.

1. SAWCUT JOINT AS SOON AS THE CONCRETE HARDENS. THE CONCRETE IS HARD ENOUGH WHEN THE
SAW BLADE DOES NOT DISLODGE ANY AGGREGATE AND WHEN THE CUT EDGES DO NOT RAVEL.
SAWCUTTING OPERATION IS TO BE COMPLETE BEFORE ANY SHRINKAGE CRACKING CAN TAKE EFFECT.

2. PREPARE AND SEAL JOINT, AS REQUIRED. COORDINATE WITH ARCHITECT THE TYPE AND THICKNESS OF
VAPOR BARRIER, IF APPLICABLE.

/

TYPICAL CONTRACTION JOINT DETAIL

1/2" = 1-0"

CONTINUE HORIZONTAL —
REINFORCING THROUGH
CONSTRUCTION JOINT

1" MAX AT FACE
1/2" MAX AT BACK
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BEVELED NOTCH

EACH SIDE TYPICAL

NOTES:

CLASS "B" LAP SPLICE

TYPICAL

PLAN VIEW

L SEE SECTION FOR
WALL THICKNESS
AND REINFORCING

1. CONSTRUCTION JOINTS SHALL BE LOCATED AT CONTRACTION JOINT LOCATIONS. REFER TO TYPICAL
CONTRACTION JOINT DETAILS FOR JOINT SPACING LIMITS.

TYPICAL VERTICAL WALL CONSTRUCTION JOINT

11/2" = 10"

1" - 1'_0"

3

6

. #4 SUPPORT BAR,
-t~ TYPAT3LOCATIONS

TYPICAL WALL
REINFORCEMENT
SEE WALL SECTIONS

— CORNER BAR

CLASS "B" LAP SPLICE
TYPICAL

WALL REINFORCEMENT

(CENTERED )

NOTES:

1. CORNER BAR TO MATCH HORIZONTAL WALL REINFORCEMENT IN BAR SIZE AND
SPACING.

2. SEE APPLICABLE SECTIONS FOR REINFORCING STEEL CLEARANCES.

3. TERMINATE HORIZONTAL WALL REINFORCEMENT 2" CLEAR FROM END OF WALL.

TYPICAL CORNER REINFORCEMENT FOR WALLS

1/2" = 1'-0"

CONTINUOUS 2" x 4" SHEAR

CONCRETE SLAB-ON-GROUND:
KEY. SEE NOTES 2 AND 3.

REFER TO THE "GENERAL NOTES"
o SHEET FOR CONCRETE MIX
E REQUIREMENTS
&

SEE
PLAN

g

VAPOR BARRIER, IF APPLICABLE, PLACED ON 4" MINIMUM
COMPACTED FREE DRAINING GRANULAR MATERIAL PROVIDE
MINIMUM 95% MODIFIED PROCTOR COMPACTION
REQUIREMENTS, UNLESS NOTED OTHERWISE.

NOTES:
1.  COORDINATE WITH ARCHITECT THE TYPE AND THICKNESS OF VAPOR BARRIER, IF APPLICABLE.

2. CONTRACTOR SHALL COORDINATE CONSTRUCTION JOINT LOCATION SUCH THAT THEY COINCIDE
WITH CONTRACTION JOINT LOCATIONS SHOWN ON PLAN.

3. APPLY LIQUID BONDBREAKER TO FULL DEPTH OF CONSTRUCTION JOINT.

TYPICAL CONSTRUCTION JOINT
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