
FIRST FLOOR

0' - 0"


TO PLATE

8' - 1 1/2"


TRIM  WALL FRAMING TO ALLOW DISTANCE BETWEEN

 RELOCATED SECOND FLOOR WINDOW AND ROOF


2X10 SPRUCE FLOOR JOISTS @ 16" O.C. W/3/4"

ADVANTECH

SUBFLOOR AND HIGH DENSITY KRAFT FACED R-38

INSULATION.


EXPOSED COLLAR TIES 4' OC


CATHEDRAL CEILING


2X8 SPRUCE ROOF FRAMING @ 16" OC W/ 5/8"

CDX SHEATHING AND STANDING SEAM METAL ROOF OVER GAF FELTBUSTER

UNDERLAYMENT.

INSULATED WITH 7" CLOSED CELL SPRAY FOAM INSULATION

(NO VENTING REQ'D)


ICE AND WATER SHIELD REQUIRED

ON ENTIRE ROOF DUE TO LOW SLOP


(2) 2X10 RIDGE BOARD


NOTES:


1. HALFTONE INDICATES EXISTING


2. MATCH NEW FASCIA AND TRIM DIMENSIONS TO EXISTING


DBL 2X6 SPRUCE TOP PLATE


6 X 6 PT W/ HBC60HDG SIMPSON POST BASE


GENEST PRECAST 4' FROST POST W/ 24X24X8 FOOTER.

POST MUST EXTEND 48" BELOW GRADE AND SIT ON 6" OF CRUSHED STONE.


USE EXISTING

OPENING FOR

ENTRANCE TO

ADDITION


4" EDGE AND CENTER BEAD PINE CEILING


MATCH HEAD HEIGHT TO NEW WINDOW


(2) 2X10 SPRUCE CARRYING BEAM ( SUPPORT AT BOTH ENDS)


USE JOIST HANGERS AT ALL CONNECTIONS


REMOVE

WINDOW USE

EXISTING

OPENING FOR

PASSTHRU


2X6 SPRUCE WALL FRAMING @ 16" O.C. WITH 7/16" OSB

SHEATHING, CLAPBOARD SIDING,ROXUL R-23 INSULATION,

PLASTIC VAPOR BARRIER AND 1/2" DRYWALL


PT LEDGER ATTACHED TO CONCRETE USING

WEDGE ANCHORS TO SUPPORT CARRYING BEAM


JELDWEN

ECC3042


(MEETS EGRESS ) 

PREVIOUS WINDOW LOCATION


3' - 0"


2 X 6 PT SIL PLATE TYP.
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