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CONSTRUCTION NOTE;

CONTRACTOR TO VERIFY GRADE, STRUCTURAL INTEGRITY OF
EXISTING STRUCTURE AND ALL DIMENSIONS IN FIELD BEFORE STARTING
NEW CONSTRUCTION. DESIGN SHOWN MAY DIFFER FROM ACTUAL
FINISHED CONSTRUCTION. FINAL MATERIALS, WINDOW/DOOR LOCATIONS
AND SIZES, TO BE DETERMINED PER OWNER/CONT. OR LOCAL CODES.
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CONSTRUCTION NOTE;
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NOTE: BOTTOM OF POSTS

PT POST w/ TYP.
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CONSTRUCTION NOTE:

CONTRACTOR IS TO VERIFY GRADE AND ALL DIMENSIONS IN FIELD
BEFORE CONSTRUCTION. SECTION SHOWN MAY DIFFER FROM ACTUAL

2x8 RAFTERS @ 16" 0.C.

2x6 CL. JST. @ 16" O.C.

(3)-2x10 HEADER
W/ 1/2" PLY

FINAL DECK DESIGN
PER OWNER/CONT.
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[ 3/4” P.T. DECK
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~ 4EDGER BD.

[ ATTACHED w/ HOT
DIPPED GALVANIZED
~ OR STANLESS STEEL
%" DIA. LAG SCREWS
ﬁ ~ OR BOLTS w/
) WASHERS. P.T.
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LEDGER w/ SIMPSON

(3) PT 2x BEAM
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NOTE: TOP OF POSTS

SHOULD BE A MIN. OF 6" SHOULD BE A MIN. OF 6" UST. HANGERS
ABOVE. GRADE ABOVE GRADE
NOTE: NOTE:

1. THE GROUND IMMEDIATELY ADJACENT TO THE FOUNDATION SHALL BE
SLOPED AWAY FROM THE BUILDING AT A SLOPE OF 1/2” VERTICAL TO
12" HORIZONTAL FOR A MINIMUM DISTANCE OF 8'-0". THIS CONDITION

SHALL EXIST AFTER SETTLEMENT OF BACKFILL HAS OCCURRED.

2. SUBSTITUTE FLR JOISTS AND STUD WALL SIZES WITH PLAN CALL OUT

/~ ™\ CONC. SNOTUBES AT DECKING
\__/ NITS.

FINISHED CONSTRUCTION. FINAL MATERIALS, WINDOW/DOOR LOCATIONS AND
SIZES, TO BE DETERMINED PER OWNER/CONT. SITE CONDITIONS; AND OR

LOCAL CODES.

CONTRACTOR TO VERIFY GRADE, STRUCTURAL INTEGRITY OF
EXISTING STRUCTURE AND ALL DIMENSIONS IN FIELD BEFORE STARTING
NEW CONSTRUCTION. DESIGN SHOWN MAY DIFFER FROM ACTUAL
FINISHED CONSTRUCTION. FINAL MATERIALS, WINDOW/DOOR LOCATIONS
AND SIZES, TO BE DETERMINED PER OWNER/CONT. OR LOCAL CODES.

1. THE GROUND IMMEDIATELY ADJACENT TO THE FOUNDATION SHALL BE
SLOPED AWAY FROM THE BUILDING AT A SLOPE OF 1/2” VERTICAL TO
12" HORIZONTAL FOR A MINIMUM DISTANCE OF 8'-0". THIS CONDITION
SHALL EXIST AFTER SETTLEMENT OF BACKFILL HAS OCCURRED.

2. SUBSTITUTE FLR JOISTS AND STUD WALL SIZES WITH PLAN CALL OUT

/~ ™\ CONC. SNOTUBES AT COVERED PORCH
\__/ NTs.

FASTENER SPACING FOR SOUTHERN PINE OR HIM-FIR DECK LEDGER
AND 2-INCH NOMINAL SOLID-SAWN SPRUCE-PINE-FIR BAND JOIST
(DECK LIVE LOAD=40PSF, DECKDEAD LOAD=10PSF)
60" 61" g1 01" 171" VORTE 151"
AND AND AND AND AND AND AND
LOIST SPAN Less | &-0" | 10-0" | 120" | 14-0" [ 16'=0" [ 18'-0
CONNECTION DETAILS ON-CENTER SPACING OF FASTENERS
%" DIAMETER LAG
SCREW WITH "%," 30 23 18 15 13 " 10
MAXIMUM SHEATHING
%" DIAMETER LAG
SCREW WITH "%," 36 36 34 29 24 21 19
MAXIMUM SHEATHING
%" DIAMETER LAG
SCREW WITH "%4,"
MAXIMUM SHEATHIalflG & 36 36 29 24 21 18 1 6
%" STACKED WASHERS

[REF. TABLE R507.2]

EXTERIOR SHEATHING ——_|

STUD WALL —— |

/ WATER-RESISTIVE BARRIER

EXTERIOR SHEATHING

STUD WALL —— |

2x RIM BD
OR ENGINEERED RIM BD

WATER-RESISTIVE BARRIER

FLASHING

6"INCH MAX. ON CENTER TO

2x RIM BD
OR ENGINEERED RIM BD \
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=lo/d
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FOUNDATION WALL — | LEDGER FOUNDATION WALL — | LEDGER

FIGURE R507.2.1(2)
PLACEMENT OF LAG SCREWS AND BOLTS IN BAND JOISTS

2"MIN
5" MAX

FIGURE R507.2.3
DECK ATTACHMENT FOR LATERAL LOADS

SPACING PER TABLE R507.2

2°MIN \l,
o

f

(©)

5.5in. MIN. FOR 2x8
6.5in. MIN. FOR 2x10
7.5in. MIN. FOR 2x12

©

1/2in. LAG SCREW OR BOLT WITH WASHERS
(HOT-DIPPED GALVANIZED OR STAINLESS STEEL)
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ILLUSTRATIVE PURPOSES ONLY. THE INFORMATION PRESENTED IN THESE DRAWINGS

ARE NOT PREPARED OR REVIEWED BY A LICENSED OR REGISTERED ARCHITECT
AND SHOULD NOT BE USED AS A BASIS FOR CONSTRUCTION. SOUTHERN MAINE

DRAFTING & DESIGN SUGGESTS THAT HIS CUSTOMERS SEEK THE SERVICES OF A
LICENSED OR REGISTERED ARCHITECT TO OBTAIN TECHNICAL BLUE PRINTS IF THE
CUSTOMER DESIRES TO PROCEED FURTHER. THESE DRAWINGS ARE NOT TO BE
USED AS A BASIS FOR CONSTRUCTION AND SOUTHERN MAINE DRAFTING &

SERVICE TO HIS CUSTOMERS AND ARE INTENDED FOR INFORMATIONAL AND
DESIGN DISCLAIMS ANY RESPONSIBILITY IF THEY ARE SO USED.

DRAWINGS ARE PROVIDED BY SOUTHERN MAINE DRAFTING & DESIGN AS A
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