GENERAL NOTES:

WOOD TRUSS — IT IS _THE BUILDING OWNERS RESPONSIBILITY TO PROVIDE ADEQUATE HEAT FOR ALL
AREAS IN THE BUILDING PROTECTED BY WET SPRINKLER SYSTEMS AND FOR ALL WATER
FILLED SUPPLY PIPES, VALVES AND SYSTEM RISERS IN ALL DRY PIPE SPRINKLER
SYSTEMS.

ivision

Approved with Conditions

WATER DATA — ALL NEW PIPING IS TO BE HYDROSTATICALLY TESTED AT NOT LESS THAN 200 PSI
STATIC 68 PSI FOR 2 HOURS, OR AT 50 PSI IN EXCESS OF THE MAXIMUM PRESSURE, WHEN THE
RESIDUAL 66 PSI MAXIMUM PRESSURE TO BE MAINTANED IS IN EXCESS OF 150 PSI. (PER NFPA 13)

mﬁOEvOmﬂgZA%m&\/‘Wmﬂi DISTRICT WHETHER OR NOT INDICATED ON DRAWINGS, THE FOLLOWING ITEMS ARE TO BE PROVIDED:
I . SPARE HEAD CABINET WITH WRENCH (NFPA 13).
DATE  09/8/11 AN . PROVISIONS FOR FLUSHING CONNECTIONS AND DRAINING OF ALL PIPE.
HYDRANT ELEV: 105.00° +/— GWB CLG. _ INSPECTORS TEST CONNECTION SHALL BE PROVIDED FOR EACH SYSTEM
A) FOR WET PIPE SYSTEMS SEE NFPA 13)
B) FOR DRY PIPE SYSTEMS SEE NFPA 13)
. AIR_PRESSURE SHALL BE MANTAINED ON ALL DRY PIPE SYSTEMS BY AN APPROVED
AUTOMATIC AR COMPRESSOR OR PLANT AIR SYSTEM SPECIFICALLY APPROVED FOR AND
GAPABLE OF AUTOMATICALLY MAINTANING THE REQUIRED AR PRESSURE.
mi Jﬁm _Hu 7’ > Z . WET PIPE SYSTEMS SHALL BE PROVIDED WITH A RELIEF VALVE NOT LESS
THAN 1/27 IN SIZE. (NFPA 13).
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Reviewed for Code Compliance
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7'=10"

ELEV. 76.00
F i MAIN FLOOR — ALL PIPE 1%" AND SMALLER SHALL BE SCHEDULE 40 STEEL WITH MALLEABLE IRON FITTINGS.

Date

— ALL PIPE 2" SHALL BE SCHEDULE 10 STEEL, WITH GROOVED COUPLINGS AND
VICTAULIC™ MECHANICAL FITTINGS OR EQUIVALENT.
2X10_WQOD

JOBTS GWB CLG.

— ALL MECHANICAL TRADES ARE TO COORDINATE THEIR WORK WITH SPRINKLER WORK AS
SHOWN ON THESE PLANS.

73

CONC. FLOOR — — ALL HANGERS AND LOCATIONS ARE TO BE IN ACCORDANCE WITH N.FPA. 13.

FIN. FLOOR 1
%w a%, & ELEV. 68.0% — ALL PIPING IS TO BE PITCHED IN ACCORDANCE WITH N.FPA 13,
@ BASEMENT  WoRAULG DATA REFERENCE PonTs: (&) €

— PROTECTIVE CAPS ARE TO REMAIN ON THE SPRINKLER HEADS UNTIL AFTER CEILINGS ARE

7 BUILDING SECTION :>: INSTALLED.

— THE SCOPE OF WORK UNDER THIS CONTRACT IS TO DESIGN AND INSTALL A WET SPRINKLER
SYSTEM PER NFPA 13R.

NFPA T3R EXCEPTIONS

— CENTER LINE OF PIPE ABOVE FINISH FLOOR

OFFICE
LAUNDRY (8—0)
(8-0) mmwﬂ%z ~ SPRINKLERS SHALL BE INSTALLED IN ALL AREAS.

EXCEPTION NO. 1: SPRINKLERS SHALL NOT BE REQUIRED IN BATHROOMS WHERE THE AREA
DOES NOT EXCEED 55 FEET SQUARED AND THE WALLS AND GEILING, INCLUDING WALLS AND
- CEILING BEHIND FIXTURES, ARE NON-COMBUSTEBLE OF LIMITED COMBUSTIBLE MATERIALS
e 2 -6 PROVIDING A 15 MINUTE THERMAL BARRIER. THE AREA OCCUPIED BY A

b 2'-7 NON—COMBUSTIBLE, FULL HEIGHT, SHOWER/BATHTUB ENCLOSURE SHALL NOT BE REQUIRED
1 ¢ I - TO BE ADDED TO THE FLOOR ARE WHEN DETERMINING THE AREA OF THE BATHROOM.

=5 == = EXCEPTION NO. 2: SPRINKLERS SHALL NOT BE REQUIRED IN CLOTHES CLOSETS, LINEN
8 -0 CLOSETS, AND PANTRIES WITHIN THE DWELLNG UNTS WHERE THE AREA OF SPACE DOES

AT 7'-8 NOT EXCEED 24 FEET SQUARED, THE LEAST DIMENSION DOES NOT EXCEED 3 FEET, AND
® =z @ THE WALLS AND CEILING ARE SURFACED WITH NON-COMBUSTIELE MATERIALS AS DEFINED BY
NFPA 220, STANDARD ON TYPES OF BUILDING GONSTRUCTION

BEDROOM
(7-10)

KITCHEN
7-11) EXCEPTION NO. 3: SPRINKLERS SHALL NOT BE REQUIRED IN ANY PORCHES, BALCONIES,
CORRIDORS, AND STAIRS THAT ARE OFEN TO ATTACHED.

EXCEPTION NO. 4: SPRINKLERS SHALL NOT BE REQUIRED IN ATTICS, PENTHQUSE
EQUIPMENT ROOMS, CRAWL SPACES, FLOOR/CEILING SPACES, ELEVATOR SHAFTS, AND OTHER
CONCEALED SPACES THAT ARE NOT USED OR INTENDED FOR LIVING PURPOSES OR STORAGE.

EXCEPTION NO. 5:  SPRINKLERS SHALL NOT BE REQUIRED IN CLOSETS ON EXTERIOR
BALCONIES REGARDLESS OF SIZE AS LONG AS THERE ARE NO DOORS OR UNPROTECTED
PENETRATIONS FROM THE CLOSET DIRECTLY INTO THE DWELLING UNIT.
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