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SolarEdge Single Phase Inverters

For North America
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Single Phase Inverters for North America
SE3000A-US / SE3800A-US / SE5000A-US / SE6000A-US/

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

11/14/17
SE7600A-US / SE10000A-US / SE11400A-US Date:__1 114/
SE3000A-US | SE3800A-US | SE5000A-US | SE6000A-US | SE7600A-US | SE10000A- US | SE11400A-US |
OUTPUT
. 9980 @ 208V
Nominal AC Power Output 130 L 3800 1 000 1 000 ... 7000 | 10000 @240v | M0 | "o
5400 @ 208V 10800 @ 208V
Max. ACPower Output .38 M0 | saso@aaov | 0 | 8330 | 10es0@240v | 0 | A
AC Output Voltage Min.-Nom.-Max." ) ) v ) ) v )
J183-208-229Vac L
AC Output Voltage Min.-Nom.-Max.¥
211 - 240 - 264 Vac v v v v v v v
. ACFrequency Min-Nom-Max." | 593280605 Hz
. 24 @ 208V 48 @ 208V
Max. Continuous Output Current | | s IR I 20@240v | 2 2 1. @20V, | M A
JGFDIThreshold LU PSR U PSSR UPRUUPRTUPSRPPPOPRN B AL
Utility Monitoring, Islanding Protection, Country Configurable Thresholds Yes Yes
INPUT
Maximum DC Power(sTC) [ a0s0 [ . 5100 | . 6750 | .80 [ 10250 [ 13500 [ 15350 | W
. Transformer-less, Ungrounded | S et L
CMax Input Voltage 500 vde
.Nom.DClnputVoltage | | 325 @208V /350 @240V ... Vde
16.5 @ 208V 33 @ 208V
(2)
Max. Input Current 2 B 155@240V | S e 305@240V. | S Ade
. Max. Input Short Circuit Current | A Ade
_Reverse-Polarity Protection | YOS
. Ground-Fault Isolation Detection | ... 600keSensitivity
. Maximum Inverter Efficiency | 977 ... 982 ... 983 .. 983 ... 98 98 98 %
. .. 97 @ 208V 97 @ 208V o
CECWeighted Efficiency ... S % . o8 @240V | S 75 | ers@as0v | 7s .
Nighttime Power Consumption <25 <4 W
ADDITIONAL FEATURES
. Supported Communication Interfaces | RS485, RS232, Ethernet, ZigBee (optional) L
_Revenue Grade Data, ANSI C12.1 | Optional®
Rapid Shutdown - NEC 2014 and . ) oy 5
2017 690.12 Automatic Rapid Shutdown upon AC Grid Disconnect
STANDARD COMPLIANCE
JSafety UL1741, UL1741 SA, UL1699B, CSA C22.2, Canadian AFClaccordingto TI.L. M-07 |
. Grid Connection Standards | IEEE1547, Rule 21, Rule 14 (HI) .
Emissions FCC part15 class B
INSTALLATION SPECIFICATIONS
.ACoutput conduit size [ AWGrange | ... 34" minimum /166 AWG ... 34 minimum /83 AWG
DC input conduit size / # of strings / P . 3/4” minimum / 1-3 strings /
AWGrange .| .. 34minimum/12swrings/166AWG ] T W-6AWG |
Dimensions with Safety Switch 30.5x12.5x10.5/ in/
WD) 305x12.5x7.2/775x315x 184 775x315x260. | . mm.
Weight with Safety Switch 51.2/23.2 54.7 /24.7 88 .4/40.1 b/ kg

() For other regional settings please contact SolarEdge support.
@) A higher current source may be used; the inverter will limit its input current to the values stated.
() Revenue grade inverter P/N: SExxxxA-USOOONNR2 (for 7600W inverter:SE7600A-USO02NNR2).

@40 version P/N: SExxxxA-USOOONNU4 (for 7600W inverter:SE7600A-USO02NNU4).
() p/Ns SExxxxA-USOxxxxxx have Manual Rapid Shutdown for NEC 2014 compliance (NEC 2017 compliance with outdoor installation)
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