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HORIZONTAL DUCT
CONNECTION

VERTICAL DUCT
CONNECTION

PLENUM WIDTH/LENGTH
SHALL MATCH SCHEDULED
GRILLE "NECK SIZE"

LAY-IN OR SURFACE MOUNT
GRILLE AS SCHEDULED.

FLEXIBLE CONNECTION,
TYPICAL

BRANCH DUCT CONNECTION AT
TOP OR SIDE, TYPICAL

1.  VARIATIONS TO PLENUM
     HEIGHT DUE TO BUILDING
     STRUCTURE, ETC. SHALL
     BE APPROVED BY THE
     ENGINEER/ARCHITECT.


2.  PAINT INSIDE OF PLENUM
     FLAT BLACK.

NOTES: 

"D
"

"R"

SUPPLY
DUCTVOLUME DAMPER

SCREW TYPE OR NYLON
"ZIP TIE" MECHANICAL
CLAMP, TYPICAL

TIE OFF TO
STRUCTURE 

METAL BAND
SUPPORT 1"
MIN. WIDTH

5'-0" MAXIMUM
FLEX DUCT
LENGTH

LAY-IN SUPPLY
AIR DIFFUSER

T-BAR TYPE SUSPENDED CEILING

1.  FLEX DUCT SHOULD EXTEND STRAIGHT
     FOR SEVERAL INCHES FROM A CONNECTION
     BEFORE BENDING.

2.  FLEX DUCT SHALL HAVE MAXIMUM OF 1/2" SAG
     PER FOOT OF SUPPORT SPACING.

3.  CLOSER MAXIMUM INTERVALS MAY BE SPECIFIED
     AS A CONDITION OF U.L. LISTING, PARTICULARLY

     IN FIRE RATED FLOOR/CEILING ASSEMBLIES.

4.  MINIMUM BEND RADIUS (R) SHALL BE EQUAL TO
     OR GREATER THAN THE FLEX DUCT DIAMETER
     (D), TYPICAL

FLEX DUCT NOTES:

CONDENSING UNIT
LOCATED ON ROOF

ROOF

PIPE CURB ROOF
PENETRATION
THYBAR M# TC-1 OR
EQUAL

SEE ARCHITECTURAL

DRAWINGS FOR
FLASHING
DETAIL, TYPICAL

SECURE PIPING TO
STRUCTURE BELOW
DECK

REFRIGERATION PIPING
PER MANUFACTURER'S


RECOMMENDATIONS


3/4" GRAVITY CONDENSATE
TO FLOOR DRAIN OR OUTSIDE.
PROVIDE TRAP PER
MANUFACTURER'S

RECOMMENDATIONS


REFRIGERATION PIPING
PER MANUFACTURER'S


RECOMMENDATIONS

SEE MULTI-SPLIT A/C UNIT

SCHEDULE FOR SIZES

EVAPORATOR FAN UNIT

4x4 SLEEPERS
BOLTED TO ROOF
STRUCTURE

1
8
" 
M

IN
.

NEOPRENE
VIBRATION PAD
AND SLIP SHEETQUICK SLING MINI SPLIT HVAC

STAND M# QSMS1800 & 1801 OR
EQUAL

BOLT STAND
TO SLEEPER

18"x18" ACCESS DOOR, MINIMUM

DUCTWORK, REFER TO DRAWINGS
FOR SIZE, SEAL WATERTIGHT

LOUVER W/ ALUMINUM
BLANK-OFF PANEL, BY

DIVISION 10.

PITCH BOTTOM OF LOUVER PLENUM A MINIMUM
OF 1" PER FOOT OF PLENUM DEPTH DOWN
TOWARDS LOUVER FACE.  WELD NALL JOINTS,
CONTINUOUS. SEAL WATERTIGHT.

EXTERIOR WALL

REFER TO ARCHITECTURAL LOUVER DETAILS FOR MORE INFORMATION.

NOTE:

1" TYPICAL

-

-

24" MINIMUM

DIVISION 23 SHALL CUT FULL-SIZE HOLE
INTO THE BLANK-OFF PANEL FOR PLENUM
INSTALLATION.  SEAL WATERTIGHT.

BLANK-OFF PANEL, SPECIFIED WITH LOUVER

CAULK BY DIVISION 7 AND
FLASH BY DIVISION 4

CAULK BY DIVISION 7 AND
FLASH BY DIVISION 4

.

15° MAXIMUM

ADAD 

.  .

6" MINIMUM

TRANSITION AS
REQUIRED, TYPICAL
(30° MAXIMUM)

DUCT COLLARS


AIR

FLOW

REHEAT COIL

STEAM TRAP ASSEMBLY

3/8" TEST CONNECTION

DRIP RETURN

BYPASS 

3/4" MINIMUM 

NC
FROM DRIP

CONNECTION 

STEAM LINE DRIP POCKET

1'-0" MINIMUM

6" MINIMUM

1'-0" MINIMUM

6" MINIMUM

DRIP LEG,
TYPICAL 

STEAM LINE,
TYPICAL

CAP, TYPICAL

PIPE TO STEAM
TRAP, TYPICAL

3/4" DRAIN, TYPICAL
(ALT. LOCATIONS)

NOTE:
DRIP POCKET SIZE SAME AS STEAM
MAIN UNLESS NOTED OTHERWISE.

INSULATION

HANGERS 

ROOFROOF DRAIN 

CORRUGATED

METAL DECK

12 3 4 5 6 

A

B

C

D

E

A 

B

C 

D 

E 

12 3 4 5 6 
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MECHANICAL
SCHEDULES,
DETAILS &
NOTES

M500

17056

SCL        ASD

A6 DETAIL ~ STEAM CABINET UNIT HEATER PIPING 

NONE 

E6 15855 - RETURN AIR REGISTER BOOT 

C6 15855 - SUPPLY AIR BRANCH CONNECTION 

B6 DETAIL - DUCTLESS SPLIT SYSTEM  INSTALLATION 

E4 DETAIL - EXTERIOR LOUVER

C4 DETAIL - REHEAT COIL DUCT CONNECTION

B4 DETAIL - STEAM TRAP ASSEMBLY & DRIP POCKET

A4 DETAIL - ROOF DRAIN PIPING A3 MECHANICAL SCHEDULES

NONENONE 

NONE NONE

NONENONE 

NONE NONE

PITCH DN

PITCH UP

STEAM
CONDENSATE
RETURN

INVERTED BUCKET
TRAP W/AIR BYPASS

STEAM SUPPLY

CABINET
UNIT HEATER

PETCOCK

10" MINIMUM

6"

SCALE POCKET
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