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Remove existing finishes in the Work Area,
including but not limited to: |
} . Suspended Acoustical Ceiling System
«  Resilient Wall Base |
. See MEP drawings for removal of ceiling-
mounted devices and equipment

=\/:k Resilient floor tile to remain \
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REMOVE DOOR AND EXTERIOR WTYTHEIS SUPPORTEDBY RELIEVING
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RELIEVINGANGLE ONLY. COORD W/ ARCHITECTURAL —— -
WALL SECTIONS AND STRUCTURAL DETAILS. - - < O
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| . ATCOLUMNE/T | AN " A “. WITH1" OF RIDININSUALTIONAND A 1" AIR CAVITY. >—
L — | L N N N INTERIOR W YTHEIS SUPPORTED ON FLOOR FRAMING,
! REMOVE EXISTING TERRACE, COMPLETE, , N N N \L EXTERIOR WTYTHEIS SUPPORTED BY RELIE\/ING C <
/ INCLUDING BUT NOT LIMITED TO STEEL /7 ™~ ,:)‘\: = AN ANGLES AT EACHFLOOR LEVEL.
‘ FRAMING, CONCRETE FORM DECK, MASONRY 7 Nl N m
: PARAPET, STEEL GUARD RAIL, PAVER,ROOFING 7 \\Q” ,,’ . REMOVE WALL SYSTEM UP TO SECOND FLOOR
' AND FLASHING MATERIALS AND ROOF DRAIN. 7 Sy gElélE\olleGANGls-Eé)Ncl:-Y- giE AECHlTISECTURAL WALL
- | NN TIONS AND STRUCTURAL DETAILS.
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" 1 | I—I\ ; ENTRANCE COMPONENTS ONLY ADJACENT \ e o N AR REMOVE GLAZED ALUMINUM ENTRANCE SYSTEM, U)
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" ‘ | N 4 K EEEEE S AND STUD WALLFRAMING ABOVE ALUMINUM <
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: " H S /( Remove existing finishes in the WorkArea, i .
' " " including but not limited to: i i
' ; T oL . Suspended Acoustical Ceiling System " } EXISTING ALUMINUM W INDOW UNIT TO REMAIN
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el Yelzcze +  Ceiling-mounted curtain tracks. K |
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Remove existing finishes in the Work Area, '
including but not limited to: "
»  Suspended Acoustical Ceiling System '
| . Carpet ‘ "
. Resilient W all Base " "]
«  Ceiling-mounted curtain tracks. 0
»  See MEP drawings for removal of ceiling- '
mounted devices and equipmentﬁ " | S5 NG
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\/ | " ; :JFASSHED LINES INDICATE ITEMS TO BE DEMOLISHED. TYPICAL NOT IN SCOPE
' " . USPECTED HAZARDOUS MATERIALS ARE ENCOUNTERED STOP W ORK
K " IMMEDIATELY AND NOTIFY CONSTRUCTION MANAGER. DO NOT RESUME W ORK ISSUE
1 " UNTIL DIRECTED BY CONSTRUCTION MANAGER
ih o 3. ALL CONTRACTORSARE RESPONSIBLE FOR VISITING THE SITE AND BECOMING BID DOCUMENTS
oK " FAMILIAR WITHTHE SCOPE OF WORK.COORDINATE SITE VISITS WITH March 20, 2018
" " CONSTRUCTION MANAGER
i 0 4 ALL DEMOLITION MATERIALS NOT CLAIMED BY THE OWNER, OR TO BE
- ¥ i REFUSED ARE TO BE DISPOSED OF OFF SITE, AS PER LOCAL REGULATIONSAT TITLE
K 0 THE CONTRACTORSEXPENSE. COORDINATE ALL DEMOLITION. KEYNOTES DEMOLITION A
K " 5. CONTRACTOR TO TAKE CARE NOT TO DAMAGE EXISTING MATERIALS AND
i ' 6. CONTRACTOR TO RETAINEXTERIOR BRICK REMOVED FROM BUILDING FOR D2| REMOVE PORTION OF WALLTO ACCOMODATE NEW W ORK
K " PATCHING AS REQUIRED. REMAINING BRICK TURNED OVER TO OWNER FOR
" ¥ FUTURE USE. UNWANTED BRICK DISPOSED OF AT CONTRACTOR'S EXPENSE. D3| REMOVE EXTERIOR SIDING AND SHEATHING
i " 7. REMOVE ALL INTERIOR SIGNS AND GRAPHICS FROM WALLS.REMOVE ALL 2 REMOVE WINDOW
4 L th il ¥ -~ VINYL SURFACE APPLIEDLETTERS FROM INTERIOR AND EXTERIOR W INDOW'S. D4| REMOVE WIND
- | o - o Jy | IS | 1 Jy | J |=¥=l 1 | '.'H | - o 8. ALL SHADED WALLSREPRESENTEXISTINGWALLSTO REMAIN. TYPICAL D5| REMOVE WINDOW AND THRU-WALL MECHANICAL UNIT SHEET
— 9. "NO WORK"PERTAINSTO DISCIPLINE SPECIFIC SHEETS, COORDINATE W ITH
OTHER DISCIPLINES. D6| REMOVE DECK - INCLUDES STRUCTURAL FRAMING
10.  CUTTING AND PATCHING, ALL FUTURE EXPOSED DEMO LOCATIONS ARE TO BE
REMOVE EXISTING WALLTO PATCHED TO MATCH ADJACENT MATERIALS, COORDINATE DEMOLITION W/ D7| REMOVE CONCRETE PAVING ON GRADE
ACCOMMODATE NEW LOUVERS
REF. AB/M100 REPAIR/REPLACEMENT.
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