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General Notes

AQN

OREWARD COLUMN
REARWARD COLUMN—{

X6PT COLUMN
U BASE

6X6PT BEAM
ﬂ\\ABU BASE
Lo

—5/8" ANCHOR BOLT

0"¢ CONCRETE FILLED
o~ TUBE, REINFORCE WITH

— TWO #4 REBAR WITH 10" —
ELL AT BOTTOM

. . o—DIGFOOT BF24 WTH BASE | .
MINIMUM 48" BELOW
[ \ BELOW [ )

1> DESIGN BASIS:
GROUND SNOW LOAD: 60 psf
WIND: 115 mph
EXPOSURE “B”
RESIDENTIAL LIVE LOAD: 40psf
DEAD LOAD: SELF WEIGHT
2> CONCRETE TO ATTAIN 4,000psi
COMPRESSIVE STRENGTH AT 28 DAYS.
3> NEW ANCHOR BOLTS TO BE 5/8'¢
4> ALL CONSTRUCTION SHALL
CONFORM TO AMERICAN wOOD COUNCIL
‘S wOOD FRAME CONSTRUCTION
MANUAL.
S> ALL DIMENSION LUMBER SHALL BE
ROT RESISTANT #2SP, OR BETTER,
6> TYPICAL DECK JOISTS TO BE ROT
RESISTANT TREATED 2X8
7> TYPICAL STAIR RUNNERS TO BE
ROT RESISTANT TREATED 2X12
8> TYPICAL JOIST HANGERS TO BE
LUC26Z
9> TYPICAL COLUMN TO BEAM
ATTACHMENT IS TwO 1“6 GALVANIZED
THROUGH BOLTS
10> RAILINGS AND HANDRAILS TO
COMPLY WITH CODE REQUIREMENTS
SIMILAR TO THE DETAIL BELOW
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TyrIlCAL STAIR AND PLATFURM

RAILING AND HANDRAIL DETAILS
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