Reviewed for Code Compliance
Inspections Division
Approved with Conditions.
06/10/14

Date:

Priwr

VINYL / LAYOUT
ROUTING / KNIFE

%" Thk x 6" x 10"
Steel Match Plate

9/16" Dia Hales W/
112" Dia Trap Nuts
Welded To Top Side
Of Plate

316" Thkx 3" x 3"
Steel Center Pole

2' Dia Wire Hole

MATCH PLATE DETAIL

SCALE: 3"=1'-0"

3/16" Thk x 4" x 4"
Steel Column Welded
To Match Plate Below

PERMITS

(2.34) Amps @ 120 Volls
(1) 20 Amp/120 Volt Circuits

Electrical Load
Electrical Req'mts
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TANDARD PYLON NOTES:
. Sufficient Primary Circuit In Vicinity Of Sign

. Final Primary Hook-up By Sign Installer,

. Sign Shall Be U.L, Listed.
. Soil Assumed To Be Medium Clay, Or Better, With

. Concrete 2,500 PSI @ 28 Days.

. Reinforcing Steel Shall Be ASTM A815 GR-40.
. Structural Steel Shall Be ASTM A36.

. All Welds Shall Conform To AW.S Standards.

By Others.
Where Allowed By Local Codes.

Minimum Soil Bearing Capacity Of 2,500 PSF.

ONLY

Note: This sign is intended to be installed In accordance with the requirements of
Article 600 of the National Electrical Code and/or other applicable local codes.

This includes proper grounding and bonding of the sign.
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Shut Off Switch

—— Sign lHuminated With T12 Lamps

Powered By Electronic Ballssts

‘e 2" Open Aluminum Hinge Plug

Welded To Face & Screwed To
Casing wi#10-3/4" Tek Screws

Cladding
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FRONT ELEVATION

SCALE: 3/8" = 1-0"

Inset Of Loga Graphics To Be
3M Translucent Sultan Blue Vinyl
3630-157 Applied 1st Surface

To .118" Thick (Makrolan) White
SL #7328 (B59) Polycarbanate.

.090" Thick Rauled & Pan Formed
Aluminum Face. Rounded Corners
To Be Epoxied. Paint MP2136
Biue (Satin Finish). All Copy To Be
Routed And Backed Up

Routed Out Area Backed Up With
118" Thick {Makrolon) White SL
#7328 (B59) Polycarbonate. Attach
To Back Of Face w/Double Back
Tape And Silicana

"Horseshoe" To Be Routed .080"
Thik Alum Precoat - Allstate Silver

4" Thk x 6" x 10" Steel Match Plate

2"x 4"t l

3/16" Thk x 4" x 4" Stesl Column

Cladding To Be .080" Thk Alum
Precoal - Allstale Silver

3/4" Dia Incoming Electrical Conduit

T 20" Dia x 4-0" Deep

Concrete Footing
021913

20"
Dia

|

DE VIEW

SCALE: 3/8" = 10"

Philadelphia Sign

C o M P A N Y

707 West Spring Garden Street
Palimyra, New Jersey (8065

Tphursign v

CUSTOMER:
ALLSTATE
JOB NUMBER:

SIGN TYPE:
ALST.MON_25

LOCATION:
Various

DATE:
07/06/2012

DRAWN BY:
JLTH

REVISION:
Number:  Date: By:
2 03/19/2013 JTR

SHEET: ENG DEPT

10F1

DWG NUMBER:
B-44750

ENGINEER SEAL:

MAX DESIGN WIND SPEED 20 MPH
EXPOSURE €

THIS 1S AN ORGINAL UNPUBLISHED DRAWIRG
CREATED BY PSCo, IT IS SUBMITTED FOR YOUR
AL USE N CONJUNCTION WITH A FROJECT
INED FOR YOU BY PSCa. 1T 1S NOT TO
B T0 ANYOME CQUTSIDE YOUR
ORGAMZATION NOR 1S [T TO Bt USED, COPIED.
REPRODUCED, OR EXHIBITED I ANV FASHION




