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G-201
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DINING ROOM
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LIVING ROOM
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OFFICE
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BATH

AutoCAD SHX Text
RADON VENT PIPE UP THROUGH ROOF. INSTALL DRYWALL ENCLOSURE AROUND PIPE AT FIRST FLOOR LEVEL.

AutoCAD SHX Text
NEW STAIRS FROM GRADE WITH HANDRAILS, ON CONCRETE PAD AND LAGGED INTO DECK. 2x12 STRINGERS. 7-3/4-INCH RISE, 10-INCH RUN.  

AutoCAD SHX Text
HOSE BIBB FROM BASEMENT LEVEL. SEE G-101.

AutoCAD SHX Text
EXTERIOR DUPLEX ELECTRICAL RECEPTACLE FROM BASEMENT LEVEL. SEE G-101.

AutoCAD SHX Text
INSTALL GUTTER WITH DOWNSPOUT AND SPLASH BLOCK AT THIS END

AutoCAD SHX Text
INSTALL GUTTERS WITH DOWNSPOUT AND SPLASH BLOCK AT THIS END
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NEW EXTERIOR LED LIGHT FIXTURE
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NEW EXTERIOR LED LIGHT FIXTURE
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VINYL WINDOW, 30x54

AutoCAD SHX Text
NEW INSULATED DOOR WITH LOCKSET AND HALF-GLASS
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NEW INSULATED DOOR WITH LOCKSET. NO GLASS.
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INTERIOR RECESSED LED LIGHT FIXTURE

AutoCAD SHX Text
NEW SMOKE ALARM. HARD-WIRED AND INTERLOCKED WITH EXISTING ALARMS IN HOUSE.

AutoCAD SHX Text
INFILL EXISTING DOOR OPENING WITH INSULATED STUD WALL. MATCH INTERIOR AND EXTERIOR WALL FINISH MATERIALS.
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EXTERIOR DUPLEX ELECTRICAL RECEPTACLE FROM BASEMENT LEVEL. SEE G-101.

AutoCAD SHX Text
STAIRS TO BASEMENT LEVEL. INSTALL RISERS, TREADS, AND HANDRAILS.
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HANDRAIL AROUND STAIR OPENING
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WALL SWITCH FOR INTERIOR FIRST FLOOR LIGHT
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WALL SWITCH FOR TWO EXTERIOR LIGHTS
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VINYL WINDOW, 30x54
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NOTES: 1. ALL WORK SHALL CONFORM TO THE 2009 INTERNATIONAL ALL WORK SHALL CONFORM TO THE 2009 INTERNATIONAL RESIDENTIAL CODE, MAINE STATE PLUMBING CODE, NATIONAL ELECTRICAL CODE, AND ALL LOCAL AND STATE STANDARDS. 2. FRAME FLOOR WITH 2x8 JOISTS, 16-INCHES ON-CENTER. FRAME FLOOR WITH 2x8 JOISTS, 16-INCHES ON-CENTER. 3. FRAME EXTERIOR WALLS WITH 2x6 STUDS, 16-INCHES FRAME EXTERIOR WALLS WITH 2x6 STUDS, 16-INCHES ON-CENTER. 4. FRAME ROOF WITH 2x8 RAFTERS, 16-INCHES ON-CENTER. FRAME ROOF WITH 2x8 RAFTERS, 16-INCHES ON-CENTER. 5. SHEATH ROOF WITH 7/16-INCH THICK OSB.  SHEATH ROOF WITH 7/16-INCH THICK OSB.  6. ADDITION WALLS AND ROOF SHALL HAVE FIBERGLASS BATT ADDITION WALLS AND ROOF SHALL HAVE FIBERGLASS BATT INSULATION. 7. INTERIOR WALL AND CEILING FINISHES AT FIRST FLOOR LEVEL INTERIOR WALL AND CEILING FINISHES AT FIRST FLOOR LEVEL SHALL BE GYPSUM BOARD WITH TAPED JOINTS, PAINTED.  8. EXTERIOR ABOVE-GRADE WALL FINISH SHALL BE CEDAR EXTERIOR ABOVE-GRADE WALL FINISH SHALL BE CEDAR SHAKES. 9. FIRST FLOOR FINISH SHALL BE TILE. FIRST FLOOR FINISH SHALL BE TILE. 10. STAIR TREADS SHALL BE WOOD. STAIR TREADS SHALL BE WOOD. 11. ROOF SHALL BE COVERED WITH 30-YEAR CERTAINTEED ROOF SHALL BE COVERED WITH 30-YEAR CERTAINTEED SHINGLE, GREEN, TO MATCH EXISTING HOUSE ROOF. 12. R-21 INSULATION ON FRAMED WALLS AND R-31 INSULATION R-21 INSULATION ON FRAMED WALLS AND R-31 INSULATION ON SLOPED ROOF. 


