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NOTES:

ALL WORK SHALL CONFORM TO THE 2009 INTERNATIONAL
RESIDENTIAL CODE, MAINE STATE PLUMBING CODE, NATIONAL
ELECTRICAL CODE, AND ALL LOCAL AND STATE STANDARDS.

2. INSTALL PASSIVE RADON PIPING SYSTEM, INCLUDING 4—INCH
THICK GAS PERMEABLE MATERIAL UNDER CONCRETE SLAB,
PERFORATED PIPE WITH RISER THROUGH SLAB, AND 6 MIL
POLYETHYLENE SHEETING WITH 12—INCH OVERLAP AT SEAMS.
ADHERE TO EPA RECOMMENDATIONS.

5. CONCRETE FOUNDATION SHALL HAVE 18—INCH FOOTINGS,

—
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16'-0" 4—INCH THICK SLAB, AND 8—INCH THICK WALLS.
4. SLOPE GRADE AWAY FROM FOUNDATION WALLS.
> — T ——— — — SEAL ALL JOINTS WATERTIGHT.
o ! RO R EREE PR N T et Soa .
RADON VENT PIPE, - C : SRS ATEANE I LY SR i . - % TRRE 6. BASEMENT WALLS, FLOOR, AND CEILING SHALL BE UNFINISHED.
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