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AutoCAD SHX Text: UTILITY
AutoCAD SHX Text: LAUNDRY
AutoCAD SHX Text: CUT DOOR OPENING INTO EXISTING BASEMENT WALL AND INSTALL THREE 2x10s FOR HEADER. INSTALL INSULATED 36-INCH DOOR WITH FRAME AND LOCKSET. NO WINDOW
AutoCAD SHX Text: CORE DRILL HOLE AND INSTALL NEW EXTERIOR DUPLEX ELECTRICAL RECEPTACLE
AutoCAD SHX Text: CORE DRILL HOLE AND INSTALL NEW EXTERIOR HOSE BIBB. EXISTING WATER MAIN IS LESS THAN 5-FT AWAY.
AutoCAD SHX Text: NEW SURFACE MOUNTED LED LIGHT FIXTURE WITH EXPOSED CABLE
AutoCAD SHX Text: EXISTING ELECTRICAL PANEL
AutoCAD SHX Text: EXISTING WATER ENTRANCE
AutoCAD SHX Text: NEW WALL SWITCH FOR BASEMENT ADDITION LIGHT
AutoCAD SHX Text: NEW DUPLEX ELECTRICAL OUTLET
AutoCAD SHX Text: RADON VENT PIPE, UP. FOUNDATION CONTRACTOR SHALL TERMINATE 6" ABOVE SLAB. EXTEND THROUGH ADDITION ROOF.
AutoCAD SHX Text: CORE DRILL HOLE AND INSTALL NEW EXTERIOR DUPLEX ELECTRICAL RECEPTACLE
AutoCAD SHX Text: BASEMENT FLOOR PLAN
AutoCAD SHX Text: SCALE: 1/2" = 1'-0"1/2" = 1'-0"
AutoCAD SHX Text: 0
AutoCAD SHX Text: 1'
AutoCAD SHX Text: 2'
AutoCAD SHX Text: 4'
AutoCAD SHX Text: Scale: 1/2" = 1'-0"
AutoCAD SHX Text: PLAN
AutoCAD SHX Text: NORTH
AutoCAD SHX Text: NOTES: 1. ALL WORK SHALL CONFORM TO THE 2009 INTERNATIONAL ALL WORK SHALL CONFORM TO THE 2009 INTERNATIONAL RESIDENTIAL CODE, MAINE STATE PLUMBING CODE, NATIONAL ELECTRICAL CODE, AND ALL LOCAL AND STATE STANDARDS. 2. INSTALL PASSIVE RADON PIPING SYSTEM, INCLUDING 4-INCH INSTALL PASSIVE RADON PIPING SYSTEM, INCLUDING 4-INCH THICK GAS PERMEABLE MATERIAL UNDER CONCRETE SLAB, PERFORATED PIPE WITH RISER THROUGH SLAB, AND 6 MIL POLYETHYLENE SHEETING WITH 12-INCH OVERLAP AT SEAMS. ADHERE TO EPA RECOMMENDATIONS.  3. CONCRETE FOUNDATION SHALL HAVE 18-INCH FOOTINGS, CONCRETE FOUNDATION SHALL HAVE 18-INCH FOOTINGS, 4-INCH THICK SLAB, AND 8-INCH THICK WALLS.  4. SLOPE GRADE AWAY FROM FOUNDATION WALLS. SLOPE GRADE AWAY FROM FOUNDATION WALLS. 5. SEAL ALL JOINTS WATERTIGHT.  SEAL ALL JOINTS WATERTIGHT.  6. BASEMENT WALLS, FLOOR, AND CEILING SHALL BE UNFINISHED. BASEMENT WALLS, FLOOR, AND CEILING SHALL BE UNFINISHED. CABLES AND PIPES SHALL BE EXPOSED AND ROUTED NEATLY. 7. STAIRS SHALL BE 7-3/4-INCH RISE, 10-INCH RUN, AND STAIRS SHALL BE 7-3/4-INCH RISE, 10-INCH RUN, AND HAVE 6'-8" HEAD CLEARANCE.  8. FOUNDATION WALLS SHALL HAVE EXTERIOR 2-INCH THICK FOUNDATION WALLS SHALL HAVE EXTERIOR 2-INCH THICK FOAM INSULATION.

