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REV DESCRIPTION DATE


21 FISHER STREET

PORTLAND, MAINE


16'x12' ADDITION


4


06/15/17


ANSI D


0 ISSUED FOR CONSTRUCTION 08/14/17


1 PERMITTING COMMENTS 10/29/17


11/16/17

AutoCAD SHX Text: GRADE
AutoCAD SHX Text: GRADE
AutoCAD SHX Text: REMOVE EXISTING WINDOW. CUT WALL OPENING TO FIT NEW DOOR AND FRAME.
AutoCAD SHX Text: OUTLINE OF REMOVED SIDING MATERIALS
AutoCAD SHX Text: REMOVE EXISTING DOOR AND FILL/PATCH OPENING WITH NEW INSULATED STUD WALL. MATCH WALL FINISHES.
AutoCAD SHX Text: SAW CUT OPENING IN FOUNDATION WALL FOR NEW BASEMENT DOOR
AutoCAD SHX Text: GRADE
AutoCAD SHX Text: GRADE
AutoCAD SHX Text: NEW DOOR WITH HALF-GLASS. SEE G-102.
AutoCAD SHX Text: NEW INSULATED DOOR. SEE G-101.
AutoCAD SHX Text: CATHEDRAL CEILING WITH LOFT STORAGE AREA
AutoCAD SHX Text: INTERIOR STAIRS, 7-3/4-INCH RISE, 10-INCH RUN, 6'-8" HEAD CLEARANCE
AutoCAD SHX Text: 12
AutoCAD SHX Text: 8
AutoCAD SHX Text: ADDITION SECTION - DEMOLITION
AutoCAD SHX Text: SCALE: 3/8" = 1'-0"
AutoCAD SHX Text: 0
AutoCAD SHX Text: 2'
AutoCAD SHX Text: 4'
AutoCAD SHX Text: 6'
AutoCAD SHX Text: Scale: 3/8" = 1'-0"
AutoCAD SHX Text: NOTES: 1. ALL WORK SHALL CONFORM TO THE 2009 INTERNATIONAL ALL WORK SHALL CONFORM TO THE 2009 INTERNATIONAL RESIDENTIAL CODE, MAINE STATE PLUMBING CODE, NATIONAL ELECTRICAL CODE, AND ALL LOCAL AND STATE STANDARDS. 2. PROVIDE FLASHING AND SEAL ALL JOINTS WEATHERTIGHT. PROVIDE FLASHING AND SEAL ALL JOINTS WEATHERTIGHT. 3. WALLS TO BE 2x6 STUDS, 16-INCHES ON-CENTER. ONE WALLS TO BE 2x6 STUDS, 16-INCHES ON-CENTER. ONE SHOE PLATE AND TWO TOP PLATES.  4. FLOOR TO BE FRAMED 2x10, 16-INCHES ON-CENTER. FLOOR TO BE FRAMED 2x10, 16-INCHES ON-CENTER. 3/4-INCH ADVANTECH SHEATHING.  5. WALL SHEATHING 7/16-INCH OSB PLYWOOD WITH TYPAR WALL SHEATHING 7/16-INCH OSB PLYWOOD WITH TYPAR VAPOR BARRIER.  6. RAFTER TIES SHALL BE 2x8, 16-INCHES ON-CENTER. RAFTER TIES SHALL BE 2x8, 16-INCHES ON-CENTER. 7. ANCHOR BOLTS SHALL BE 1/2-INCH, 36-INCHES ANCHOR BOLTS SHALL BE 1/2-INCH, 36-INCHES ON-CENTER.   8. FOUNDATION WALL SHALL BE 8-INCHES THICK, 7'-6" INCHES FOUNDATION WALL SHALL BE 8-INCHES THICK, 7'-6" INCHES HIGH WITH 18-INCH FOOTINGS.  9. R-21 INSULATION ON FRAMED WALLS AND R-31 INSULATION R-21 INSULATION ON FRAMED WALLS AND R-31 INSULATION ON SLOPED ROOF. FOUNDATION WALLS WILL HAVE EXTERIOR 2-INCH THICK FOAM INSULATION.
AutoCAD SHX Text: ADDITION SECTION - NEW
AutoCAD SHX Text: SCALE: 3/8" = 1'0"

