Page Number __

REZ NOR Separated Combustion, Low Static

Reviewed for Code Compliance

Commercial/lndustrial Unit Heaters gl

Model UDAS Sizes 30-125 carry an addi D¢ 00

for use in residentlal garage/workshops
under CSA International Requirement
10.96 - U.S. and CR9€-0005 - Canada

)
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CSA 2.6b ANSIHZ83.8b

DESCRIPTION Reznor® V3 Series Model UDAS gas-fired separated combustion unit heaters are available in 14 sizes ranging
from 30,000 to 400,000 BTUH gas input. All sizes are approved for commercialfindustrial installations, Sizes
30-125 carry an additional approval for use in attached residential garage/workshop application. Model UDAS
heaters are designed for 82-83% thermal efficiency and are approved for installation in the United States and
Canada by the Canadian Standards Association (CSA).

Reznor® V3 Series unit heaters have a refreshing new appearance with a glossy white cabinet finish and less
visible hardware. Each size cabinet is easily suspended from either 2 or 4 suspensicn points. Or, an optional
hanger kit for Sizes 30-125 allows for ceiling mounting. The low voltage terminal strip on the outside of the
cabinet makes connecting control wiring easy with no panels to remove. The addition of a “G” terminal to the
low voltage strip, along with the new design of the circuit board, allows for fan only operation {without adding
relays). All units have & factory installed gas line nipple to the exterior of the cabinet for easy gas service con-
nection.

The preeminent new internal feature is the Tcore? ® heat exchanger and single burner combustion system.
Other standard features include a single-stage gas valve, multi-try direct spark igniticn with timead lackout, pres-
sure switch to verify vent flow, resiliently isolated venter motor, venter wheel with improved housing, resiliently
isolated axial fan and moter assembly, a high termperature limit control, interfock door switch, and a built-in
disconnect switch. Sizes 30-125 also include a flame rollout safety switch. Operation is controlied through an
integrated circuit board, The circuit board monitors heater operation and has LED diagnostic indicator lights to
identify abnormalities in control functions.

The 45T ever separated combustion system in the commercial/industrial heating industry was introduced
on & Reznor heater in the 1960s, and that proven technology is continued in this new separated combustion
product. Model UDAS separated combustion units require installation of a specially designed combustion air/
vent system including the unigue concentric adapter box that allows for only one building penetration for both
the vent and combustion air.

The new V3 Series unit heaters are designed to provide all the features you expect in a Reznor heater plus
improved efficiency, easier installation, and a new look ~ both inside and out. Look for the unique white unit
with no visible front and bottom hardware, deep red louvers, biack side handle, and angled cornarto know you
have a genuine Reznor unit by Thomas & Betts.

STANDARD FEATURES

Sizes 30-400 certified for commercialfindustrial heating application

Sizes 30-125 carry an additional approval for use in residential garage/workshop heating applications
82-83% Thermal efficient ~ TOP in its classi

50-60°F Rise range

Teore? fitanium stabilized aluminized steel heat exchanger

Patented # single burner combustion system including a one-piece burner assembly
11511160 Supply vottage

115 Volt open fan motor with internal overload protection

Transformer for 24-volt controls

Integrated circuit board with diagnoestic indicator lights

Mulii-try direct ignition with timed lockout

Fan relay (included on the circuit board)

Single-stage natural gas valve (field adjustable for aperation to 9,000 fi. elevations)
Vibration/noise isolated fan and venter motors

Sealed controi compartment houses all electrical compenents

2-pt and 4-pt Suspension ~ sfandard on all sizes

Built-in disconnect switch (20A @ 115V Rating}

External terminal strip for 24-volt wiring

Sealed junction box for supply wiring

External gas connection

Fully gasketed door panel with safety door switch

Full fan guard ~ enginecred for safety

Improved cabinet design with less visible hardware
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OPTIONAL FEATURES -
FACTORY INSTALLED

ACCESSORIES - FIELD
INSTALLED
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Single-stage, propane gas valve (field adjustable for operation to 9,000 ft. elevation &}
Two-stage natural gas or propane gas valve - Sizes 60-400 Revewed for Code Compliance

409 or 316 Stainless steel heat exchangers Aoproved with Conditns
Totally enclosed fan motor (Sizes 30-250, 115V only) Date:  11/03/15 -

Harizontal or Vertical Combustion Airfvent Kit including concentric adapter »
Thermostat

Thermostat guard with tacking cover

Vertical louvers

Downturn nozzie kits

Gas conversfon kits (natural and propane)

Primary/secondary controls for zoning up to six units

Ceiling suspension kit - Sizes 30-125

Hanger kits for 1" pipe

Stepdown transformer (for 208/115, 230/115 or 460/115 supply voitage)
Manual shutoff valves

& & & 8 & RS

® Prassure switch change required for installations above 6,000 1t
€ Selection of eithar & horizental or vertica! combustion airfvent kit is required,

TECHNICAL DATA
Model UDAS %
Bize 30 45 &0 75 100 125 150 175 200 225 250 300 350 400
input Heating Capacity BTUH 30,000 | 45,000 | 60,000 | 75,000 | 105,000 | 120,000 | 150,000 | 175,000 | 200,000 | 225,000 | 250,000 | 300,000 | 350,000 | 400,000
P 9 -ap tkwh) | 8.8) |3y [ v [@eon] @oe [ G5 | ey | a3y | (588 | 859y | 783 | (87.9) [(oes) | (117.2)
Thermal Efficlancy (%) 32 83 833 83 83 83 53 83 83 83 83 83 83 83
Cutput Heating BTUH 24,600 | 37 350 | 49,800 | 62,250 | 87,150 | 98,600 | 124, 500 | 145,250 | 166,000 | 186,750 | 207 500 | 249,000 | 290,500 | 332,000
Capacity © (kwih) (7.2) | (10.8) | (14.6} | {18.2) | (25.5} {29.2) (36.5) {42.6} {48.7) (54.7) {608} {73.0) (85.1) {G7.3)
Gas Connection Natural 142 112 142 142 142 142 142 142 1/2 34 /4 34 34 2/4
(inches) Propane 1/2 172 1/2 172 1/2 142 12 142 1/2 34 3/4 3/4 344 3/4
s
}ient (_?onjn setion F {inches 4 4 4 4 4 4 5 5 5 5 5 & & &
Combustion Air Inlet * {inches
diameter) 4 4 4 4 4 4 & <] & 53 8 <] 5 &
Control Amps {24 volt) 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0 1.0
Full ioad Amps {115 volt) 1.9 2.4 2.4 3.3 3.9 5.1 3.8 3.8 4.5 7.5 7.5 1.0 11.0 11.0
Maximum Over Current Protection
{115v) 5 15 15 13 15 15 5 15 15 15 15 20 a0 20
Normal Power Consumption {watts)| 309 155 155 217 276 354 382 382 494 747 747 1086 1086 1086
(D,':;’harge Air Temperature Rise s0 | s5 [ s0 | s0 60 60 80 80 60 80 60 60 60 60
Air Volume CFM 456 629 768 861 1345 1637 1621 2242 2562 2882 3202 3643 4483 5123
Mi¥miny | 129 [ 178 [ [z ] @en | 435 | G4 | 635 | (725 | (81.6) | (80.7) | (108.8) [ (126.9) | (145.1)
Discharge Air Opening it .96 0.96 1.25 1.25 2.01 2.01 2.56 2.56 2.56 3.51 3.51 4.78 4.79 4.79
Area (M2) (0.09) | {0.09) | {0.12) | {0.12) | (0.19) { {0.19) ]| (0.24) | {0.24) | {0.24) | (0.33} | {0.33) | {0.45} | (0.45) | (0.45)
Output Velocity FPM 475 6556 616 770 668 763 752 877 1003 320 211 802 936 1083
(Mimin) | (145} { {200} | {188) | (235) | (204) {233) {223) {267) {306) {250} {278) (244) (285) (326)
Fan Motor HP # Open .02 0.03 0.03 0,06 1/30 1/20 1/6 1/6 1/6 174 174 12 12 142
Enclosad | 0.06 0.06 0.06 .06 1/4 1/4 1/4 1/4 154 /4 144 112 172 142
Fan Motor RPM 1550 | 1550 1550 1550 1050 1050 1050 1030 1030 1050 1050 1030 1050 1050
Fan Diameter inches 10 10 12 12 18 18 18 18 18 20 20 24 24 24
Sound Level d:ag ;@ 40 40 40 49 34 55 51 52 53 56 58 59 61 62
Approximate Net lbs 55 &0 68 73 97 102 173 188 188 204 216 270 285 307
Weight {kg) 2 | en | el 63 | ua {46} (78) {85) {85} {93) {28) (122 | ¢134) | (139)
Approximate Ship |bs 63 63 78 81 120 125 206 221 221 247 239 323 348 3680
Weight (kg) (29) (31) (34) {37) {54) {57} (93} {106) {100 {112) {117) {147) {158) {163)
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© CSA rating for altitudes to 2000 fL

£ Size shown is for gas conndction to 2 single stage gas valve, not supply line size.

* Smaller andfor |arger vant and combustion air pipe diameters may be allowed; refer to the Venting Installation Manual for Separated Combuston
Unlts, Form 1-V-8C, If vent diameter is differant from vent connechon, reducerfentargers will ba field-requirad.

@ MOP = 2,25 xiargsst motor FLA + remaining load. Answer is rounded down i the next size of commercially available circuit breaker or fuse,

# All other information in this table is based on a heater equipped with a standard 115 voll open fan mator,

For instaliations where dirt, dust, and other air borne contamination is present in the Indoor environment, i Is
racommendad 0 use separated combustion units (Model UDAS), These models use air from outside the spaca
for comhbustion. This wlil help reduce the build up of contaminates on the burner which would affect the combus-
tion procasy, Refer to the installat Is for fad freq il andf cleani
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DIMENSIONS
Model UDAS £1/16" (2mm) Reviewed for Code Compliance
Inspections Division
Size A B 5 D E F G H J K M N P Q R “"1"1;0?3(/%5
30,48 | 1218 | 2658 | 10 [131ane]| 25 [ 2796 | 5am6 | 612 | 211716 | a7 | 17am | 11116 | 4516 | 13 99/16 Date:____ '°2' 'Y
—3 80 1518 | 2858 | 13 [131ane| 57 [ 21ems [ 7we [ 612 | 512 | 378 | 1738 | 19416 | 45018 | 13 1012 | 314 | 21518
75 16178 | 2658 | 13 |1313n6 | 276 | 21916 | 778 | 612 | 512 | 37 | 17a@ | 11116 ] 4516 | 13 10172 | 314 | 21518
100 23 1/8 | 2658 | 21 |1313/M6 | 286/8 | 21916 | 1412 | 812 | s34 | 27/8 | 1738 | 11716 | 4518 | 13 10172 | 45/ |2 1516
125 2318 | 2658 | 21 [1313n6 | 29m | 2196 | 1412 | 612 | 83K | 378 | 1738 | 11716 § 4516 | 13 10172 | 458 321516
15‘;'0:]75’ 2018 | e | 18 23 a2 | 58 | su2 | a1 | s7me | 512 2518 ] 138 §sane | zeame | 1e3m | 4e |esns
235,250 | 26 1/8 | a8 are | 22 23 2 | /M8 | 12116 [813M16] @ 512 |2511/16 | 13/8 | 83HB | 222016 | 1558 | 6516 | B&Ae
3°E"‘Df°' 48 | a1 20 23 az | ssam |17wms| 9 [mene| vene |27 s 13 | Bame | 2236 | 183M8 | s | oM
Size A B C D E F G H J K M N P Q R 5 T
30,45 | (308} | (676} | (254)] {351y | (6w | (548 | (132r | (165 | (68 198) 441y | (17) § (110) | (330} | (243} | 73 | 0%
= 50 384y | (676} | (3201] (351) | (8%8) | (548) | (2om} | (168 | (140 | i98) @41y | (17 F (M0) | (330r | (267t | (83) | (7%
75 (384) | e7e} | (320} (351) | (702) | (548) | 200} | (168 | (14®) | (98) [41) | (17) | (M0) | (330r | (287) | (8% | (75
100 (587) | (676} | (5331 (351) | (re7) | 548) | (3681 | (16®) | (222 | (98) @41}y | (17 | Moy | (380) | (287) | {117 | (75}
125 #87) | 676} [ (533} | (a5t) | (746) | (548) | (3e8) | (165) | (222 | (9, 441y | (97} | 10y | (330 | (281 | (17 | {7%)
15%;"" 31y | torey | 4oe) ) se4y |87 | (eem | 218y | 2100 | ¢am | pesy | sz | @ | om | e | ey | r1om | 21y
225,250 | (664) | (970) | {559} | (584) |(1.087)| (899) | (382) | (224} | (2e9) | {1650 | (662 | (@51 | (208) | o641 | (387 | (141 | 21
S0 | wesn | ey [wea| sen [oen| om | wem | 2o | ooy | oees | gom | s | ooy | wey | e | s | em
M and N - Hanger Dimensions
for hoth 2-pt and 4-pt Suspensicn
N-f| (]
R - Hanger
Dimension for Combustion Air Connection
3 T 2Pt Suspension {see Technical Data for size)
P
E3
T R Thermostat S
Sreian -+
Pand Q- [ TOP VIEW . Poronton
) ng Fd + 60-125 Vertical)
Bimensions B
for4-pt @ 1 3/8™16 Female Thread |
Suspension - all sugpension points f
1
G J
4 |y b ——
| Line Voltage-1,_ | External “— Vent Connection
. . . . Inlet (connects i Le ! Gas {see Technical
T 1 sealed electrical box)} Connection  Data for size)
P ——r—— B —_—
| I & |
[ o f F !
T
- I * -
,-
E - RIGHT SIDE
-] VIEW
A€ FRONT {Access Panel) s
VIEW -~
- —
Bl m
— ]
CLEARANCE FROM Flug Access Non-Access
COMBUSTIBLES Top Connector Panel Side Bottom * Rear ¢
Size inches | mm | inches | mm | inches | mm | inches | mm | inches | mm | inches | mm
30-125 1 25 6 152 | 18 | 457 1 25 1 25 18 | 457
150-400 4 102 5 162 | 18 | 457 2 51 1 25 18 | 457

4 Access Panel dearance |s required for servce clearancs to controls

¥ Suspend the hagtar o that the bottom is & minimum of 5' {1.5M}) above the floor.
t Rear clearance is raquirsd for air movernant. Rear clearance should be measured from the fan motor,
Refer to Roznor web site www.RezSpac.com for ventingfinlet air rerjuirernents for Reznor Separatad Combustion Units
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