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2. PROVIDE MIN. 1/2" CLEARANCE BETWEEN CONCRETE SLAB AND GYPSUM WALL BOARD AND SEAL WITH ACOUSTIC
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UNDERSIDE OF STRUCTURE. PROVIDE BRACING AS REQUIRED. é|'3 NS 3. BRACE WALL ASSEMBLIES TO STRUCTURE ABOVE AT ALL DOORS AND ELSEWHERE AS REQUIRED. o o A%
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@ et 0 5. PROVIDE CONTINUOUS ACOUSTICAL SEALANT AT ALL PENETRATIONS (LE. ELECTRICAL BOXES, DUCTS, SPRINKLER |
‘ P HEADS, ETC.) IN WALLS, FLOORS AND CEILINGS. UTILIZE APPROPRIATE FIRE STOPPING / SEALANT MATERIALS o
P ONLY AT FIRE—RATED ASSEMBLIES. "
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?? 6.  SEAL ALL PENETRATIONS IN VAPOR BARRIER, (EXTERIOR WALLS, BOTTOM OF TRUSS AND CONCRETE z
10 SLAB—ON—GRADE) AS REQUIRED, WITH APPROVED SEALERS, INSULATION AND TAPES.
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GD | PROVIDE FIRE SAFING SYSTEM / MATERIAL AT ALL PENETRATIONS THROUGH FIRE-RATED ASSEMBLIES. UTILIZE L — % LOo%3:
CONTINUOUS SOUND ATTENUATION BATTS. = TE ==2313
GE =l ONLY AND CONFORM TO UL TESTED AND APPROVED DETAILING AND METHODS APPROPRIATE FOR THE CONDITION A z 3piig
BOTH SIDES: E =\ AT HAND. COORDINATE PROPOSED SAFING SYSTEMS AND MATERIALS FOR APPROPRIATENESS AND COMPATIBILITY éﬁ — 235n¢
. I _ L v DO
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ONE_SIDE: ) D | APPLICATION OF FIRE STOPPING AND FIRE SAFING MATERIALS. THIS CONTRACTOR SHALL BE "CERTIFIED” IN THE .y
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(1) LAYER 5/8" TYPE "X" GYPSUM WALL BOARD, FULL HEIGHT | E 5. LABELING OF RATED ASSEMBLIES: Z rz
| 0 THE CONTRACTOR SHALL LABEL ALL RATED ASSEMBLIES AS SHOWN BELOW. =Z | 35 5z
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1) APPLY STENCILS TO EACH FIRE-RATED WALL IN THE FACILITY. > v =)
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2) STENCILS SHALL BE APPLIED SO THAT THE BOTTOM OF THE LETTERS ARE 6" ABOVE THE CEILING GRID <| O = |4
AND @ EVERY 10°—=0” 0.C. ALONG THE LENGTH OF THE WALL. | B %
3) WHERE THERE IS NOT A CEILING GRID, STENCILS SHALL BE APPLIED 11’-0" A.F.F., AND @ EVERY Nl E 5
10'-0" ON CENTER ALONG THE LENGTH OF THE WALL. <
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