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RECESSED, LENSED LED FIXTURE. 

LIGHT FIXTURES LEGEND
FIXTURES ARE SHOWN FOR COORDINATION PURPOSES ONLY.  LAYOUT IS 
NOT EXTENSIVE. REFER TO ELECTRICAL DRAWINGS AND SPECIFICATIONS 
FOR MORE DETAILS. 

RECESSED LED DOWNLIGHT FIXTURE. 

MECHANICAL LEGEND
EQUIPMENT IS SHOWN FOR COORDINATION PURPOSES ONLY.  LAYOUT IS 
NOT EXTENSIVE. REFER TO MECHANICAL DRAWINGS AND SPECIFICATIONS 
FOR MORE DETAILS. 

8'-0"

C1 Indicates ceiling type 
Indicates ceiling height 
from finish floor to underside 
of ceiling finish

CEILING TYPES

CEILING LEGEND

Painted  1 hour rated GWB ceiling 

Suspended acoustical ceiling tiles.  

Exposed Structure

C3

Suspended acoustical ceiling tiles. w/ 
1 HOUR RATED GWB on framing above

SURFACE MNTD LED FIXTURE. 

PENDANT LED FIXTURE. 

EXIST'G 
PRO-SHOP

EXIST'G 
MGR.

EXIST'G 
STOR.

EXIST'G 
EQUIPMENT 
STORAGE

Roof Below

Painted GWB Soffit- See details

Suspended acoustical ceiling tiles. w/ 1 HOUR 
RATED GWB ceiling on wood roof trusses.   
UL Des L538: RC-1 mtl resilient channels at 16" 
o.c. run across bottom chord  of trusses with 5/8" 
Fire Core GWB w/ finished joints.

8'-6"

C3

8'-0"

C4

C4 Suspended acoustical ceiling tiles. w/ 1 HOUR 
RATED GWB ceiling on wood floor joists above.   
GA File # FC 5406: (2) layers 5/8" Fire Core GWB 
attached to underside of joists. Offest joints on 
2nd layer 24" from first layer. Finish joints.

C5  1 HOUR RATED GWB ceiling on wood floor 
joists above.  GA File # FC 5406: (2) layers 5/8" 
Fire Core GWB attached to underside of joists. 
Offest joints on 2nd layer 24" from first layer. 
Finish joints.
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C6 Exposed Existing wood joists
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C6

C1 Suspended acoustical ceiling tiles. Scrubbable 
Type approved for use in food service areas.
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C2 Suspended acoustical ceiling tiles. 
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