1. FOR THE PURPOSE OF CONSTRUCTION DRAWING, THE FOLLOWING 15. ALL STRUCTURAL STEEL WORK SHALL BE DETAILED, FABRICATED AND
1. THE SUBCONTRACTOR SHALL REVIEW AND INSPECT THE DEFINITIONS SHALL APPLY: ERECTED IN ACCORDANCE WITH AISC SPECIFICATIONS. ALL STRUCTURAL
EXISTING FACILITY GROUNDING SYSTEM AND LIGHTNING CONTRACTOR — SAl STEEL SHALL BE ASTM A36 (Fy = 36 ksi) UNLESS OTHERWISE NOTED.
PROTECTION SYSTEM (AS DESIGNED AND INSTALLED) FOR SUBCONTRACTOR — GENERAL CONTRACTOR (CONSTRUCTION) PIPES SHALL BE ASTM A53 TYPE E (Fy = 36 ksi). ALL STEEL EXPOSED
STRICT COMPLIANCE WITH THE NEC (AS ADOPTED BY THE OWNER — AT&T MOBILITY TO WEATHER SHALL BE HOT DIPPED GALVANIZED. TOUCHUP ALL SCRATCHES Reviewed for Code Compliance
_ AND OTHER MARKS IN THE FIELD AFTER STEEL IS ERECTED USING A Inspections Division
AHY), THE SITE-SPECIFIC (UL, LPI, OR NFPA) LIGHTING 2. PRIOR TO THE SUBMISSION OF BIDS, THE BIDDING SUBCONTRACTOR SHALL COMPATIBLE ZINC RICH PAINT. Approved with Conditions
PROTECTION CODE, AND GENERAL COMPLIANCE WITH VISIT THE CELL SITE TO FAMILIARIZE WITH THE EXISTING CONDITIONS AND TO
TELCORDIA AND TIA GROUNDING STANDARDS. THE CONFIRM THAT THE WORK CAN BE ACCOMPLISHED AS SHOWN ON THE 16. CONSTRUCTION SHALL COMPLY WITH UMTS SPECIFICATIONS AND Date: 03/27/14
SUBCONTRACTOR SHALL REPORT ANY VIOLATIONS OR CONSTRUCTION DRAWINGS. =~ ANY DISCREPANCY FOUND SHALL BE BROUGHT TO "GENERAL CONSTRUCTION SERVICES FOR CONSTRUCTION OF AT&T MOBILITY :
ADVERSE FINDINGS TO THE CONTRACTOR FOR RESOLUTION. THE ATTENTION OF CONTRACTOR. SITES.”
3. ALL MATERIALS FURNISHED AND INSTALLED SHALL BE IN STRICT
2. ALL GROUND ELECTRODE SYSTEMS (INCLUDING ACCORDANCE WITH ALL APPLICABLE CODES, REGULATIONS, AND ORDINANCES. E:Z,'NSH%%OSNTFBQ%OF}OS%%MEE@& *}';h']YE@E;EGAELMEP&%%@DOF
TELECOMMUNICATION, RADIO, LIGHTNING PROTECTION, AND SUBCONTRACTOR SHALL ISSUE ALL APPROPRIATE NOTICES AND COMPLY WITH EXISTING GONSTRUCTION SHOWN ON THE DRAWINGS MUST BE VERIFIED.
AC POWER GES'S) SHALL BE BONDED TOGETHER, AT OR ALL LAWS, ORDINANCES, RULES, REGULATIONS, AND LAWFUL ORDERS OF ANY SUBCONTRACTOR SHALL NOTIFY THE CONTRACTOR OF ANY DISCREPANCIES
PUBLIC AUTHORITY REGARDING THE PERFORMANCE OF THE WORK. ALL WORK PRIOR TO ORDERING MATERIAL OR PROCEEDING WITH GONSTRUGTION
BELOW GRADE, BY TWO OR MORE COPPER BONDING CARRIED OUT SHALL COMPLY WITH ALL APPLICABLE MUNICIPAL AND UTILITY :
CONDUCTORS IN ACCORDANCE WITH THE NEC. COMPANY SPECIFICATIONS AND LOCAL JURISDICTIONAL CODES, ORDINANCES AND 18. THE EXISTING CELL SITE IS IN FULL COMMERCIAL OPERATION. ANY
APPLICABLE REGULATIONS. CONSTRUCTION WORK BY SUBCONTRACTOR SHALL NOT DISRUPT THE EXISTING
3. THE SUBCONTRACTOR SHALL PERFORM IEEE NORMAL OPERATION. ANY WORK ON EXISTING EQUIPMENT MUST BE
FALL-OF—POTENTIAL RESISTANCE TO EARTH TESTING (PER IEEE #b SZ%‘V‘\’,V"‘(‘)%STLRT_:O\QREE HERE ARE NOT TO BE SCALED AND ARE INTENDED COORDINATED WITH CONTRACTOR. ALSO, WORK SHOULD BE SCHEDULED FOR
1100 AND 81) FOR NEW GROUND ELECTRODE SYSTEMS. THE ﬁﬁr égphmgmﬂ-: MAINTENANCE WINDOW USUALLY IN LOW TRAFFIC PERIODS
SUBCONTRACTOR SHALL FURNISH AND INSTALL 5. UNLESS NOTED OTHERWISE, THE WORK SHALL INCLUDE FURNISHING :
SUPPLEMENTAL GROUND ELECTRODES AS NEEDED TO Xf[%éﬁﬁ%‘ﬁfgvI,@E’I%Rgg"‘gncﬁt AISIRE)AWLI?\I%%R NECESSARY TO COMPLETE 19. SINCE THE CELL SITE IS ACTIVE, ALL SAFETY PRECAUTIONS MUST BE
ACHIEVE A TEST RESULT OF 5 OHMS OR LESS. : TAKEN WHEN WORKING AROUND HIGH LEVELS OF ELECTROMAGNETIC
6. "KITTING LIST” SUPPLIED WITH THE BID PACKAGE IDENTIFIES ITEMS THAT RADUTION.  EQUIPMENT SHOULD BE SHUTDOWN PRIOR TO PERFORMING ANY
. WORK THAT COULD EXPOSE THE WORKERS TO DANGER. PERSONAL RF
4, METAL RACEWAY SHALL NOT BE USED AS THE NEC WILL BE SUPPLIED BY CONTRACTOR. ITEMS NOT INCLUDED IN THE BILL OF EXPOSURE MONITORS ARE ADVISED TO BE WORN TO ALERT OF ANY
REQUIRED EQUIPMENT GROUND CONDUCTOR. STRANDED MATERIALS AND KITTING LIST SHALL BE SUPPLIED BY THE SUBCONTRACTOR. DANGEROUS EXPOSURE LEVELS.
COPPER CONDUCTORS WITH GREEN INSULATION, SIZED IN 7. THE SUBCONTRACTOR SHALL INSTALL ALL EQUIPMENT AND MATERIALS IN 20. APPLICABLE BUILDING CODES:
ACCORDANCE WITH THE NEC, SHALL BE FURNISHED AND ACCORDANCE WITH MANUFACTURER’S RECOMMENDATIONS UNLESS SPECIFICALLY SUBCONTRACTOR’S WORK SHALL COMPLY WITH ALL APPLICABLE NATIONAL,
INSTALLED WITH THE POWER CIRCUITS TO BTS EQUIPMENT. STATED OTHERWISE. STATE, AND LOCAL CODES AS ADOPTED BY THE LOCAL AUTHORITY HAVING
JURISDICTION (AHJ) FOR THE LOCATION. THE EDITION OF THE AHJ ADOPTED
8. IF THE SPECIFIED EQUIPMENT CANNOT BE INSTALLED AS SHOWN ON THESE
5. EACH BTS CABINET FRAME SHALL BE DIRECTLY DRAWINGS, THE SUBCONTRACTOR SHALL PROPOSE AN ALTERNATIVE INSTALLATION  Somii covERN THE orsian T ON THE DATE OF CONTRACT AWARD
CONNECTED TO THE MASTER GROUND BAR WITH GREEN SPACE FOR APPROVAL BY THE CONTRACTOR. SUILDING GODE. MAINE UNIFORM BUILDING CODE
INSULATED SUPPLEMENTAL EQUIPMENT GROUND WIRES, #2 ELECTRICAL CODE: REFER TO ELECTRICAL DRAWINGS
AWG STRANDED COPPER OR LARGER FOR INDOOR BTS 2 AWG 9. SUBCONTRACTOR SHALL DETERMINE ACTUAL ROUTING OF CONDUIT, POWER LIGHTNING CODE: REFER TO ELECTRICAL DRAWINGS
STRANDED COPPER FOR OUTDOOR BTS AND T1 CABLES, GROUNDING CABLES AS SHOWN ON THE POWER, GROUNDING
: AND TELCO PLAN DRAWING. SUBCONTRACTOR SHALL UTILIZE EXISTING TRAYS .
AND/OR SHALL ADD NEW TRAYS AS NECESSARY. SUBCONTRACTOR SHALL ngfo%fL%A%TT%SAR“{%RK SHALL COMPLY WITH THE LATEST EDITION OF THE
6. EXOTHERMIC WELDS SHALL BE USED FOR ALL GROUNDING CONFIRM THE ACTUAL ROUTING WITH THE CONTRACTOR. :
CONNECTIONS BELOW GRADE. .
10. THE SUBCONTRACTOR SHALL PROTECT EXISTING IMPROVEMENTS, é@gﬁ'lg’éuEﬁ%‘cﬁgl.\r,Es'Tﬁ‘EJgT%TgAl_(AggNg;g-rE?U'LD'NG CODE \\\\\“‘"“"’ll
7. APPROVED ANTIOXIDANT COATINGS (LE., CONDUGTVE GEL PAVEMENTS, CURBS, LANDSCAPING AND STRUCTURES. ANY DAMAGED PART ; \\\\\‘ xE OF A,lq'll,,’
: E. SHALL BE REPAIRED AT SUBCONTRACTOR'S EXPENSE TO THE SATISFACTION OF K B e,
OR PASTE) SHALL BE USED ON ALL COMPRESSION AND OWNER. AMERICAN INSTITUTE OF STEEL CONSTRUCTION (A|SC) \\\\ é.".‘ I,”
BOLTED GROUND CONNECTIONS. . S 7 2
11. SUBCONTRACTOR SHALL LEGALLY AND PROPERLY DISPOSE OF ALL SCRAP MANUAL OF STEEL CONSTRUCTION, ASD, NINTH EDITION; S 7 MARCR 2z
- i % -
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EXOTHERMICALLY BONDED OR BOLTED TO THE BRIDGE AND DESIGNATED LOCATION. STRUCTURAL STANDARDS FOR STEEL E SO No.12540 iTE
THE TOWER GROUND BAR. 2 q . in8
ANTENNA TOWER AND ANTENNA SUPPORTING STRUCTURES; REFER =0% i XS
o, ALUMINUM CONDUCTOR OR COPPER CLAD STEEL 12. SUBCONTRACTOR SHALL LEAVE PREMISES IN CLEAN CONDITION. TO ELECTRICAL DRAWINGS FOR SPECIFIC ELECTRICAL STANDARDS. %”/oo % o Q éﬁ,‘/‘g‘
. I 4 &
CONDUCTOR SHALL NOT BE USED FOR GROUNDING m:-:s:&ll\h?oggNRcERrErgﬁEgTFTTL\jVT%RKAaHAIE,IB 1BE DONE IN ACCORDANCE WITH FOR ANY CONFLICTS BETWEEN SECTIONS OF LISTED CODES AND STANDARDS %, SENS G\\\\\
CONNEGTIONS (Acl) 301. REGARDING MATERIAL, METHODS OF CONSTRUCTION, OR OTHER I/,, SON AL ?, \\\
: REQUIREMENTS, THE MOST RESTRICTIVE REQUIREMENT SHALL GOVERN. iy, W
14. ANY NEW CONCRETE NEEDED FOR THE CONSTRUCTION SHALL BE WHERE. THERE IS CONFLICT BETWEEN A GENERAL REQUIREMENT AND A MW
10. MISCELLANEOUS ELECTRICAL AND NON—ELECTRICAL égchggﬁzA'u%%KANs% ASLEAII_BII_-: %%ﬁl—:A]%O?«CE%IRSXEEEGWTF?TA? ﬁ”g%wé'-'- SPECIFIC REQUIREMENT, THE SPECIFIC REQUIREMENT SHALL GOVERN.
METAL BOXES, FRAMES AND SUPPORTS SHALL BE BONDED REQUIREMENTS
TO THE GROUND RING, IN ACCORDANCE WITH THE NEC. ' .
11. METAL CONDUIT SHALL BE MADE ELECTRICALLY
CONTINUOUS WITH LISTED BONDING FITTINGS OR BY ABBREVIATIONS
BONDING ACROSS THE DISCONTINUITY WITH 6 AWS COPPER
AGL ABOVE GRADE LEVEL F FUTURE RE REQUIRED
WIRE UL APPROVED GROUNDING TYPE CONDUIT CLAMPS. ® Q Q
AWG  AMERICAN WIRE GAUGE G.C. GENERAL CONTRACTOR RF RADIO FREQUENCY
12. ALL NEW STRUCTURES WITH A FOUNDATION AND/OR FOOTING HAVING BCW  BARE COPPER WIRE MGB  MASTER GROUND BUS RRH REMOTE RADIO HEAD
20 FT. OR MORE 1/2" OR GREATER ELECTRICALLY CONDUCTIVE BTS BASE TRANSCEIVER STATION MIN MINIMUM TBD TO BE DETERMINED
REINFORCING STEEL MUST HAVE IT BONDED TO THE GROUND RING
USING AN EXOTHERMIC WELD CONNECTION USING #2 AWG SOLID (€ EXISTING P) PROPOSED/NEW TBR  TO BE REMOVED
TINNED COPPER GROUND WIRE, PER NEC 250.50 EG EQUIPMENT GROUND N.T.S.  NOT TO SCALE TBRR I\gDBEEgangggD
EGR  EQUIPMENT GROUND RING REF REFERENCE
TYP TYPICAL
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