MODIFICATION NOTES:

1. IF THE EXISTING CONDITIONS ARE NOT AS REPRESENTED ON THESE DRAWINGS, MASER
CONSULTING SHOULD BE CONTACTED IMMEDIATELY TO RE—RVALUATE THE STRUCTURE
BASED ON THE FIELD CONDITIONS AND DIMENSIONS FOUND.
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2. IT IS ASSUMED THAT ANY STRUCTURAL MODIFICATION WORK SPECIFIED ON THESE
DRAWINGS WILL BE ACCOMPLISHED BY KNOWLEDGEABLE WORKMEN WITH TOWER
CONSTRUCTION EXPERIENCE.

) 3. THIS DRAWING DOES NOT INDICATE THE METHOD OF CONSTRUCTION. THE CONTRACTORS Revie”,ﬁ,i‘;i‘;;ﬁ‘;‘:%fjs’{‘oﬂiance
B> 8 Feisting 2.0 STD SHALL SUPERVISE AND DIRECT THE WORK AND THEY SHALL BE SOLELY RESPONSIBLE Apptor it Gandtons
T-Bracket e FOR ALL CONSTRUCTION MEANS, METHODS, TECHNIQUES, SEQUENCES, AND
, ) . PROCEDURES. 0517116
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4. CONTRACTOR SHALL VERIFY PLACEMENT OF ALL NEW PIECES FOR ADEQUATE FIT,
CLEARANCES, AND DESIGN INTENT BEFORE FABRICATION STARTS.
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5. IT IS THE CONTRACTOR'S SOLE RESPONSIBILITY TO DETERMINE THE ERECTION
PROCEDURE AND SEQUENCE TO INSURE THE STABILITY, SAFETY OF THE STRUCTURE
AND MOUNTS (AS APPLICABLE), AND THE ADEQUACY OF TEMPORARY OR INCOMPLETE

CONNECTIONS DURING CONSTRUCTION. Smc rtl l n k

— — — — 6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR INITIATING, MAINTAINING, AND 1362 MELLON ROAD
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, SUPERVISING ALL SAFETY PRECAUTIONS AND PROGRAMS IN CONNECTION WITH THE HANGYER A0 76
PROPOSED T-BRACKET %, 2 ‘ L WORK. THIS INCLUDES WHATEVER PROVISIONS NEED TO BE TAKEN TO PROTECT THE TEL: (410) SE2.6043 - FAX: (443) 2212962
FROM REINFORCEMENT KIT \'/\' PROPOSED SITE PRO PROPERTY IN THE VICINITY OF THE TOWER DURING CONSTRUCTION. ‘ '
(SEE CONNECTION DETAIL) Sk PART# UBI212 OR
N APPROVED EQUAL 112" 7. DURING CONSTRUCTION THE CONTRACTOR SHALL COORDINATE WITH THE
S oLr T iy TOWER/STRUCTURE OWNER AND CORDON OFF AREAS BELOW AND AROUND THE WORK & )
NUTLOCK WASHER TO PREVENT INJURY TO PERSONS AND/OR PROPERTY. DAMAGES RESULTING FROM THE
PROPOSED T-BRACKET CENTERED ON ANGLE CONTRATORS WORK SHALL BE REPAIRED AT TEH CONTRACTORS EXPENSE. \ ) at &t
FROM REINFORCEMENT KIT O (MIN. 1.5" EDGE DISTANCE) 8. BACKCHARGES FOR CORRETIVE WORK OR REPLACEMENT MATERIALS WILL NOT BE \/
ACCEPTED UNLESS EXPRESSLY AUTHORIZED BY MASER CONSULTING BEFORE ANY SUCH || ==
¢% ffffff COSTS ARE INCURRED.
v 9. POST CONSTRUCTION INSPECTION TO BE COMPLETED BY OTHERS. NEW CINGULAR WIRELESS PCS, LLC
550 COCHITUATE ROAD
10.ALL FIELD CONNECTIONS, UNLESS NOTED OTHERWISE , SHALL BE BOLTED. FRAMINGHAM, MA 01701
11.CUTTING OR BURNING OF STEEL IN THE FIELD IS STRICTLY PROHIBITED.
PROPOSED T-BRACKET %
@ @ FROM REINFORCEMENT KIT 12.WHERE STEEL IS IN CONTACT WITH ALUMINUM PROVIDE ADEQUATE BARRIER TO S e
B PREVENT OXIDATION OF THE STEEL AND ALUMINUM. rbelow,
allbefore you diz. —
PLAN VIEW CONNECTION DETAIL 13.ALL BOLT HOLES SHALL BE 15" LARGER THAN BOLT DIAMETER. ALL BOLTS SHALL HAVE FOR STATE SPECIC DIRECT PHONE NUMBERS VST
e ONE FLAT WHASER, ONE LOCK WASHER, AND ONE NUT UNLESS NOTED OTHERWISE. { v caan con
14.COMPLY WITH ALL APPLICABLE REQUIREMENTS OF THE CURRENT EDITIONS OF THE (" assomn [T isvwonn |
FOLLOWING STANDARDS AND CODES:

14.1. AMERICAN INSTITURE OF STEEL CONSTRUCTION (AISC) "SPECIFICATIONS FOR THE
DESIGN, FABRICATION, AND ERECTION OF STRUCTURAL STEEL FOR BUILDINGS".

275" 14.2. AMERICAN IRON AND STEEL INSTITUTE (AISI) "DESIGN OF COLD FORMED STEEL

: STRUCTURAL MEMBERS".

14.3. ASTM A563—-04 "STANDARD SPECIFICATION FOR CARBON AND ALLOY STEEL NUTS™.

14.4. ASTM F436—-03 "STANDARD SPECIFICATION FOR HARDENED STEEL WASHERS”

14.5. ASTM A325-04 "STANDARD SPECIFICATION FOR STRUCTURAL BOLTS, STEEL, HEAT
TREATED, 138 KSI MENIMUM TENSILE STRENGTH”. !

14.6. ASTM A153/A153M—09 "STANDARD SPECIFICATION FOR ZINC COATING (HOT—-DIP) ON 0
IRON AND STEEL HARDWARE”.

14.7.ASTM 123/A1123M—09 "STANDARD SPECIFICATION FOR ZINC (HOT-DIP GALVANIZED) —
COATINGS ON IRON AND STEEL PRODUCTS”. )
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15.ALL STEEL WORK SHALL BE ASTM A572 GRADE 50 FOR W-FLANGE SECTIONS AND A36
FOR ALL OTHER SHAPES AND GALVANIZED UNLESS NOTED OTHERWISE, GALVANIZED

PROPOSED T-BRACKET

FROM REINFORCEMENT KIT ‘ L L COATING THICKNESS TO BE G90. = =
Existi 2.0 STD PIPE =5 3
(SEE CONNECTION DETAIL) xstng @ 16.SHOP WELDING SHALL BE PERFORMED BY WELDERS THAT ARE CERTIFIED (AWS EDY; S
PROPOSED SITE PRO "STANDARD QUALIFICATION PROCEDURE”) TO PERFORM THE TYPE OF WORK REQUIRED. Z PSS
PART# UBI212 OR | WELDS SHALL CONFORM TO AMERICAN WELDING SOCIETY (AWS) D1.1 “STRUCTURAL % AV S
APPROVED EQUAL 172" ¢ WELDING CODE — STEEL”. PROVIDE THE MINIMUM SIZE PER PART 8 IN THE AISC Ay T,
PROPOSED PLATFORM leJ-fo?CL)TCEV\'/T&S'LEé "MANUAL OF STEEL CONSTRUCTION”, LRFD 3RD EDITION, WHEN WELD SIZES ARE NOT THEYA??@@%&%@%%%FTHE
REINFORCEMENT SITE PRO PART # - SHOWN. USE E70XX ELECTRODES FOR ALL WELDING. RESPONSIBLE Ll ém;ﬂm Fﬁ“\\\ NGINEER, TO
PRK-1245L OR APPROVED EQUAL | CENTERED ON ANGLE L ALTER THI IMENT.
(MIN. 1.5" EDGE DISTANCE) 17 ALL CONNECTIONS, UNLESS OTHERWISE NOTED, SHALL BE CONSTRUCTION WITH A /
— MINIMUM EDGE DISTANCE OF 1 1/2 INCHES AND BOLT SPACING OF 3 INCHES. SITE NAME:
NORTH PORTLAND
- 18.UNLESS NOTED OTHERWISE ALL BOLTS SHALL BE INSTALLED WITH HEADS UP OR
Existing Monopole TOWARD THE OUTSIDE FACE, AND NUTS DOWN OR ON THE SIDE MOST PROTECTED FA10096382
FROM WEATHER. SITE # MEL05015
CROWN CASTLE SITE #856245
19.USE PRECAUTIONS & PROCEDURES PER AWS D1.1 WHEN WELDING GALVANIZED
MATERIALS. AT COMPLETION OF WELDING, ALL DAMAGE TO GALVANIZED COATING SHALL
BE REPAIRED. 1340 RIVERSIDE STREET
20.TOUCHUP ALL DAMAGE GALVANIZED STEEL WITH COLD ZINC, "GALVANOX”, "DRY GALV.”, COZ?\,')‘TTYLQE?:‘UPEB%‘:&ND
"ZINC—IT” OR APPROVED EQUIVALENT, IN ACCORDANCE WITH MANUFACTURER’S
SECTION B-B GUIDELINES. TOUCHUP DAMAGED NON GALVANIZED STEEL WITH SAME PAINT APPLIED IN ;
—_— SHOP OR FIELD.
MT. ARLINGTON OFFICE
21.ALL STRUCTURAL STEEL SHALL BE DETAILED, FABRICATED AND ERECTED IN » 400 Vally Road
ACCORDANCE WITH THE CURRENT EDITION OF AISC "SPECIFICATIONS FOR DESIGN, Mo A, Ny 07656
FABRICATION AND ERECTION OF STRUCTURAL STEEL FOR BUILDINGS — LOAD AND one; 973,398
ELEVATION A-A RESISTANCE FACTOR DESIGN”. ve Somm@mse;m:ﬂ:t:”
22.MEMBERS SHALL BE LAID PLUMB AND TRUE AS SHOWN ON THE DRAWINGS. (e e
23.COPE ALL FRAMING AT ENDS AS NECESSARY, UNLESS NOTED OTHERWISE. STRUCTURAL DETAILS

24.THE GENERAL CONTRACTOR AND THEIR SUBCONSULTANTS SHALL BE RESPONSIBLE FOR
OBTAINING ALL PERMITS AND INSPECTIONS WHICH MAY BE REQUIRED FOR THE WORK. |S”E”N“Mm 5 ]




