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THE SUBCONTRACTOR SHALL REVIEW AND INSPECT THE EXISTING FACILITY GROUNDING
SYSTEM (AS DESIGNED AND INSTALLED) FOR STRICT COMPLIANCE WITH THE NEC (AS

ADOPTED BY THE AHJ), THE SITE-SPECIFIC (UL, LPI, OR NFPA) LIGHTING PROTECTION
CODE, AND GENERAL COMPLIANCE WITH TELCORDIA AND TIA GROUNDING STANDARDS.

THE SUBCONTRACTOR SHALL REPORT ANY VIOLATIONS OR ADVERSE FINDINGS TO THE
CONTRACTOR FOR RESOLUTION.

ALL GROUND ELECTRODE SYSTEMS (INCLUDING TELECOMMUNICATION, RADIO, LIGHTNING
PROTECTION, AND AC POWER GES'S) SHALL BE BONDED TOGETHER, AT OR BELOW
GRADE, BY TWO OR MORE COPPER BONDING CONDUCTORS IN ACCORDANCE WITH THE
NEC.

THE SUBCONTRACTOR SHALL PERFORM IEEE FALL—OF—POTENTIAL RESISTANCE TO
EARTH TESTING (PER IEEE 1100 AND 81) FOR GROUND ELECTRODE SYSTEMS. THE
SUBCONTRACTOR SHALL FURNISH AND INSTALL SUPPLEMENTAL GROUND ELECTRODES
AS NEEDED TO ACHIEVE A TEST RESULT OF 50 HMS OR LESS.

THE SUBCONTRACTOR IS RESPONSIBLE FOR PROPERLY SEQUENCING GROUNDING AND
UNDERGROUND CONDUIT INSTALLATION AS TO PREVENT ANY LOSS OF CONTINUITY IN
THE GROUNDING SYSTEM OR DAMAGE TO THE CONDUIT.

METAL CONDUIT AND TRAY SHALL BE GROUNDED AND MADE ELECTRICALLY
CONTINUOUS WITH LISTED BONDING FITTINGS OR BY BONDING ACROSS THE
DISCONTINUITY WITH #6 AWG COPPER WIRE UL APPROVED GROUNDING TYPE CONDUIT
CLAMPS.

METAL RACEWAY SHALL NOT BE USED AS THE NEC REQUIRED EQUIPMENT GROUND
CONDUCTOR. STRANDED COPPER CONDUCTORS WITH GREEN INSULATION, SIZED IN
ACCORDANCE WITH THE NEC, SHALL BE FURNISHED AND INSTALLED WITH THE POWER
CIRCUITS TO BTS EQUIPMENT.

EACH BTS CABINET FRAME SHALL BE DIRECTLY CONNECTED TO THE EQUIPMENT
GROUND RING WITH GREEN INSULATED SUPPLEMENTAL EQUIPMENT GROUND WIRES, 6
AWG STRANDED COPPER OR LARGER FOR INDOOR BTS; 2 AWG STRANDED COPPER
FOR OUTDOOR BTS.

CONNECTIONS TO THE GROUND BUS SHALL NOT BE DOUBLED UP OR STACKED. BACK
TO BACK CONNECTIONS ON OPPOSITE SIDES OF THE GROUND BUS ARE PERMITTED.

ALL EXTERIOR GROUND CONDUCTORS BETWEEN EQUIPMENT/GROUND BARS AND THE
GROUND RING, SHALL BE #2 AWG SOLID TINNED COPPER UNLESS OTHERWISE
INDICATED.

. ALUMINUM CONDUCTOR OR COPPER CLAD STEEL CONDUCTOR SHALL NOT BE USED

FOR GROUNDING CONNECTIONS.

. USE OF 90" BENDS IN THE PROTECTION GROUNDING CONDUCTORS SHALL BE AVOIDED

WHEN 45 BENDS CAN BE ADEQUATELY SUPPORTED. ALL BENDS SHALL BE MADE
WITH 12" RADIUS OR LARGER.

. EXOTHERMIC WELDS SHALL BE USED FOR ALL GROUNDING CONNECTIONS BELOW

GRADE.

. ALL GROUND CONNECTIONS ABOVE GRADE (INTERIOR) SHALL BE FORMED USING HIGH

PRESS CRIMPS EXCEPT FOR GROUND BAR CONNECTION FROM MGB TO OUTSIDE
EXTERIOR GROUND SHALL ALL BE CADWELD CONNECTIONS.

. COMPRESSION GROUND CONNECTIONS MAY BE REPLACED BY EXOTHERMIC WELD

CONNECTIONS.

. ICE BRIDGE BONDING CONDUCTORS SHALL BE EXOTHERMICALLY BONDED TO THE

TOWER GROUND BAR.

. APPROVED ANTIOXIDANT COATINGS (l.E. CONDUCTIVE GEL OR PASTE) SHALL BE USED

ON ALL COMPRESSION AND BOLTED GROUND CONNECTIONS.

. ALL EXTERIOR AND INTERIOR GROUND CONNECTIONS SHALL BE COATED WITH A

CORROSION RESISTANT MATERIAL.

. MISCELLANEOUS ELECTRICAL AND NON—ELECTRICAL METAL BOXES, FRAMES AND

SUPPORTS SHALL BE BONDED TO THE GROUND RING, IN ACCORDANCE WITH THE NEC.

. BOND ALL METALLIC OBJECTS WITHIN 6 FT OF MAIN GROUND WIRES WITH 1—-#2 AWG

TIN—PLATED COPPER GROUND CONDUCTOR.

GROUND CONDUCTORS USED IN THE FACILITY GROUND AND LIGHTNING PROTECTION
SYSTEMS SHALL NOT BE ROUTED THROUGH METALLIC OBJECTS THAT FORM A RING
AROUND THE CONDUCTOR, SUCH AS METALLIC CONDUITS, METAL SUPPORT CLIPS OR
SLEEVES THROUGH WALLS OR FLOORS. WHEN IT IS REQUIRED TO BE HOUSED IN
CONDUIT TO MEET CODE REQUIREMENTS OR LOCAL CONDITIONS, NON—METALLIC
MATERIAL SUCH AS PVC PLASTIC CONDUIT SHALL BE USED. WHERE USE OF METAL
CONDUIT IS UNAVOIDABLE (E.G. NON—METALLIC CONDUIT PROHIBITED BY LOCAL CODE)
THE GROUND CONDUCTOR SHALL BE BONDED TO EACH END OF THE METAL CONDUIT.

ALL NEW STRUCTURES WITH A FOUNDATION AND/OR FOOTING HAVING 20 FT. OR
MORE OF 1/4” IN. OR GREATER ELECTRICALLY CONDUCTIVE REINFORCING STEEL MUST
HAVE IT BONDED TO THE GROUND RING USING AN EXOTHERMIC WELD CONNECTION
USING #2 AWG SOLID BARE TINNED COPPER GROUND WIRE, PER NEC 250.50.

FOR THE PURPOSE OF CONSTRUCTION DRAWING, THE FOLLOWING
DEFINITIONS SHALL APPLY:

CONTRACTOR — SMARTLINK
SUBCONTRACTOR — GENERAL CONTRACTOR (CONSTRUCTION)
OWNER — AT&T (NEW CINGULAR WIRELESS PCS, LLC)

ALL SITE WORK SHALL BE COMPLETED AS INDICATED ON THE DRAWINGS
AND PROJECT SPECIFICATIONS.

DRAWINGS PROVIDED HERE ARE NOT TO BE SCALED AND ARE INTENDED
TO SHOW OUTLINE ONLY.

ALL MATERIALS FURNISHED AND INSTALLED SHALL BE IN STRICT
ACCORDANCE WITH ALL APPLICABLE CODES, REGULATIONS, AND
ORDINANCES. SUBCONTRACTOR SHALL ISSUE ALL APPROPRIATE NOTICES
AND COMPLY WITH ALL LAWS, ORDINANCES, RULES, REGULATIONS, AND
LAWFUL ORDERS OF ANY PUBLIC AUTHORITY REGARDING THE
PERFORMANCE OF THE WORK.

ALL WORK CARRIED OUT SHALL COMPLY WITH ALL APPLICABLE MUNICIPAL
AND UTILITY COMPANY SPECIFICATIONS AND LOCAL JURISDICTIONAL CODES,
ORDINANCES AND APPLICABLE REGULATIONS.

UNLESS NOTED OTHERWISE, THE WORK SHALL INCLUDE FURNISHING
MATERIALS, EQUIPMENT, APPURTENANCES, AND LABOR NECESSARY TO
COMPLETE ALL INSTALLATIONS AS INDICATED ON THE DRAWINGS.

THE SUBCONTRACTOR SHALL INSTALL ALL EQUIPMENT AND MATERIALS IN
ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS UNLESS
SPECIFICALLY STATED OTHERWISE.

IF THE SPECIFIED EQUIPMENT CANNOT BE INSTALLED AS SHOWN ON THESE
DRAWINGS, THE SUBCONTRACTOR SHALL PROPOSE AN ALTERNATIVE
INSTALLATION SPACE FOR APPROVAL BY THE CONTRACTOR.

THE SUBCONTRACTOR SHALL PROTECT EXISTING IMPROVEMENTS,
PAVEMENTS, CURBS, LANDSCAPING AND STRUCTURES. ANY DAMAGED PART

SHALL BE REPAIRED AT SUBCONTRACTOR’S EXPENSE TO THE SATISFACTION
OF OWNER.

. THE SUBCONTRACTOR SHALL CONTACT UTILITY LOCATING SERVICES PRIOR

TO THE START OF CONSTRUCTION.

. ALL EXISTING ACTIVE SEWER, WATER, GAS, ELECTRIC, AND OTHER UTILITIES

WHERE ENCOUNTERED IN THE WORK, SHALL BE PROTECTED AT ALL TIMES,
AND WHERE REQUIRED FOR THE PROPER EXECUTION OF THE WORK, SHALL
BE RELOCATED AS DIRECTED BY THE RESPONSIBLE ENGINEER. EXTREME
CAUTION SHOULD BE USED BY THE SUBCONTRACTOR WHEN EXCAVATING
OR DRILLING PIERS AROUND OR NEAR UTILITIES. SUBCONTRACTOR SHALL
PROVIDE SAFETY TRAINING FOR THE WORKING CREW. THIS WILL INCLUDE
BUT NOT BE LIMITED TO A) FALL PROTECTION B) CONFINED SPACE C)
ELECTRICAL SAFETY D) TRENCHING & EXCAVATION.

. ALL EXISTING INACTIVE SEWER, WATER, GAS, ELECTRIC AND OTHER

UTILITIES, WHICH INTERFERE WITH THE EXECUTION OF THE WORK, SHALL
BE REMOVED AND/OR CAPPED, PLUGGED OR OTHERWISE DISCONTINUED AT
POINTS WHICH WILL NOT INTERFERE WITH THE EXECUTION OF THE WORK,
AS DIRECTED BY THE RESPONSIBLE ENGINEER, AND SUBJECT TO THE
APPROVAL OF THE OWNER AND/OR LOCAL UTILITIES.

. THE AREAS OF THE OWNER'S PROPERTY DISTURBED BY THE WORK AND

NOT COVERED BY THE TOWER, EQUIPMENT OR DRIVEWAY SHALL BE
GRADED TO A UNIFORM SLOPE AND STABILIZED TO PREVENT EROSION.

. SUBCONTRACTOR SHALL MINIMIZE DISTURBANCE TO EXISTING SITE DURING

CONSTRUCTION. EROSION CONTROL MEASURES, IF REQUIRED DURING
CONSTRUCTION, SHALL BE IN CONFORMANCE WITH THE LOCAL GUIDELINES
FOR EROSION AND SEDIMENT CONTROL.

. NO FILL OR EMBANKMENT MATERIAL SHALL BE PLACED ON FROZEN

GROUND. FROZEN MATERIALS, SNOW OR ICE SHALL NOT BE PLACED IN
ANY FILL OR EMBANKMENT.

. THE SUBGRADE SHALL BE COMPACTED AND BROUGHT TO A SMOOTH

UNIFORM GRADE PRIOR TO FINISHED SURFACE APPLICATION.

. THE SITE SHALL BE GRADED TO CAUSE SURFACE WATER TO FLOW AWAY

FROM THE BTS EQUIPMENT AND TOWER AREAS.

. IF NECESSARY, RUBBISH, STUMPS, DEBRIS, STICKS, STONES AND OTHER

REFUSE SHALL BE REMOVED FROM THE SITE AND DISPOSED OF LEGALLY.

. THE SUBCONTRACTOR SHALL PROVIDE SITE SIGNAGE IN ACCORDANCE WITH

THE TECHNICAL SPECIFICATION FOR SITE SIGNAGE.

20.
21.

22.

23.

24,

25.

26.

27.

28.

29.

SUBCONTRACTOR SHALL LEAVE PREMISES IN CLEAN CONDITION.

PRIOR TO THE SUBMISSION OF BIDS, THE BIDDING SUBCONTRACTOR SHALL
VISIT THE CELL SITE TO FAMILIARIZE WITH THE EXISTING CONDITIONS AND
TO CONSTRUCTION DRAWINGS. ANY DISCREPANCY FOUND SHALL BE
BROUGHT TO THE ATTENTION OF THE CONTRACTOR.

SUBCONTRACTOR SHALL DETERMINE ACTUAL ROUTING OF CONDUIT, POWER
AND T1 CABLES, GROUNDING CABLES AS SHOWN ON THE POWER,
GROUNDING AND TELCO PLAN DRAWING. SUBCONTRACTOR SHALL UTILITIZE
EXISTING TRAYS AND/OR SHALL ADD NEW TRAYS AS NECESSARY.
SUBCONTRACTOR SHALL CONFIRM THE ACTUAL ROUTING WITH THE
CONTRACTOR.

ALL CONCRETE REPAIR WORK SHALL BE DONE IN ACCORDANCE WITH
AMERICAN CONCRETE INSTITUTE (ACI) 301.

ANY NEW CONCRETE NEEDED FOR THE CONSTRUCTION SHALL BE
AIR—ENTRAINED AND SHALL HAVE 4000 PSI STRENGTH AT 28 DAYS.

ALL STRUCTUAL STEEL WORK SHALL BE DETAILED, FABRICATED AND
ERECTED IN ACCORDANCE WITH AISC SPECIFICATIONS. ALL STRUCTURAL
STEEL SHALL BE ASTM A36 (Fy = 36 ksi) UNLESS OTHERWISE NOTED.
PIPES SHALL BE ASTM A53 TYPE E (Fy = 36 ksi). ALL STEEL EXPOSED
TO WEATHER SHALL BE HOT DIPPED GALVANIZED. TOUCHUP ALL
SCRATCHES AND OTHER MARKS IN THE FIELD AFTER STEEL IS ERECTED
USING A COMPATIBLE ZINC RICH PAINT.

CONSTRUCTION SHALL COMPLY WITH SPECIFICATIONS AND "GENERAL
CONSTRUCTION SERVICES FOR CONSTRUCTION OF AT&T MOBILITY SITES.”

SUBCONTRACTOR SHALL VERIFY ALL EXISTING DIMENSIONS AND CONDITIONS
PRIOR TO COMMENCING ANY WORK. ALL DIMENSIONS OF EXISTING
CONSTRUCTION SHOWN ON THE DRAWINGS MUST BE VERIFIED.
SUBCONTRACTOR SHALL NOTIFY THE CONTRACTOR OF ANY DESCREPANCIES
PRIOR TO ORDERING MATERIAL OR PROCEEDING WITH CONSTRUCTION.

THE EXISTING CELL SITE IS IN FULL COMMERCIAL OPERATION, ANY
CONSTRUCTION WORK BY SUBCONTRACTOR SHALL NOT DISRUPT THE
EXISTING NORMAL OPERATION. ANY WORK ON EXISTING EQUIPMENT MUST
BE COORDINATED WITH CONTRACTOR. ALSO, WORK SHOULD BE SCHEDULED
FOR AN APPROPRIATE MAINTENANCE WINDOW USUALLY IN LOW TRAFFIC
PERIODS AFTER MIDNIGHT.

SINCE THE CELL SITE IS ACTIVE, ALL SAFETY PRECAUTIONS MUST BE
TAKEN WHEN WORKING AROUND HIGH LEVELS OF ELECTROMAGNETIC
RADIATION. EQUIPMENT SHOULD BE SHUTDOWN PRIOR TO PERFORMING ANY
WORK THAT COULD EXPOSE THE WORKERS TO DANGER. PERSONAL RF
EXPOSURE MONITORS ARE ADVISED TO BE WORN ALERT OF DANGEROUS
EXOPOSURE LEVELS.

Reviewed for Code Compliance
Inspections Division
Approved with Conditions
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NEW CINGULAR WIRELESS PCS, LLC
550 COCHITUATE ROAD
FRAMINGHAM, MA 01701
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SITE NAME:
NORTH PORTLAND
FA10096382
SITE # MEL05015
CROWN CASTLE SITE #856245

1340 RIVERSIDE STREET
PORTLAND, ME 04103
COUNTY OF CUMBERLAND

MT. ARLINGTON OFFICE
' 400 Valley Road
Suite 304
Mount Arlington, NJ 07856

Phone: 973.398.3110
v Fax: 973.398.3199

email: solutions@maserconsulting.com
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