NO. 2 SOLID SOFT-DRAWN BARE
COPPER CONDUCTOR

GTC-161T CADWELD CONNECTION
WITH CI150 WELD METAL

NO. 5810, 5/8"X10' COPPER CLAD
GROUND ROD

NO. 2 SOLID SOFT BARE
COPPER CONDUCTOR

VCSITV3C CADWELD
CONNECTION FOR | 1/4"-4"® STEEL
PIPE WITH C45 WELD METAL

SSCIT CADWELD MOLD WITH
C32 WELD METAL

NO. 2 SOLID SOFT-DRAWN BARE
COPPER CONDUCTOR

NO. 2 SOLID SOFT-DRAWNCOPPER
CONDUCTOR

CADWELD DETAILS

NOT TO SCALE

PROPOSED ENDCAP (TYP.)

PROPOSED UNISTRUT

RRUS (TYP.- ONE SHOWN FOR
CLARITY)

#6 AWG GROUND
LEAD ATTACHED TO RRUS PER
MANUFACTURERS RECOMMENDATION

2 TO SECTOR GROUND BAR
\(TYP. FOR EACH RRUS)
EXISTING PIPE MAST

RRH GROUNDING

NOT TO SCALE

MECHANICAL DOWNTILT
ANTENNA MOUNTING
BRACKET

PROPOSED PIPE MAST

#2 AWG THW OR TW STRANDED

GROUND LEAD ATTACHED TO PIPE
k WITH EXOTHERMIC WELD

~—— TO SECTOR GROUND BAR
=]

PROPOSED PANEL
ANTENNA

#2 AWG THW OR TW STRANDED GROUND
LEAD ATTACHED TO ANTENNA PER
MANUFACTURERS RECOMMENDATION

ANTENNA MOUNTING

TO SECTOR GROUND BAR 4\~ BRACKET

ANTENNA GROUNDING

NOT TO SCALE

PCCITIT CADWELD MOLD
WITH C45 WELD METAL

ALPHA
SECTOR
ANTENNA

#6 AWG (TYP) \

LEGEND

|- TINNED COPPER GROUND BAR, 1/4"x4"x20", NEWTON
INSTRUMENT CO. CAT. NO. B-6142 OR EQUAL. HOLE
CENTERS TO MATCH NEMA DOUBLE LUG CONFIGURATION.

2- INSULATORS, NEWTON INSTRUMENT CAT. NO. 3061-4

3- 5/8" LOCKWASHERS, NEWTON INSTRUMENT CO.
CAT. NO. 3015-8

4- WALL MOUNTING BRACKET, NEWTON INSTRUMENT CO.
CAT NO. A-5056

5- 5/8-11 X 1" HHCS BOLTS, NEWTON INSTRUMENT CO.
CAT NO. 3012-1

6- EACH GROUND CONDUCTOR TERMINATING ON ANY GROUND BAR HAVE AN
IDENTIFICATION TAG ATTACHED AT EACH END THAT WILL IDENTIFY ITS
ORIGIN AND DESTINATION.

SECTION "P" - SURGE PRODUCERS

CABLE ENTRY PORTS (HATCH PLATES) (#2)

GENERATOR FRAMEWORK (IF AVAILABLE) (#2)

TELCO GROUND BAR

COMMERCIAL POWER COMMON NEUTRAL/GROUND BOND (#2)
+24V POWER SUPPLY RETURN BAR (#2)

-48Y POWER SUPPLT RETURN BAR (#2)

RECTIFIER FRAMES.

SECTION "A" - SURGE ABSORBERS

INTERIOR GROUND RING (#2)

EXTERNAL EARTH GROUND FIELD (BURIED GROUND RING) (#2)
METALLIC COLD WATER PIPE (IF AVAILABLE) (#2)

BUILDING STEEL (IF AVAILABLE) (#2)

MASTER GROUND BAR

NOT TO SCALE

BETA GAMMA
SECTOR SECTOR
ANTENNA ANTENNA

RRU RRU

#2 AWG THW OR TW
STRANDED GROUND LEAD

GND BAR GND BAR GND BAR
(CIGBE) (CIGBE) (CIGBE)
NEAR NEAR NEAR
ANTENNAS ANTENNAS ANTENNAS
#2 AWG (TYP)
s
(MASTER)

SCHEMATIC DIAGRAM GROUNDING SYSTEM

NOT TO SCALE

TWO HOLE COPPER
COMPRESSION TERMINAL

m STAINLESS STEEL
HARDWARE

J

ELEVATION
FLAT WASHER (TYP.)

1/2"x1 112" HEX BOLT
(STAINLESS STEEL)

LOCK WASHER (TYP.)

NUT (TYP,)
GROUNDING CABLE GROUNDING BAR

EXPOSED BARE COPPER TO BE KEPT TO
ABSOLUTE MINIMUM, NO INSULATION
ALLOWED WITH THE COMPRESSION
TERMINAL (TYP)

SECTION A-A

TYPICAL GROUND BAR
CONNECTION DETAIL

NOT TO SCALE

TO ANTENNAS

/x)\f\

WEATHERPROOFING
KIT (TYP.)

COAX JUMPER
GROUND KIT (TYP)

CONNECTOR
WEATHERPROOFING
KIT (TYP)

SEE NOTE 2 #2 AWG THW OR TW

STRANDED GROUND LEAD

ANTENNA CABLE
TO BTS EQUIPMENT

ANTENNA GROUND BAR
(TYP.)

NOTES:

I. DO NOT INSTALL CABLE GROUND KIT AT A BEND AND ALWAYS DIRECT
GROUND WIRE DOWN TO ANTENNA GROUND BAR.

2. WEATHER PROOFING SHALL BE TWO-PART TAPE KIT, COLD SHRINK SHALL
NOT BE USED.

TYPICAL GROUND WIRE
TO GROUNDING BAR

NOT TO SCALE

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: 09/17/16
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NEW CINGULAR WIRELESS PCS, LLC
550 COCHITUATE ROAD
FRAMINGHAM, MA 01701

PROTECT YOURSELF
AL STATES REQUIRE NOTIFICATION OF
EXCAVATORS, DESIGNERS, OR ANY PERSON
PREPARING TO_DISTURS THE EARTHS
SURFACE ANYWHERE IN AN STATE
Know what's below.
all before you dig.
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Mount Arlington, NJ 07856
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