
REINSTALL SALVAGED

WINDOW IN LOCATION OF

EXIST WINDOW


REINSTALL SALVAGED

DOOR IN LOCATION OF

EXIST DOOR


NEW INSULATED METAL

PANEL BUILDING SKIN,

TYP. AT BLDG. 1
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KNOX BOX

CORNER TRIM

BY PANEL MANUF.,

TYP.
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NEW S.S. CANOPY

AT ENTRY


1 0 0 0


NEW CONC PAD AND

REGRADING AS NEEDED AT

NEW DOOR LOCATION


REINSTALL SALVAGED

WINDOW IN NEW

LOCATION, COORD.

W/CROSS BRACING
 SECTION AT CANOPY


ATTACHMENTS, TYP.,


NEW EXTERIOR SCONCE,

TYP.


TOP OF EXIST. GIRT


EL. + 7'-7 1/2"  VIF


PROVIDE $200 ALLOWANCE FOR

SURFACE MTD. SIGNAGE


REINSTALL SALVAGED

DOOR IN LOCATION OF


EXIST DOOR


NEW INSULATED METAL

PANEL BUILDING SKIN,


TYP. AT BLDG. 1


NEW EXT.

SCONCE,

TYP.


GENERAL ELEVATION NOTES:


1. PATCH AND REPAIR EXISTING CORRUGATED

METAL SIDING ON BUILDING 2 AS REQ'D.


2. ALL WINDOWS AND DOORS SHOWN IN

APPROXIMATE LOCATION AND AT

APPROXIMATE SIZES FOR DIAGRAMMATIC

PURPOSES. VERIFY ALL LOCATIONS AND

DIMENSIONS IN FIELD AS REQ'D FOR

RENOVATION WORK.


3. ADD NEW LIGHTING AT ALL EXIT DOORS AS

REQ'D BY CODE.
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NEW PREFAB. ALUMINUM

GANGWAY RAMP, VERIFY

LENGTH IN FIELD FOR

MAX 1:12 SLOPE


NEW OVERHEAD DOOR

AND SINGLE DOOR IN

NEW INSULATED WALL

BEYOND


EXIST. OVERHEAD

DOOR TO REMAIN


EXISTING

CORRUGATED METAL

SIDING TO REMAIN AT


BUILDING 2, TYP.


EXIST. SALVAGED WINDOW

INSTALLED IN NEW OPENING,


FLASH AND PATCH EXIST.

METAL SIDING AS REQ'D.


NEW DOUBLE DOOR

INSTALLED IN EXIST. OPENING,


INFILL W/STEEL FRAMING &

GIRTS AT REMAINDER OF


OPENING AND PATCH AREA TO

MATCH EXIST. METAL SIDING


REINSTALL

SALVAGED DOOR IN


EXIST. LOCATION


EXISTING TENSION CABLE

BRACING SHOWN DASHED

BEYOND, COORD. WINDOW

LOCATIONS AS REQ'D.
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2-J2/A101


ALIGN WINDOW HEADS

W/NEW DOOR HEAD IF


POSSIBLE, COORD.

W/BRACING


NEW CORRUG. METAL

SIDING TO MATCH EXIST

AT BLDG 2


NEW EXT.

SCONCE,

TYP.
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1 0 0 0


NEW EXT.

SCONCE,


TYP.


NEW EXTERIOR

SCONCE, TYP.


NEW EXTERIOR

SCONCE, TYP.


SURFACE

MOUNTED


SIGN


NEW OVERHEAD DOOR

AND SINGLE DOOR IN


NEW INSULATED WALL

BEYOND


LINE OF EXIST. GRADE

BEYOND


PRECAST CONC. BLOCK RETAINING WALL AT

W. SIDE OF NEW RAMP TO CREATE SEPARATION


BETWEEN NEW GRADE AND BUILDING 2 FDN.,

STEP TO MATCH SLOPE OF RAMP


CORRUG. METAL SIDING TO

MATCH EXIST AT BLDG 2


NEW EXT.

SCONCE,

TYP.


NEW PRECAST CONC.

STEP AT EXIST. DOOR,


REGRADE AS REQ'D


E
Q



E
Q




7" MAX


EXISTING

CORRUGATED METAL

SIDING TO REMAIN AT


BUILDING 2, TYP.


NEW EXT.

SCONCE,


TYP.


NEW INSULATED METAL

PANEL BUILDING SKIN,


TYP. AT BLDG. 1


NEW METAL

ROOF EDGE &


FLASHING


1
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SIM


LINE OF EXIST. GRADE

AND STAIRS BEYOND


REGRADE TO PROVIDE

PAVED RAMP BETWEEN


EXIST. ACCESS ROAD

AND LOADING DOCK


EDGE OF EXIST.

LOADING DOCK


NEW PREFAB. ALUMINUM GANGWAY RAMP,

VERIFY LENGTH IN FIELD FOR MAX 1:12

SLOPE, RAMP DECK TO BE SMOOTH (NO

RIBS), PROVIDE SHOP DWG FOR REVIEW BY 

ARCHITECT BEFORE FABRICATING


NEW INSULATED METAL

PANEL BUILDING SKIN,


TYP. AT BLDG. 1
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PROVIDE LEVELING TRANSOM

PIECE AT INTERSECTION

W/EXIST. CONC LOADING

DOCK, COORD IN FIELD


NEW EXT.

SCONCE,

TYP.


LINE OF EXIST. GRADE

BEYOND


REGRADE TO PROVIDE

PAVED RAMP BETWEEN

EXIST. ACCESS ROAD

AND LOADING DOCK


EDGE OF EXIST.

LOADING DOCK


PRECAST CONC. BLOCK

RETAINING WALL AT WEST SIDE

OF NEW RAMP TO CREATE

SEPARATION BETWEEN NEW

GRADE AND BUILDING 2 FDN.,

STEP TO MATCH SLOPE OF RAMP


NEW DOUBLE DOOR INSTALLED IN EXIST.

OPENING, INFILL FRAME REMAINDER OF

OPENING AND SHEATH WITH PTD. PWD,

EXIST O.H. DOOR FRAME TO REMAIN


DRAINAGE CULVERT

UNDER NEW DRIVEWAY
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REFLASH AT

INTERSECTION OF

LOADING DOCK ROOF

WITH BUILDING TWO

WALL AS REQUIRED


NEW EXT.

SCONCE,


TYP.


4X4 STAINLESS STEEL PLATE,

FASTENED THRU METAL

PANEL INTO EXIST. GIRTS


1

2" DIA. STAINLESS


STEEL TENSION ROD


4X4 STAINLESS

STEEL PLATE,

FASTENED TO


BACK OF CANOPY


STAINLESS STEEL

CANOPY 


6'-4"


1
'-
6
"


3' -0"


1 0 0 0


ADDRESS CUTOUT IN

S.S. SHEET


S.S. PLATE BEYOND


4
"


3X3X1/4" STAINLESS

STEEL ANGLE,

FASTENED TO METAL

PANEL & CANOPY
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S.S. RETURN WITH

SPACE BELOW FOR


WATER TO DRAIN


1
0
"


8
"


REINFORCE EXIST.

GIRT W/COLD


FORMED STEEL

SECTION AT CANOPY

ATTACHMENTS, TYP.,


SEE STRUCT.


NEW GIRT,

SEE STRUCT.


4
'-
1

3

 4

"


TOP OF EXIST. GIRT


EL. + 7'-7 1/2"  VIF


45°



NOTE:

CONTRACTOR TO

SUBMIT SHOP DRAWING

OF CANOPIES FOR

REVIEW BY ARCHITECT

PRIOR TO FABRICATION


A202


ELEVATIONS


1

SOUTH ELEVATION - BUILDING 1 & 2

SCALE: 1/8" = 1 '-0"


2

NORTH ELEVATION - BUILDING 1 & 2

SCALE: 1/8" = 1 '-0"


3

EAST ELEVATION - BUILDING 1

SCALE: 1/8" = 1 '-0"


5

WEST ELEVATION - BUILDING 1

SCALE: 1/8" = 1 '-0"


4

EAST ELEVATION - BUILDING 2

SCALE: 1/8" = 1 '-0"


6

CANOPY SECTION

SCALE: 1" = 1 '-0"
 7


CANOPY ELEVATION

SCALE: 1" = 1 '-0"
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