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/ 1%" 9.5mm MDOT 403.210 BITUMINOUS CONCRETE PAVEMENT

ot 2" 19mm MDOT 403.207 BITUMINOUS CONCRETE PAVEMENT
X

L L L)

SN 3" CRUSHED AGGREGATE BASE, MDOT 703.06 TYPE A
(2" MINUS)

21" SUBBASE GRAVEL, MDOT 703.06, TYPE D (4" MINUS)

/— WOVEN GEOTEXTILE FABRIC, MIRAFI 600X OR EQUAL

e COMPACTED SUBGRADE IN ACCORDANCE
WITH THE GEOTECHNICAL REPORT AND
THE PROJECT SPECIFICATIONS

NOTES:

=

APPLY TACK COAT BETWEEN BINDER AND SURFACE COURSES.

ALL MATERIALS SHALL CONFORM TO MDOT SPECIFICATIONS, LATEST REVISION.

3. COMPACTION OF ALL MATERIALS TO BE IN ACCORDANCE WITH THE SPECIFICATIONS
AND THE GEOTECHNICAL REPORT.

N

STANDARD DUTY
BITUMINOUS CONCRETE PAVEMENT SECTION

RESERVED
PARKING
b\« VAN
ACCESSELE
R7-8A R7-8B
12" X 18" 18" X 12"

(MAY BE MOUNTED ON BUILDING)

LENGTH: AS REQUIRED

WEIGHT PER LINEAR FOOT: 2.50 LBS. (MIN.)

HOLES: 3/8" DIAMETER, 1" C—C FULL LENGTH

STEEL: SHALL CONFORM TO ASTM A—499 (GRADE 60) OR
ASSTM A-576 (GRADE 1070 — 1080)

FINISH: SHALL BE PAINTED WITH TWO COATS OF AN
APPROVED MEDIUM GREEN

BAKED ON OR AIR DRIED, PAINT OF WEATHER RESISTANT
QUALITY. ALL FABRICATION SHALL BE COMPLETE BEFORE
PAINTING.

1-1/4"

s

90" CUT OPTION

1/3 POST HEIGHF*
00000

\_/
@ SIGN LEGEND & SIGN POST

N.T.S.

* IN LEDGE DRILL & GROUT TO A MIN. OF 2’

3-1/8"

N.T.S.
1.5" 9.5mm MDOT 403.210 BITUMINOUS CONCRETE PAVEMENT
A/
j:-— 2.5" 19mm MDOT 403.207 BITUMINOUS CONCRETE PAVEMENT
K
N
N 4" CRUSHED AGGREGATE BASE, MDOT 703.06 TYPE A
(2" MINUS)
'~ 24" SUBBASE GRAVEL, MDOT 703.06, TYPE D (4" MINUS)
o HIGH PERFORMANCE WOVEN GEOTEXTILE FABRIC,
MIRAFI (HP 370) OR EQUAL
*-— COMPACTED SUBGRADE IN ACCORDANCE
WITH THE GEOTECHNICAL REPORT AND
THE PROJECT SPECIFICATIONS
NOTES:
1. APPLY TACK COAT BETWEEN BINDER AND SURFACE COURSES.
2. ALL MATERIALS SHALL CONFORM TO MDOT SPECIFICATIONS, LATEST REVISION.
3. COMPACTION OF ALL MATERIALS TO BE IN ACCORDANCE WITH THE SPECIFICATIONS
AND THE GEOTECHNICAL REPORT.

EXTEND CONCRETE NOSING ABOVE STEEL

PIPE — SMOOTH WITH TROWEL & PAINT ——————m&in)

6" SCHEDULE 40 EXTRA STRONG CARBON

STEEL PIPE FILL WITH CONCRETE

PRIME, PAINT, AND APPLY 2 COATS OF

SAFETY YELLOW EPOXY ENAMEL

CONCRETE FILLET

<

5
<
\}/\2 18"
PAVEMENT FINISH GRADE
NN
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R GRANULAR _
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3,000 PSI CONCRETE BASE \:;4:. : ‘.
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@ PIPE BOLLARD DETAIL

N.T.S.

@ Stantec

Stantec

482 Payne Road Scarborough Court
Scarborough, Maine 04074-8929

Tel.  207.883.3355

www stantec.com

Copyright Reserved

The Contractor shall verify and be responsible for all dimensions. DO
NOT scale the drawing - any errors or omissions shall be reported to
Stantec without delay.

The Copyrights to all designs and drawings are the property of
Stantec. Reproduction or use for any purpose other than that
authorized by Stantec is forbidden.
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NEW HOT BITUMINOUS
SURFACE PAVEMENT

NEW HOT BITUMINOUS — o
BINDER PAVEMENT 1-0

6" EXISTING BITUMINOUS
SEE TYPICAL PAVEMENT 2.0 PAVEMENT
SECTION DETAIL

SAWCUT

2'-0" WIDE GRIND
PAVEMENT

EXISTING BASE &
SUBBASE COURSE

NEW BASE &
SUBBASE COURSE

NOTES:

1. USE THIS DETAIL FOR THE RADIUS FILLET AT THE DRIVEWAY ENTRANCE TO
THE PUBLIC STREETS OR TO MATCH PARKING LOT/DRIVE PAVEMENTS WHERE
WIDENING OF EXISTING PAVEMENT AREA IS REQUIRED.

2. WHERE SURFACE PAVEMENT HAS NOT BEEN INSTALLED, THE 2'-0" WIDE GRIND
IS NOT REQUIRED.

PAVEMENT SAWCUT DETAIL

N.T.S.

B PAVED AREAS NON-PAVED AREAS o g
SAW CUT WHERE TRENCH | ! ]
IS IN PAVED AREA | 4" LOAM, SEED AND MULCH 29" 29" CENTERLINE SEPARATION
%*BITUMINOUS CONCRETE FINISHED GRADE PIPE (STA) S (FT)
PAVEMENT SURFACE, MDOT L ! '
703.09 GRADE C ’«—» \‘ ; 0+00 TO 1+25 8
% BITUMINOUS CONCRETE ~— .\ J L @ T @ . 1+25 TO 2+75 9.50
BINDER, MDOT 703.09 GRADE B N - "
3 SIDE OF TRENCH MAY BE : ' 2+75 TO 3+90 7
% BASE GRAVEL (WHERE - SLOPED BACK IN UNPAVED
REQUIRED), MDOT 703.06 | AREAS ONLY
* SUBBASE GRAVEL MDOT 703.06 SPECIAL BACKFILL - SEE
BACKFILL WITH EXCAVATED SCHEDULE AT RIGHT. SCHEDULE OF BACKEILL
MATERIAL OR SELECT BACKFILL ! TRENCH WIDTH SHALL BE
AS DIRECTED BY ENGINEER / i/mAINTAINED TO TOP OF SPECIAL
[a)
2" RIGID INSULATION WHERE ) SPECIAL BACKFILL TYPE OF | BEDDING | SPECIAL | BACKFILL | SELECT
o 1 1
INDICATED ON PLANS OR i NOTE: PIPE MATERIAL | BACKFILL | COVER 'A" | BACKFILL
REQUIRED BY ENGINEER . SERVICES TO BE SIMILAR EXCEPT (IN)
. — & MINIMUM PAY WIDTH IS 2% FEET,
PIFE SIZE AS NOTED ON PLANS S WHERE APPLICABLE GRANULAR | GRANULAR GRANULAR
S AASHTO M145 | AASHTO M145 AASHTO M145
—=— GRANULAR BASE, SEE CONCRETE A3 OR A3 OR 12 A3 OR
% SEE PAVEMENT SCHEDULE . SCHEDULE AT RIGHT BETTER BETTER BETTER
FOR THICKNESS 4/31.D. PIPE + 1'6" + "S" (MIN. 3'-0") OR MEASUREMENT GRANULAR GRANULAR
L. - 3~ 3/ m AASHTO M145 AASHTO M145
NOTE: + PAY WIDTH, WHERE APPLICABLE PVC 7 g%JSEED A-3 OR 6 A-3 OR
BRACING AND SHEETING OR OTHER TRENCH PROTECTION TO BE PROVIDED TO MEET BETTER BETTER
APPLICABLE STATE AND O.S.H.A. SAFETY STANDARDS. ALL SUCH TRENCH PROTECTION TO BE GRANULAR GRANULAR
THE RESPONSIBILITY OF THE CONTRACTOR. CMP %," CRUSHED | AASHTO M145 5 AASHTO M145
STONE A-3 OR A-3 OR
BETTER BETTER
@ N.T.S.
6" LOAM, SEED, AND MULCH FINISH GRADE
i ’ 6" LOAM, SEED, AND MULCH OR —
OR PAVEMENT SECTION AS PAVEMENT SECTION AS —— FINISH GRADE
DETAILED IN THIS PLAN SET \
DETAILED IN THIS PLAN SET
Y
— g p— I T 1 —T T T—T T —T T T—
R E=l=]l= ! | =] ===
=] ===
B :‘ | |—I I
A —-— BACKFILL WITH EXCAVATED
- BACKFILL WITH EXCAVATED Z WARNING TAPE ~ Z MATERIAL OR SELECT
§ = —  MATERIAL OR SELECT Z . 12" . BACKFILL AS REQUIRED
> = = BACKFILL AS REQUIRED = o2 o2
Ny o = -
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< < — | METALLIC TRACER
S S 3
5 5 =
: SAND BEDDING & BACKFILL
S NG, 4" OR LESS %
N
J
o —— SAND BEDDING & BACKFILL 20" MIN.
2-0° MIN. NOTE:
(4" DIAOR LESS) GAS LINE TO BE INSTALLED BY OTHERS. SITE CONTRACTOR IS RESPONSIBLE FOR EXCAVATION
AND BACKFILL OF THE GAS LINE AND PLACEMENT OF THE WARNING TAPES AND TRACER.
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Client/Project

4 DAVIS FARM ROAD

PROPOSED WAREHOUSE DEVELOPMENT

MAINE FAMILY FARMS

PORTLAND, ME
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