
PRELIMINARY - NOT FOR CONSTRUCTION
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A INTERNATIONAL BARRIER FREE SYMBOL
N.T.S.

B TYPICAL BARRIER FREE PARKING STALL DIMENSIONS
N.T.S.

NOTES:

1. ONE IN EIGHT BARRIER FREE SPACES MUST BE VAN ACCESSIBLE. THIS HAS BEEN

PROVIDED FOR ON THE SITE LAYOUT PLAN.

2. BARRIER FREE GRAPHIC SYMBOL (PAINTED WHITE) TO BE CENTERED IN PARKING

STALL.

BARRIER FREE

PARKING SIGN (TYP)
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4" TYP.

5°

67°

NOTE:

BARRIER FREE STALLS SHALL BE

DELINEATED WITH THIS SYMBOL

IN WHITE MARKING.
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C STANDARD PARKING STALL STRIPING
N.T.S.

NOTE:

WHEN PARKING IS ON A CURVE THE NARROWEST PORTION OF THE PARKING STALL

SHALL MEET THE WIDTH SHOWN.

STRIPE IF PARKING IS ON OTHER

SIDE

CURB OR EDGE OF PAVEMENT (NO

STRIPING REQUIRED)

4" WIDE WHITE

MARKING @ 18'-6"

LONG TO DELINEATE

SPACE (TYP.)
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NEENAH R-3405 OR EQUAL

BRING TO GRADE WITH BRICK MIN.

OF 1 COURSE MAX. OF 4 COURSES

INVERT REFERENCE POINT

SEE SD SCHEDULE

FOR JOINTS OF WATERTIGHT MANHOLE

KENT SEAL, RAM NEK OR "O" RING MUST

MEET AASHTO M198B

INSTALL SNOUT TRAP ON OUTLET IN ALL

STRUCTURES

PRECAST CONC. BASE SECTION WITH PIPE

OPENINGS AS APPROVED BY ENGINEER

ALL PRECAST CONC. SECTIONS SHALL CONFORM

TO ASTM C478 AND BE DESIGNED FOR H-20 LOADING

SIDEWALL OF CATCH BASIN TO BE BACK-FILLED

W/SELECT BACKFILL AASHTO SPEC M145-49 AS

REVISED, CLASS A-3 OR BETTER

12" THICK 
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" CRUSHED

STONE BASE

HAUNCHED CONE

FOR RECTANGULAR

FRAMES
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OUTLET PIPE

4"

MAX.

NOTE:

WHERE DEPTH OF COVER IS NOT SUFFICIENT

TO USE CONCENTIC OR TRUNCATED CONE, A

FLAT TOP MAY BE USED.

2'-0"

PLAN VIEW

SECTION VIEW

D PRECAST CATCH BASIN
N.T.S.


