
PRELIMINARY - NOT FOR CONSTRUCTION
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6" LOAM, SEED, AND MULCH
OR PAVEMENT SECTION AS
DETAILED IN THIS PLAN SET
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SAND BEDDING & BACKFILL

4" OR LESS

BACKFILL WITH EXCAVATED
MATERIAL OR SELECT
BACKFILL AS REQUIRED

FINISH GRADE
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2'-0" MIN.

(4" DIA OR LESS)
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F WATER SERVICE TRENCH SECTION
N.T.S.N.T.S.

PAVEMENT SAWCUT DETAIL

C

1'-0"

6"

NOTES:

1. USE THIS DETAIL FOR THE RADIUS FILLET AT THE DRIVEWAY ENTRANCE TO

THE PUBLIC STREETS OR TO MATCH PARKING LOT/DRIVE PAVEMENTS WHERE

WIDENING OF EXISTING PAVEMENT AREA IS REQUIRED.

2. WHERE SURFACE PAVEMENT HAS NOT BEEN INSTALLED, THE 2'-0" WIDE GRIND

IS NOT REQUIRED.

2'-0"

TACK

2'-0" WIDE GRIND

PAVEMENT

NEW HOT BITUMINOUS

SURFACE PAVEMENT

NEW HOT BITUMINOUS

BINDER PAVEMENT

SEE TYPICAL PAVEMENT

SECTION DETAIL

EXISTING BITUMINOUS

PAVEMENT

EXISTING BASE &

SUBBASE COURSE

NEW BASE &

SUBBASE COURSE
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D SIGN LEGEND & SIGN POST
N.T.S.
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1/2"

2"

G PIPE BOLLARD DETAIL
N.T.S.
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18"

H

GAS SERVICE TRENCH SECTION

N.T.S.

NOTE:

GAS LINE TO BE INSTALLED BY OTHERS. SITE CONTRACTOR IS RESPONSIBLE FOR EXCAVATION

AND BACKFILL OF THE GAS LINE AND PLACEMENT OF THE WARNING TAPES AND TRACER.
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6" LOAM, SEED, AND MULCH OR

PAVEMENT SECTION AS

DETAILED IN THIS PLAN SET

BACKFILL WITH EXCAVATED

MATERIAL OR SELECT

BACKFILL AS REQUIRED

2'-0" MIN.

METALLIC TRACER

SAND BEDDING & BACKFILL

FINISH GRADE

1
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"

12"
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WARNING TAPE

6
"

6
"

N.T.S.

BITUMINOUS CONCRETE PAVEMENT SECTION

STANDARD DUTY

A

3" CRUSHED AGGREGATE BASE, MDOT 703.06 TYPE A

(2" MINUS)

2" 19mm MDOT 403.207 BITUMINOUS CONCRETE PAVEMENT

21" SUBBASE GRAVEL, MDOT 703.06, TYPE D (4" MINUS)

1 

1

2

" 9.5mm MDOT 403.210 BITUMINOUS CONCRETE PAVEMENT

COMPACTED SUBGRADE IN ACCORDANCE

WITH THE GEOTECHNICAL REPORT AND

THE PROJECT SPECIFICATIONS

NOTES:

1. APPLY TACK COAT BETWEEN BINDER AND SURFACE COURSES.

2. ALL MATERIALS SHALL CONFORM TO MDOT SPECIFICATIONS, LATEST REVISION.

3. COMPACTION OF ALL MATERIALS TO BE IN ACCORDANCE WITH THE SPECIFICATIONS

AND THE GEOTECHNICAL REPORT.

WOVEN GEOTEXTILE FABRIC, MIRAFI 600X OR EQUAL

N.T.S.

BITUMINOUS CONCRETE PAVEMENT SECTION

HEAVY DUTY

B

4" CRUSHED AGGREGATE BASE, MDOT 703.06 TYPE A

(2" MINUS)

2.5" 19mm MDOT 403.207 BITUMINOUS CONCRETE PAVEMENT

24" SUBBASE GRAVEL, MDOT 703.06, TYPE D (4" MINUS)

1.5" 9.5mm MDOT 403.210 BITUMINOUS CONCRETE PAVEMENT

COMPACTED SUBGRADE IN ACCORDANCE

WITH THE GEOTECHNICAL REPORT AND

THE PROJECT SPECIFICATIONS

NOTES:

1. APPLY TACK COAT BETWEEN BINDER AND SURFACE COURSES.

2. ALL MATERIALS SHALL CONFORM TO MDOT SPECIFICATIONS, LATEST REVISION.

3. COMPACTION OF ALL MATERIALS TO BE IN ACCORDANCE WITH THE SPECIFICATIONS

AND THE GEOTECHNICAL REPORT.

HIGH PERFORMANCE WOVEN GEOTEXTILE FABRIC,

MIRAFI (HP 370) OR EQUAL

*

*

*

*

PAVED AREAS NON-PAVED AREAS

WIDTH

*

SEE PAVEMENT SCHEDULE

FOR THICKNESS

NOTE:

BRACING AND SHEETING OR OTHER TRENCH PROTECTION TO BE PROVIDED TO MEET

APPLICABLE STATE AND O.S.H.A. SAFETY STANDARDS.  ALL SUCH TRENCH PROTECTION TO BE

THE RESPONSIBILITY OF THE CONTRACTOR.

NOTE:

SERVICES TO BE SIMILAR EXCEPT

MINIMUM PAY WIDTH IS 2

1

2

 FEET,

WHERE APPLICABLE

N.T.S.

TYPICAL SEWER AND STORM DRAIN TRENCH SECTION

E

4" LOAM, SEED AND MULCH

FINISHED GRADE

SIDE OF TRENCH MAY BE

SLOPED BACK IN UNPAVED

AREAS ONLY

SPECIAL BACKFILL - SEE

SCHEDULE AT RIGHT.
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TRENCH WIDTH SHALL BE

MAINTAINED TO TOP OF

SPECIAL BACKFILL

GRANULAR BASE, SEE

SCHEDULE AT RIGHT

4/3 I.D. PIPE + 1'6" + "S" (MIN. 3'-0") OR MEASUREMENT

+ PAY WIDTH, WHERE APPLICABLE

12"

SAW CUT WHERE TRENCH

IS IN PAVED AREA

BITUMINOUS CONCRETE

PAVEMENT SURFACE, MDOT

703.09 GRADE C

BITUMINOUS CONCRETE

BINDER, MDOT 703.09 GRADE B

BASE GRAVEL (WHERE

REQUIRED), MDOT 703.06

SUBBASE GRAVEL MDOT 703.06

BACKFILL WITH EXCAVATED

MATERIAL OR SELECT BACKFILL

AS DIRECTED BY ENGINEER

2" RIGID INSULATION WHERE

INDICATED ON PLANS OR

REQUIRED BY ENGINEER

PIPE SIZE AS NOTED ON PLANS

2'-9" 2'-9"

S

SCHEDULE OF BACKFILL

TYPE OF

PIPE

BEDDING

MATERIAL

SPECIAL

BACKFILL

SPECIAL

BACKFILL

COVER 'A'

(IN)

SELECT

BACKFILL

CONCRETE

GRANULAR

AASHTO M145

A-3 OR

BETTER

GRANULAR

AASHTO M145

A-3 OR

BETTER

12

GRANULAR

AASHTO M145

A-3 OR

BETTER

PVC

3

4

" CRUSHED

STONE

GRANULAR

AASHTO M145

A-3 OR

BETTER

6

GRANULAR

AASHTO M145

A-3 OR

BETTER

CMP

3

4

" CRUSHED

STONE

GRANULAR

AASHTO M145

A-3 OR

BETTER

6

GRANULAR

AASHTO M145

A-3 OR

BETTER

CENTERLINE SEPARATION

PIPE (STA) S (FT.)

0+00 TO 1+25 8

1+25 TO 2+75 9.50

2+75 TO 3+90 7


