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Hybrid Flex Inverter System Heat Pump
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General Data (at 230V)
Power 208-230VAC-1ph-60Hz
Fuse Size, Max. 30A
Minimum Circuit Ampacity(MCA) 20.1A
Compressor Inverter driven variable spaed DC Twin Rotary
No. used 1
Output 1,300W
Lubrican Qil POE
Fan type Propelier
Motor Qutput 100W
CFM Cooling/Heating {High) 2.1198/2.237
Refrigerant 410A
Outdoor unit charge 7.8lbs 402z.(3,300¢)
Contriof Electronic Expansion Valve
0.D. Discharge (in{ 1/4"(Flare)
0.D Suction {in 28" (Flare)
Dimensions HxWxD
Uncrated {in} 32-11/16 x 35-7116 x 13
{mm) (830 x 900 x 330)
Crated (in} 38-3M6 x 41-11/32 x 17-17/32
{mm) {970 x 1,050 x 445) ol
Weight Qutdoor ( ] )
Nat 149ibs(68kg) ( |
Gross Shipping 165tbs (75kg} !
Cooling Capacity 34,400(11,000~36,000‘28TUih )
Rated Power Input O7kW Ton vi
Max, Power Input 424N op view 7 ’
Outdoor Sound Raling 53dB . 3519 150%) S Ew o nam i
Heating Capacity 36,400 (11,000-42,000:28TUih
Rated Power Input 29kW e
Max. Power Input 3.78kW
Qutdoor Sound Rating 55dB
Piping Lengths 5
Pre-charge length 1641t 1
Max, Pipin Lengﬁh {Total) 2308 8
Max. length (sach) 821t T
Min. length total} 661t g
Min. length {(each 16#t H
Max. Pipe Height Difference ) -
Betwaen condenser and each indoor unit 491t 2 L J
Between indoor units 33ft Fromtvisw ST
Connection method {Flared) Side view
Operating Range
Cooling 32°F~115°F DB
Heating 14°F~75°F DB SO
A T Flog
T : g
Ducted & Non- - z
Non-Ducted Ducted Ducted i E
SEER 16 15.25 145 =
&
HSPF 9.4 9.05 87 T 125 4 .
EER 88 8.45 8.1 o v \keien i
e cap sointing places Drain pipe mounling places uyy ®
Fujitsu General America, Inc. Fujitsu products are subject to continu-
Fairfietd, NJ 07004 ous improvements. Fujiisu reserves
Toll Free: 1-888-B88-3424 the right ko modify product design,
Fax: (973) 836-0447 specifications and information in this

data sheet without netice and withaut

www fujitsugeneral.com incuring any obiigations,

Note: Specifications are based on the following conditions,
Power source of spacifications : 230V
Cocling: [ndoor temperature of 80°F(28.67°C)DB / 67°F(19.44°C)WB, and cutdoor temperature of 95°F(35°C)DE/75°F(23.89°CIWB.

Heating: Indoor temperature of 76°F(21.11°GYDB / 60°F(15.56°CIWE, and outdoor temperature of 47°F{8.33°C)DB/43°F(6.11°C)WB.

Pipe fength : 24t 7in.(7.5m),Height differance : 0 f1.{0m} {Quidoor unit - Indoor unit]
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