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1. TOTAL ROOF AREA 1 = 140 SQ. FEET (INCLUDING OVERHANGS) LEW
= 0. . .0
%%»w mmmxﬁmw mﬁm mmmm »m% »ﬁ m__%_.m._._w<<mwzqq uoo.mmuu mmoo. _.._mm_..n_..hﬁ 2. ICE & WATER SHIELD MEMBRANE BASED ON "W.R. GRACE ULTRA” ROOFING UNDERLAYMENT HmH
TOTAL ROOF AREA 2 = 2149 SQ. FEET (INCLUDING OVERHANGS) 3. PROVIDE INSECT SCREEN ON ALL RIDGE AND SOFFIT VENTS AS REQUIRED (FOLLOW MFGR RECOMMENDATIONS) WQW
TOTAL REQUIRED CLEAR FREE AREA AT RIDGE VENT = 3.58 SQ. FEET o _©O
TOTAL REQUIRED CLEAR FREE AREA AT SOFFIT VENT = 3.58 SQ. FEET 4, ROOF SHINGLES ARE BASED ON CERTAINTEED LANDMARK PREMIUM, TWO PIECE LAMINATED FIBERGLASS BASED SHINGLE. S0oWn
300 LBS PER SQUARE, CLASS A FIRE RESISTANCE, 15 YEAR—110 MPH LIMITED HIGH WIND WARRANTY,
TOTAL ROOF AREA 3 = 1008 SQ. FEET (INCLUDING OVERHANGS) FASTEN SHINGLES FOR HIGH WIND APPLICATION — FOLLOW MANUFACTURERS RECOMMENDATIONS.
TOTAL mmwx_mmw CLEAR FREE AREA AT SOFFIT VENT = 1.68 mwoo. FEeer 5. SOFFIT VENTS ARE BASED ON CERTAINTEED PERIMETER TRIPLE 3—1/3 VINYL VENTILATED SOFFIT.
9.65 SQ. IN. [0.06 SQ FT] NET FREE AREA PER SQ. FT. OWNER SELECT COLOR.
TOTAL ROOF AREA 4 = 300 SQ. FEET (INCLUDING OVERHANGS
TOTAL REQUIRED CLEAR FREE AREA AT mA_UOm VENT = 0.50 mo.v FEET 6. RIDGE VENTS BASED ON COR—A—VENT V—600 RIDGE VENTILATION SYSTEM. 1" HIGH LOW PROFILE.
TOTAL REQUIRED CLEAR FREE AREA AT SOFFIT VENT = 0.50 SQ. FEET 20 SQ. INCHES [0.13 SQ. FT.] NET FREE AREA PER LINEAL FT.
. MWrMFm__.DHWMmm_W_W%&D_ZWJFMA_MF. m.v_.w_m<_nl_.1<_.mzm VAPOR BARRIER WITH TAPED SEAMS ON WARM SIDE MICHAEL & MARY ANN JIMINO RESIDENCE
e IF VENTILATION CLEAR AREA REQUIREMENTS CAN NOT BE ACCOMPLISHED WITH PASSIVE RIDGE 1637 WASHINGTON AVENUE
AND SOFFIT SYSTEMS, THEN MECHANICAL VENTILATION DEVICES MUST BE INSTALLED TO MEET THE PORTLAND, MAINE
VENTILATION MINIMUM CLEAR AREAS AS INDICATED.
ROOF PLAN




