o UNDERCABINET LIGHT
g / SUPPLIED W/

MILLWORK, INSTALLED
BY CONTRACTOR

INSTALL NEW SPRINKLER
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/1 "\ MINUTE CLINIC/RESTROOM REFLECTED CLG PLAN
A=3 SCALE: 1/4" = 1"-0”
LEGEND CEILING GRID LEGEND
/Jlx LIGHT FIXTURE RE: LIGHT
\i/ FIXTURE SCHEDULE

LIGHT FIXTURE RE: LIGHT
FIXTURE SCHEDULE

SUPPLY AIR DIFFUSER
RE: MECHANICAL PLAN

AIR HANDLING UNIT
RE: MECHANICAL PLAN

RETURN AR DIFFUSER
RE: MECHANICAL PLAN

SPEAKER — CONNECT TO
PUBLIC ADDRESS/ MUSIC
SYSTEM. PROVIDE CEILING

MOUNTED VOLUME CONTROL

FIRE ALARM STROBE,
PROVIDE WHEN REQUIRED
BY CODE. CONNECT TO
BUILDING ALARM.

RE: ROOM FINISH SCHEDU

MANUAL LIGHT SWITCH -

g REINTERIOR ELECTRICAL
ELEVATIONS FOR MOUNTIN
HEIGHT

LIGHT SWITCH/ OCCUPANCY
SENSOR (COOPER CONTROLS
Sg #ONW-D-1001-DMV-W) SET

TIME DELAY FOR 30 MIN.
RE: INTERIOR ELECT ELEV
FOR MOUNTING HEIGHT

2 X 4 LAY=IN GRID CEILING

LE

G

1/4" = 1'-0"

NOTE:

EXISTING TILES ARE 24"x48",

= NEW CEILING

= EXISTING CEILING

REPLACE DAMAGED/MISSING TILES
TO MATCH EXISTING IF NEEDED.
WHEN INSTALLING NEW CEILING
GRID/TILES IN EXISTING AREAS,
INSTALL GRID/TILES AT EXISTING
CEILING HEIGHTS PERTAINING TO
THAT AREA.

HEAD AS REQUIRED FOR
MINUTE CLINIC COVERAGE

NEW ACT & GRID @ 8 AFF

FIRE ALARM STROBE,
PROVIDE WHEN REQUIRED
BY CODE. CONNECT TO
BUILDING ALARM.

INSTALL NEW
SPRINKLER HEAD AS
REQUIRED FOR
MINUTE CLINIC
COVERAGE

SPEAKER — CONNECT TO

PUBLIC ADDRESS/ MUSIC
SYSTEM. PROVIDE CEILING
MOUNTED VOLUME CONTROL

NEW ACT & GRID @ 9" AFF

NEW SOFFIT. REFER TO
DETAIL 7/A-1.

-
SPRINKLER

N
HEAD NOTES:

AREAS OF WORK.

UNDERSTANDING
3. CONTRACTOR TO

\

1. INSTALL NEW/RELOCATE SPRINKLER HEADS AS SHOWN IN

DROP OR RAISE HEADS AS NEEDED FOR NEW LOCATIONS.

2. THE SPRINKLER HEAD LAYOUT SHOWN IS AN
APPROXIMATION AND IS INTENDED ONLY TO PROVIDE AN

AND PROVIDE ENGINEERED SPRINKLER DRAWINGS AS
REQUESTED BY LOCAL CODE OFFICIALS.

4. ALL SPRINKLER WORK SHALL ADHERE TO ANY AND ALL
APPLICABLE CODES AND ORDINANCES.

TIE INTO EXISTING MAIN SPRINKLER LINE

OF THE SCOPE OF WORK.
VERIFY REQUIRED SPRINKLER PIPE SIZES

J

RETAIL CEILING

AIRCRAFT WIRE SUPPORT _\

ﬂ;/SUPPORT IF NEEDED

<2

TNL

%M_
i

90ELL
1”

1"x1/2”
REDUCER

RECESSED
PENDANT
SPRINKLER HEAD

REFER TO SIGNAGE MANUAL FOR
INSTALLATION INSTRUCTIONS

9%

~——NIPPLE UP

@ BRANCH OR MAIN

SPRINKLER

/"5 "\ DETAL
w SCALE: N.T.S.

EYEBOLT ————

/ N
SLOTTED "U”
CHANNEL —— NOTE:
GRAPHICS PANEL TO BE INSTALLED @ =
1-1/2" GRAPHIC / SAME HEIGHT AS EXISTING PANELS. A
hp]
PANEL
9-8"
)
|
/"9 "\ RETAIL HANGING GRAPHIC |

5/8" GYP BOARD—\

w SCALE: NTS

b 3
/_ }/

/10" RETAIL HANGING GRAPHIC

A=3 SCALE: NTS

16 32 FEET

N

8¢ INSULATED
DUCT TO
RETAIL SUPPLY
buct

DISCONNECT
SWITCH

N

A
8’8 NK |
200 CFM |
\ |
J | | q
|
1
\ I
| D-33
~ \_ AHU=1 :
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! / RECESSED | \
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/"2 "\ MINUTE CLINIC MECHANICAL PLAN

A=3

Cu-1
MOUNTED ON
ROOF

8¢ DUCT TO
RETAIL RETURN
DucT

8"¢ DOWN TO

NECK OF R/A
GRILLE 170 CFM

SENSOR.
CONNECT TO
EXISTING EMS
SYSTEM.

8¢ DUCT TO
RETAIL RETURN
buct

HVAC TYPICAL EQUIPMENT

SUPPLY AR DIFFUSERS:
(METALAIRE SERIES 5500 NECK
SIZE AS NOTED FINISH OFF WHITE.
PROVIDE FRAME SUITABLE FOR
LAY=IN CEILING)

RETURN AIR DIFFUSERS:
(METALAIRE SERIES CC1 FINISH OFF
WHITE. PROVIDE FRAME

SUITABLE FOR LAY-IN CEILING )

AHU REMOTE CONTROLLER

EMS SENSOR: EMERSON CLIMATE
TECH SOLUTIONS.
CONTACT AT (800) 829-2724

> @@

DISCONNECT SWITCH — WEATHER
PROOF & HORSEPOWER RATED

SCALE: 1/4" = 1'-0"
MINI SPLIT SYSTEM SCHEDULE
MARK |MANUFACTURER [MODEL NUMBER|OPERATING VOLTAGE | FLA/MOCP REMARKS
AHU-1 | PANASONIC | CS—KE12NB41 115/1/60 - OOO®G
CU-1 | PANASONIC | CU—KE12NK1 115/1/60 14.6/20 |

(@ CZ-18BTIU GRILLE ASSEMBLY
(® PROVIDE 2#12,#12G, 1/2"C FROM CU-2 TO AHU-1.

(D INSTALL PER MANUFACTURER INSTRUCTIONS ~ (2) PROVIDE CONDENSATE DRAIN PUMP, RE: MECHANICAL NOTES.
(® CA-RD515U (WIRE REMOTE CONTROLLER)

MECHANICAL NOTE

THE MECHANICAL CONTRACTOR TO FURNISH CONDENSATE PUMP FOR EACH AIR HANDLER UNIT AS WELL AS
CONDENSATE DRAIN PIPING. CONDENSATE DRAIN PIPE SHALL BE INSTALLED FROM EACH CONDENSATE PUMP TO
OUTLET AS REQUIRED BY CODE.

8" INSULATED RIGID
METAL DUCT AND
ELBOW

g’

LONG RUN, SIDE TAP

FLEX DUCT

BALANCING DAMPER

POCKET SEALANT
(SEE NOTE 3)

CUT PVC PIPE
(SEE NOTE 5)

PENETRATIONS FOR CONDENSATE,

9" FLASHING

5" FLASHING

PRIMER (SEE NOTE 2)
BONDING ADHESIVE

£ s CONTINUOUS
= {1 BEAD SEALANT

o |

2 |

(25 mm), MIN.

EXISTING ROOF i
MEMBRANE 7 ™~

b (SEE NOTE 6)

..... e e e T
- y

EXISTING STEEL
DECKING

PENETRATIONS

ROOF
3\ PENETRATION DETAIL

EXISTING INSULATION
FILLER

ot

MIN.

A=3

CONDENSING——

SCALE: N.T.S.

UNIT

EXISTING
ROOF
MEMBRANE

FASTENERS & BATTENS& EXISTING METAL DECK\

SHALL BE INSTALLED AS  tyiominG RIGID INSULATION

APPROVED BY ROOF

1.

REFRIGERENT, & ELECTRICAL LINES \31es.

TEMPERATURE OF PIPE MUST NOT EXCEED 120' F (49" C).

2. PRIMER MUST BE APPLIED TO ALL INSIDE SURFACES AND

PENETRATIONS PRIOR TO FILLING WITH SEALANT.

FILL POCKET COMPLETELY WITH POURABLE SEALER, MOUND TO
SHED WATER; ENSURE ALL VOIDS ARE FILLED.

SEALANT POCKET TO BE MINIMUM 1" (25 mm) FROM
PENETRATION ON ANY SIDE.

CUT PVC PIPE MINIMUM 2" HIGH AND OF SUFFICIENT WIDTH TO
ALLOW 1" OF SPACE BETWEEN PENETRATIONS AND BETWEEN
THE PVC SHELL AND PENETRATIONS. MEMBRANE MUST EXTEND
TO WITHIN 1/2" OF PENETRATION.

APPLY LAP SEALANT AROUND ENTIRE PERIMETER OF FLASHING.

IF EXISTING MEMBRANE IS CUT FOR INSTALLATION, THE
MEMBRANE MUST BE REPAIRED WITH EDPM MEMBRANE PRIOR

TO INSTALLATION OF POURABLE SEALER POCKET.

PIPING OR CONDUIT

WITH CUSHION BETWEE

SUPPORT TO BE MIN.

ROOF WALK PAD BELO

/ ROOF MFG. REQMT'S.

4+ \ SLEEPER DETAIL

PIPE CLAMPS: "UNISTRUT" #P2600

N PIPING &

CLAMP. SIZE TO MATCH PIPING SIZE

SUPPORT CHANNEL: "UNISTRUT” 1-3/8"
WIDTH SERIES. ANCHOR TO WOOD SUPPORT

4"x4” P.T. WOOD

(SLOPE FOR CONDENSATE DRAIN AS REQ'D)

W SUPPORT PER

CONDENSING UNIT

A-3 SCALE: N.TS.

<C

4x4 P.T. SLEEPER
FASTENED TO
EXISTING METAL
DECK

40 MIL EDPM
TO COVER
SLEEPER &
ALL
FASTENERS

SYSTEM MANUFACTURER

R/D=1.0 (MIN)

DRAW-BAND

EACH END

MAX OFFSET

SPIN=IN FITTING

CLAMP — TYPICAL

8" INSULATED FLEX DUCT

ALLOWABLE:

2-INCHES PER FOOT OF
FLEXIBLE DUCT LENGTH

INSULATE TOP OF DIFFUSER
(MAY BE OMITTED WHERE CEILING
CAVITY IS USED AS A RETURN
AIR PLENUM) — TYPICAL

—~—~_ |

|
——
£

\
j 40 MIL EPDM |Nj

BETWEEN 2 LAYERS
OF SEALANT

(TYP.)
/"5 "\ SECTION THRU CONDENSING UNIT SLEEPER
A-3 SCALE: N.T.S.
5 40 MIL EDPM TO
COVER SLEEPER &
A-3 ALL FASTENERS
NOTE: ﬁ

INSULATED SUPPLY AR
TRUNK DUCT — REFER
TO PLAN

SPIN=IN FITTING

BALANCING
DAMPER

DRAW-BAND CLAMP -
TYPICAL EACH END

8" INSULATED FLEX DUCT

x MAX OFFSET ALLOWABLE:

2-INCHES PER FOOT OF
FLEXIBLE DUCT LENGTH

CEILING AIR DEVICE — TYPICAL \ CEILING

INSTALLATION

BOTTOM TAP

INSTALLATION

7“7\ TYPICAL BRANCH TAKE-OFF DETAIL

A=3

SCALE: NONE

SEALANTS & ADHESIVES TO BE
USED PER ROOF SYSTEM
MANUFACTURER SPECIFICATIONS

CONDENSING UNIT

EXISTING 3"
ROOF =%
MEMBRANE =

4x4 P.T. SLEEPER
FASTENED TO
EXISTING METAL
DECK

< HEH

'/

FASTENER & BATTENS SHALL BE
INSTALLED AS APPROVED BY ROOF
SYSTEM MANUFACTURER (TYP.)

I
I
EXISTING METAL DECK)E/

EXISTING RIGID INSULATION

40 MIL EPDM IN BETWEEN 2 LAYERS OF
SEALANT

/"5 >\ CONDENSING UNIT SLEEPER DETAIL

A-3 SCALE: N.T.S.

Reviewed for Code Compliance
Inspections Division
Approved with Conditions

Date: 09/14/15
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