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REFLECTED
CEILING PLAN NOTES
A. IF REQUIRED BY LOCAL CODE, GENERAL CONTRACTOR
TO PROVIDE SEMI-RECESSED SPRINKLER HEADS WITH
POLISHED CHROME ESCUTCHEONS CENTERED IN
ACOUSTICAL CEILING TILE.  IF PENDANT HEADS ARE
REQUIRED IN GYPSUM SOFFIT OVER FRONTBAR, CONCEAL
SUPPLY PIPING WITHIN SOFFIT.  GENERAL CONTRACTOR TO
SUBMIT SPRINKLER LAYOUT TO STARBUCKS' CONSTRUCTION
MANAGER FOR APPROVAL PRIOR TO INSTALLATION.

B. GENERAL CONTRACTOR TO PROVIDE AND LOCATE
SPRINKLERS PER LOCAL CODES.  CONTACT STARBUCKS
CONSTRUCTION MANAGER IF DESIGN INTENT IS AFFECTED.

C. WHERE ACOUSTICAL CEILING MEETS WALL, PROVIDE
ANGLE WALL MOLDING FOR REVEAL. MATCH CEILING GRID
COLOR WHEN APPLICABLE.

D. LEAVE (10) ADDITIONAL RETAIL CEILING TILES, TO MATCH
RETAIL CEILING PAINT COLOR, ABOVE THE WORKROOM
CEILING AT MANAGER'S DESK FOR FUTURE USE.

E. PROVIDE GROMMET AT ALL CEILING PENETRATIONS FOR
FIXTURES OR SUPPORTS.

F. HEATING, VENTILATING, AND AIR CONDITIONING (HVAC)
SHOWN FOR DESIGN INTENT ONLY.  CONTACT PROJECT
MANAGER IF CHANGED.

G. DIFFUSERS AND RETURNS AT BACKBAR IN ACOUSTICAL
CEILING TILE TO BE CENTERED IN TILE, PAINTED TO MATCH
ADJACENT FINISHES, TYPICAL.

H. PAINT ALL HVAC DUCTS, HVAC DIFFUSERS, RECESSED
SPEAKERS AND LIGHT TRIM RINGS THE SAME COLOR AS
CEILING OR SOFFIT.  TYPICAL THROUGHOUT RETAIL
PORTION OF STORE.

J. PAINT SUBSTITUTIONS ARE NOT ALLOWED.  USE
STARBUCKS' NATIONAL ACCOUNT "COLOR CODE" WHEN
ORDERING PAINTS.  SEE SCHEDULE SHEETS FOR
SCHEDULES

K. SEE LIGHTING DESIGN PLAN FOR FIXTURE TYPES AND
LOCATION DIMENSIONS.

SHEET NOTES
1. UNDER COUNTER TASK LED LIGHTING AS
INDICATED.

2. NEW PENDANT LIGHTS TO BE CENTERED WITHIN
CORRESPONDING WINDOW PANE.
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Scale:  1/4" = 1'-0"1 LIGHTING DIMENSION PLAN

Scale:  1/2" = 1'-0"2 UPPER LIGHTING DIMENSION PLAN

LIGHTING FIXTURE SCHEDULE - "L"
DESIGN ID COUNT DESCRIPTION RESP. BULB COMMENTS

X0902 9 PENDANT - REFLECTOR FILAMENT 7 1/2"
PENDANT - AGED STEEL

GC 1910 SQUIRREL - CAGE
FILAMENT BULB - 2 1/4" DIAM.,
5"L

RESTORATION HARDWARE, ITEM #
68060274 VSTL

LAMP
12871 4 CFL BIAX 10-19W VD FSGI

RECESSED CAN
12561 4 CAN - RECESSED HOUSING - 5IN 125MM -

EXISTING CEILING
VD (1) 12871 - CFL BIAX 10-19W FSGI - VESTIBULE LIGHTING

13244 4 CAN - RECESSED TRIM REFLECTOR - 5IN
125MM - WHITE

VD FSGI

SCONCE
11879 2 SCONCE - WALL WASH WITH SHIELD ROUND -

WHITE
VD CFL 28W PIN BASE OR EQUAL FSGI

STRIP
12552 4 TASK LIGHT INTEGRATED LED - 22IN 560MM -

BLACK
VD (6) INTEGRAL LED 1W FSGI - JUMPER CORD REQUIRED

WHEN CONNECTING MULTIPLE UNITS
TRACK

11427 20 TRACK - FIXTURE ENCLOSED - 5IN 125MM -
WHITE

VD (1) 12903 - LED PAR 30S
10-19W NARROW FLOOD

FSGI

11519 4 TRACK - RAIL SURFACE MOUNTED - 48IN
1220MM - BLACK

VD FSGI

11631 1 TRACK - RAIL SURFACE MOUNTED - 96IN
2440MM - BLACK

VD FSGI

0 1' 2' 4'

Scale: 1/2" = 1'-0"

Revision Schedule
Rev Date By Description

jciano
MAINE




