
2x10 LEDGER ATTACHED TO HOUSE

FRAMING @ 16" O.C. WITH 3/8" GALV. LAGS


NOTE:

- ALL WOOD TO BE PRESSURE TREATED

- 2x4 CROSS BRACKING BETWEEN FRAMING

- STAINLESS STEEL SCREWS USE ON ALL WD TO WD CONNECTIONS


2x12 STAIR

STRINGER

SPACED 16"

O.C. MAX


2x8 REINFORCING CORNER

ANGLE AT ALL CORNERS 

4x6 COLUMN ANCHORED TO

EXISTING 8" DIA. CONCRETE

PIER.


ALL HORIZONTAL FRAMING

TO BE 2x8 @ 16" O.C. MAX
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JOIST HANGERS AT ALL 2x8

JOIST TO LEDGER

CONNECTIONS


SAME AS EXISTING FOOTPRINT 
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LOCATED IN FIELD


3'-0" MAX


8'-0"


47 Christy Road

Portland, Maine 04103


SCALE: 1/4" = 1'-0"

JULY 23, 2015


EXISTING HOUSE


2'-10 1/2" +/-

(4) 8" DIA.

CONCRETE PIERS,

MIN. DEPTH 4'-0"

BELOW GRADE


FRAMING PLAN
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