26’—8”

EXISTING BUILDING WIDTH
PLUS 3" RIGID INSULATION ON EXTERIOR

29°-10 1/16”
TO UPPER RIDGE

26'-10 9/16”
TO LOWER RIDGE

15°-1 1/4”

TO MUDROOM RIDGE

NEW ROOF ASSEMBLY:

2X10 RAFTERS @ 16" O.C.

5/8" CDX PLYWOOD SHEATHING

6" CCSPF INSULATION R-39

ON UNDERSIDE OF ROOF SHEATHING
PER N1102.2.2

NEW WALL ASSEMBLY:

2X6 STUDS @ 16" 0.C.

1/2" CDX SHEATHING

5-1/2" DENSE PACK CELLULOSE

IN STUD BAYS R-20

3" POLYISO RIGID ON EXTERIOR R—-19.5

RETROFITTED WALL ASSEMBLY:
EXISTING 2X4 STUDS @ 16" O.C.

1/2" CDX SHEATHING

3-1/2" FIBERGLASS BATT INSULATION
IN STUD BAYS R-13

3" POLYISO RIGID ON EXTERIOR R-19.5
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FRAMING TO REMAIN FRAMING K—

2X12 PT LEDGER BOLTED TO EXISTING
FOUNDATION W/ 1/2° X 5-1/2"
DRIVE PIN ANCHORS SET IN EXPOXY
16” 0.C. TOP AND BOTTOM OF LEDGER

12" DIAMETER POURED IN PLACE
CONCRETE FOOTING

25 5 10°

SUMMIT PARK AVENUE RESIDENCE

PORTLAND, NAINE
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