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2x6 END WALL @16" O.C.


W/ 1/2" CDX SHEATHING


2x6 END WALL @16" O.C.


W/ 1/2" CDX SHEATHING 
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HEADER SCHEDULE


H1 - (3)2x8 W/ (1)2x6 JACK & (1)2x6 KING


H2 - (2)2x6 W/ (1)2x6 JACK & (1)2x6 KING


H3 - (2)2x6 W/ (1)2x6 JACK & (2)2x6 KING


NOTE:


-ALL EXTERIOR HEADERS TO BE BOX HEADERS TYP


WITH FLAT 2x TO MATCH WALL WIDTH.


-HEADERS DESIGNED FOR ELEVATION DIMENSIONS


AND LOCATIONS.


15'-4" 14'-9 1/4"
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(2)2x10 EA SIDE OF TIE


(TYP AT EA TIE LOCATION)


(2)2x10 EA SIDE OF TIE


(TYP AT EA TIE LOCATION)


TIE ROD AT MAX 5'-4" O.C.


(ROUGHLY IN EVERY 4TH


RAFTER BAY) SEE SECTION


RAFTER BLOCKING AT 1/3


POINTS (TYP AT TIE LOCATIONS)


2x10 @16" O.C. MAX
(2)2x10 @16" O.C. MAX 

SHEET 3 OF 4
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ROOF FRAMING PLAN


ROOF FRAMING BELOW


2x10@16" O.C.
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