
VERIFY EXIST HEADER MEETS MIN


(2)2x10/(3)2x8 (PROVIDE IF OTHERWISE)


H7


H6


P.T. 2x12 @16" O.C. USE


SIMPSON LU210-Z FACE


MOUNT HANGER


SIMPSON LUS26-2 FACE MOUNT


HANGER TYP @(2)2x8


EXIST 2x8 TO REMAIN W/ SIMPSON LUS28


FACE MOUNT HANGERS AT FLUSH FRAMED CONDITIONS (TYP)


SISTER EXIST 2x8 FRAMING W/ 2x8 TYP THIS SIDE OF BEARING LINE


H4


EXIST OPENING


TO REMAIN


(2)P.T. 2x12 @ PERIMETER


LEDGER FRAMING AND


CONNECTIONS AS SHOWN IN


WALL ELEVATIONS. (B.O.) 

MUD-ROOM FRAMING SIZES AS


SHOW IN WALL ELEVATION. (B.O.)


HEADER SCHEDULE


H1 - (3)2x8 W/ (1)2x6 JACK & (1)2x6 KING


H2 - (2)2x6 W/ (1)2x6 JACK & (1)2x6 KING


H3 - (2)2x6 W/ (1)2x6 JACK & (2)2x6 KING


H4 - (3)2x6 W/ (1)2x4 JACK & (1)2x4 KING


H6 - (3)1 3/4x9 1/4 LVL W/ (2)2x6 JACK & (2)2x6 KING


NOTE:


-ALL EXTERIOR HEADERS TO BE BOX HEADERS TYP


WITH FLAT 2x TO MATCH WALL WIDTH.


-HEADERS DESIGNED FOR ELEVATION DIMENSIONS


AND LOCATIONS.


VERIFY EXIST HEADER MEETS MIN


(2)2x6. (PROVIDE IF OTHERWISE)


VERIFY EXIST HEADER MEETS MIN


(2)2x10 (PROVIDE IF OTHERWISE) 

VERIFY EXIST


HEADER MEETS MIN


(2)2x6 (PROVIDE IF


OTHERWISE)


SISTER EXIST OPENING


FRAMING W/ 2x8


SHEET 2 OF 4


5/24/16


SECOND FLOOR FRAMING PLAN


07/26/16


