DECK JOIsT: 2xI0 PT. l&" O.C.
TYPICAL: CONTRACTOR TO VERIFY

ASPHALT SHINGLES
172" PLYWOOD SHEATHING C/W H CLIPS

R-43 BATT INSULATION
VAPOR BARRIER
5/8" DRYWALL

END AT RIDGE - TO BE INSTALLED SO THAT

AIR FLOW 1S NOT RESTRICTED

CONTINUOUS EAVE PROTECTIO
(2 COURSES)

EQUALLY SPACED VENTS

TYPICAL 2X& SIDING EXTERIOR WALL:

SIDING: SEE HLC SPECS.

172" SHEATHING

AlIR BARRIER

2x& STUDS @ 16" o.c.
INSULATION: R20 OR BETTER

& MIL POLY VAPOR BARRIER

172" GYPSUM BOARD

SEALANT AND BACKER RO

METAL FLASHIN

SEALANT AND BACKER ROBR

TYPICAL 2X& SIDING EXTERIOR WALL:

VINYL SIDING
172" SHEATHING
AR BARRIER

2x6 STUDS 2 16" o.c.
R20 OR BETTER INSULATION
VAPOR BARRIER

172" DRYWALL

—
YU

BUILT-UP HEADER

INTERIOR CASING

W::

.
S
N
S
S
N

7

“{‘

SIDING: SEE HLC. SPECS.

112" SHEATHING

AR BARRIER

2x6 STUDS » 16" o.c.
INSULATION: R20 OR BETTER

& ML POLY VAPOR BARRIER

172" GYPSUM BOARD

— — —— —

(N

)

IO

SHIMS AND INSULATION
WINDOW UNIT

WINDOW UNIT

INTERIOR CASING

2X6 SILL PLATE

2Xe/SIDING HEADER ¢ SILL

REFER TO IRC 2003 FOR CODE REQUIREMENTS.

TYPICAL 2
SIDING: SEE HLC. SPECS.
172" SHEATHING

AR BARRIER

2x6 STUDS # 16" o.c.

INSULATION: R20 OR BETTER
& ML POLY VAPOR BARRIER

172" GYPSUM BOARD

FLOOR FRAMING:

SEE HLC. SPECS. FOR SIZING ¢

SPACING

2Xe/SIDING, FLOOR FRAMING

REFER TO IRC 2003 FOR CODE REQUIREMENTS.

TYPICAL 2X& SIDING EXTERIOR WALL:

PRESSURE TREATED LEDGER
2X|0 PT.
TYPICAL: CONTRACTOR TO VERIFY

VINYL SIDING

172" SHEATHING

AlR BARRIER

2x6 STUDS @ 16" o.c.

R20 OR BETTER BATT INSULATION
VAPOR BARRIER

172" DRYWALL

2Xe BOTTOM PLAT

2x RING JOIST
WRAP AIR BARRIER

=l __ _
WEATHER TIGHT CAULKING— d
=z I\ | L Q L
N F - s s 1
| q q
=T —| a a L
== Ak
CONCRETE WALL W/ I_”l_i 5 AL n A/,
DAMPROOFING _||_m_ f f
1= L > L
4 4

TYPICAL: 10" 8ONOTUBE
FINAL SIZE SPECIFIED BY CONTRACTOR

ALL HANDRAILS SHALL BE CONTINUOUS THE FULL LENGTH
IRS. | HANDGRIP PORTION OF ALL HANDRAILS

CROSS SECTION

BASEBOARD

2X4 COLLAR TIE
NO MORE THAN 48" O.C.

SPECIFY TREAD: APPROXIMATELY 7.5"
SPECIFY RISER: APPROXIMATELY 10"

RISE: APPROXIMATELY 9 10.75"
CONTRACTOR, AND OR HOMEOUNER

TO DETERMINE FINAL DIMENSIONS OF STAIRS

SPECIFY HEADERS:

TYPICAL: 2 PLY 2XIO
TO BE VERIFIED/SIZED BY CONTRACTOR,
HOMEOUWNER. OR STRUCTURAL ENGINEER

2x8& RAFTER l&" O.C.

2x& CEILING TIE 1" O.C.

=

2x6 HANDRAIL"

E fESS THAN I-I/4" NOR MORE THAN 2' IN
L DIMENSION, OR THE SHAPE SHALL
IVALENT GRIPPING SURFACE

STAIR RAILING

2x6 HORIZONTAL RAIUNC—\R\” AX]
ceevn— | [HHHHH® HHHF
[ | \‘\\ <
z \‘\~\ 1]
et .| T
L - T
/ﬁ — )
3/4" T4G PLY, GLUED AND / II “
NAILED AS PER MANUFACTURER ‘ C—1 § ex roste f E%EZ%EE;“/ Zil?ﬁi“éﬁéu
) CANNOT :AS: miou:u .
X 1] ==X s s s
] = — RSy oo
)N i g \ TRIPLE 2XI0 PRESSURE TREATED ON &X6& PT POST
| C— | I
| Z N CONTRACTOR TO VERIFY
= —
z DECK AND RAILING
- | —
| L % —— TYPICAL: 10" SONOTUBE
— \Q — < FINAL SIZE SPECIFIED BY CONTRACTOR
‘ al m
“ ‘ 6d & 66 /
\ DECK JoOIaT: 2xI10 PT. l&" O.C.
i TYPICAL: CONTRACTOR TO VERIFY
TYPICAL 2x FLOOR SYSTEM: | H - [
3/4" T4G PLYWOOD SUBFLOOR T m Tk
2x10 FLOOR JOISTS 2 16" o.c. W/ (14" SPAN) ‘ L [T IR =1
2x2 CROSS BRIDGIN [ I I I I )N i = T i 1
\
— — I
d | i
N — —
B — ]
T N 1 LAPPED OVER FIRST CONTIN.
. qb —1 PIECE OF $IDING BELOW
FILL VOID WITH BATT INSULATION D R C—1 || L o Lo rour cnoer
A —] T o T
FAGTENED T0 FOUNDATION WAL W/ " q \
172" DIAMETER ANCHOR BOLTS AT 12" o.c. N ] v
a4’ BLOCKING FOR JAVAVA
by LAG BOLTS
4: L——1 : %\ / \ / \ / ! - \;;?LLBE?DLEL(‘;CZRE-
, 2x JOISTS
VA \
> f < PRESSURE TREATED LEDGER
T — 2X10 PT.
i 4 ereeme & o - TYPICAL: CONTRACTOR TO VERIFY
o ’ I DECK LEDGER CONNECTION
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# mn, sEnrosceD ] é SNG - SE e rEcRCATONS
d HAMMOND LUMBER COMPANY HAS SUPPLIED THIS DRAWING FOR ILLUSTRATIVE AND INFORMATIONAL PURPOSES - 2 e 2005 cone ==
_ ]= ONLY. THE HOMEOWNER/CONTRACTOR 1 RESPONSIBLE FOR ENSURING THAT THE MATERIALS CHOSEN WILL COMPLY gz St
’ T WITH LOCAL BUILDING CODES AND/OR STANDARD BUILDING PRACTICES. HAMMOND LUMBER COMPANY T7 —
| SUGGESTS THAT I8n'T CUSTOMERS SEEK THE ASSISTANCE OF A REGISTERED ENGINEER OR ARCHITECT IF R Il f ‘;u' X"
FURTHER INFORMATION |8 NEEDED. THIS DRAUWING 1& NOT INTENDED TO BE USED AS A BASIS FOR CONSTRUCTION oy S T I ‘A‘A I
AND HAMMOND LUMBER COMPANY DISCLAIMS ANY RESPONSIBILITY IF THEY ARE 50 USED. L T e e P
_ ANCHOR BOLT: TYPICAL

STAIR / BALUSTER

STYLES ARE DIAGRAMMATIC
ONLY -- CONTRACTOR TO
[COORDINATE STYLES

WITH OWNER / FINISHES

172" BOLT EVERY &'

2" RIGID FOAM

POST 10/12 CHANGES -

CONTRACTOR TO DETERMINE

ofpe A, FINAL SIZE/SPACING ON SITE

BOTTOM OF FOOTING

DESTROY ANY COPIES DATED —~ -1
BEFORE 11/2/2017

REFER TO IRC 2009 FOR CODE REQUIREMENTS.

DRAUWINGS ARE PROVIDED BY HAMMOND LUMBER COMPANY AS A

}

SERVICE TO IT'S CUSTOMERS AND ARE INTENDED FOR INFORMATIONAL
AND ILLUSTRATIVE PURPOSES ONLY. THE INFORMATION PRESENTED IN

THESE DRAUWINGS 1S NOT PREPARED OR REVIEWED BY A REGISTERED

Lumber Company

ARCHITECT AND SHOULD NOT BE USED AS A BASIS FOR CONSTRUCTION.

HAMMOND LUMBER COMPANY SUGGESTS THAT ITS CUSTOMERS SEEK THE

SERVICES OF A REGISTERED ARCHITECT TO OBTAIN TECHNICAL
BLUEPRINTS IF THE CUSTOMER DESIRES TO PROCEED FURTHER.

Toll free 1-866-1 2

Reviewed for Code Compliance
Inspections Division

www.hammonc |
Auburn « Bangor « Belgr:
Brunswick « Damariscotta
Greenville « Pemaquid « Port]

DRAUWINGS ARE NOT TO BE USED AS A BASIS FOR CONSTRUCTION AND
HAMMOND LUMBER COMPANY DISCLAIMS ANY RESPONSIBILITY IF THEY

ARE S0 USED.
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DRAUWING *

NITO235

NASSER ROHANI

PORTLAND

24x32 2 STORY
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